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Section 1.    Instructions to Tenderers 
 

A. General 

1.   Scope of Tender 1.1 The Procuring Entity, as indicated in the Tender Data Sheet (TDS) issues 
this Tender Document for the procurement of Works and associated 
Services incidental thereto as specified in the TDS and as detailed in 
Section 6: Bill of Quantities. The name of the Tender and the number 
and identification of its constituent lot(s) are stated in the TDS. 

 1.2 The successful Tenderer shall be required to execute the works and 
physical services as specified in the General Conditions of Contract 

2.  Interpretation 2.1 Throughout this Tender Document: 

(a) the term “in writing” means communication written by hand or 
machine duly signed and includes properly authenticated 
messages by facsimile or electronic mail; 

(b) if the context so requires, singular means plural and vice  versa;   

(c) “day” means calendar days unless otherwise specified as working 
days; 

(d) “Person” means and includes an individual, body of individuals, 
sole proprietorship, partnership, company, association or 
cooperative society that wishes to participate in Procurement 
proceedings; 

(e) “Tenderer” means a Person who submits a Tender;  

(f) “Tender Document” means the Document provided by a 
Procuring Entity to a Tenderer as a basis for preparation of the 
Tender; and 

(g) “Tender” depending on the context, means a Tender submitted by 
a Tenderer for execution of Works and Physical Services to a 
Procuring Entity in response to an Invitation for Tender.  

3.   Source of Funds 3.1 The Procuring Entity has been allocated public funds as indicated in 
the TDS and intends to apply a portion of the funds to eligible 
payments under the Contract for which this Tender Document is 
issued.  

3.2 For the purpose of this provision, “public funds” means any monetary 
resources appropriated to Procuring Entities under Government 
budget, or loan, grants and credits placed at the disposal of Procuring 
Entities through the Government by the  Bank or foreign states or 
organisations. 

3.3 Payments by the Bank, if so indicated in the TDS, will be made only at 
the request of the Government and upon approval by the Bank in 
accordance with the applicable Loan / Credit / Grant Agreement, and 
will be subject in all respects to the terms and conditions of that 
Agreement. 
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4.   Corrupt, Fraudulent, 
Collusive, Coercive 
or Obstructive 
Practices 

4.1 The Government and the Bank require that Procuring Entities, as well as 
Tenderers and Contractors (including their suppliers, sub-contractors, 
agents, personnel, consultants, and service providers) shall observe 
the highest standard of ethics during implementation of procurement 
proceedings and the execution of Contracts under public funds.  

4.2 For the purposes of ITT Sub Clause 4.3, the terms set forth  below  as 
follows:  

(a) “corrupt practice” means offering,   giving or promising to give, 
receiving, or soliciting either directly or indirectly, to any 
officer or employee of a Procuring Entity or other public or 
private authority or individual, a gratuity in any form;  
employment or any other thing or service of value as an 
inducement with respect to an act or decision  or method followed 
by a Procuring Entity in connection with a Procurement 
proceeding or Contract execution; 

(b) “fraudulent practice” means   the misrepresentation or omission 
of facts in order to influence a decision to be taken in a  
Procurement proceeding or Contract execution; 

(c) “collusive practice” means a scheme or arrangement between two 
(2)  or more Persons, with or without the knowledge of the  
Procuring Entity, that is designed to  arbitrarily reduce the 
number of Tenders submitted or fix Tender prices at artificial, 
non-competitive levels,  thereby denying a Procuring Entity the 
benefits of competitive price arising from genuine and open 
competition; or 

(d) “coercive practice” means harming or threatening to harm, 
directly or indirectly, Persons or their property to influence a 
decision to be taken in the Procurement proceeding or the 
execution of a Contract, and this will include creating 
obstructions in the normal submission process used for 
Tenders. 

(e) “obstructive practice” means deliberately destroying, falsifying, 
altering or concealing of evidence material to the investigation 
or making false statements to investigators in order to 
materially impede an investigation into allegations of a corrupt, 
fraudulent, coercive or collusive practice; and/or threatening, 
harassing or intimidating any party to prevent it from 
disclosing its knowledge of matters relevant to the 
investigation or from pursuing the investigation. 

4.3 Should any corrupt, fraudulent, collusive, coercive or obstructive  
practice of any kind  is determined by the Procuring Entity or the Bank,  
this will be dealt with in accordance with the provisions of the 
Procurement Guidelines of the Bank as stated in the TDS in combination 
with ITT sub-clause 4.4 and the Procurement Laws.  

4.4 If corrupt, fraudulent, collusive,  coercive or obstructive practices of 
any kind is determined against any Tenderer or Contractor (including 
its suppliers, sub-contractors, agents, personnel, consultants, and 
service providers) in competing for, or in executing a contract under 
public fund, the  Bank shall : 

(a) exclude the concerned Tenderer from further participation in 
the  concerned procurement proceedings;  
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(b) reject any recommendation for award that had been proposed 
for that concerned Tenderer;  

(c)  cancel the portion of the loan allocated to a contract if it 
determines at any time that representatives of the Procuring 
Entity or of a beneficiary of the loan engaged in corrupt, 
fraudulent, collusive, or coercive practices during the 
procurement or the execution of that contract, without the 
Procuring Entity having taken timely and appropriate action 
satisfactory to the Bank to remedy the situation; and 

(d)  sanction  the concerned Tenderer or  individual, at any time, in 
accordance with prevailing Bank’s sanctions procedures, 
including by publicly declaring such Tenderer or individual 
ineligible, either indefinitely or for a stated period of time: (i) 
to be awarded a Bank-financed contract; and (ii) to be a 
nominated sub-contractor, consultant, manufacturer or 
supplier, or service provider of an otherwise eligible firm being 
awarded a Bank-financed contract. 

4.5 The Tenderer shall be aware of the provisions on corruption, 

fraudulence, collusion, coercion and obstruction as stated in GCC 

Clause 39 and 89.1(b)(vii). 

4.6 In further pursuance of this policy, Tenderers, suppliers and 

contractors, and their sub-contractors, agents, personnel, 

consultants, service providers shall permit the Government and the 

Bank to inspect any accounts and records and other documents 

relating to the tender submission and contract performance, and to 

have them audited by auditors appointed by the Government and/or 

the Bank. 

5.   Eligible Tenderers 5.1 A Tenderer, and all partners constituting the Terderer, may have the 
nationalities of any country except the nationalities specified in the 
TDS.  

5.2 A Tenderer may be a physical or juridical individual or body of 
individuals, or company, association or any combination of them in 
the form of a Joint Venture, Consortium or Association (JVCA) invited 
to take part in public procurement or seeking to be so invited or 
submitting a Tender in response to an Invitation for Tenders.  

5.3 A Government-owned enterprise in Bangladesh  may also participate 
in the Tender if it is legally and financially autonomous, it operates 
under commercial law, and it is not a dependent agency of the 
Procuring Entity. 

5.4 The Tenderer shall have the legal capacity to enter into the Contract.          

5.5     A Tenderer shall not have a conflict of interest.  All Tenderers found to 
have a conflict of interest shall be disqualified.  A Tenderer may be 
considered to have a conflict of interest with one or more parties in 
this tendering process, if :  

(a)  they have a controlling partner in common; or 
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(b) they receive or have received any direct or indirect subsidy from 
any of them; or 

(c) they have the same legal representative for purposes of this 
Tender; or 

(d) they have a relationship with each other, directly or through 
common third parties, that puts them in a position to have access 
to information about or influence on the Tender of another 
Tenderer, or influence the decisions of the Procuring Entity 
regarding this tendering process; or 

(e) a Tenderer or any of its affiliates participated as a consultant in the 
preparation of the design or technical specifications of the contract 
that is the subject of the Tender; or 

(f) a Tenderer, or any of its affiliates has been hired (or is proposed to 
be hired) by the Procuring Entity as Engineer for the contract. 

 

5.6 The Tenderer in its own name or its other names or also in the case of its 
Persons in different names, shall not be under a declaration of 
ineligibility for corrupt, fraudulent, collusive, coercive, or obstructive 
practices as stated under ITT Clause 4. 

5.7 The Tenderer with a poor performance, such as abandoning the 
works, not completing contracts, or financial failure, or with a 
consistent history of litigation or arbitration awards against it shall 
not be eligible to Tender.   

5.8 The Tenderer shall not be insolvent, be in receivership, be bankrupt, 
be in the process of bankruptcy, be not temporarily barred from 
undertaking business and it shall not be the subject of legal 
proceedings for any of the foregoing. 

5.9 The Tenderer shall have fulfilled its obligations to pay taxes and social 
security contributions under the provisions of laws and regulations of 
the country of its origin.  

5.10 Tenderers shall provide such evidence of their continued eligibility 
satisfactory to the Procuring Entity, as the Procuring Entity will 
reasonably request. 

5.11 These requirements for eligibility will extend, as applicable, to each 
JVCA partner and Subcontractor proposed by the Tenderer. 

5.12 A Tenderer is under declaration of ineligibility by the Bank and / or 
the Procuring Entity in accordance with the above ITT clause 4, or in 
relation to the Bank's Guidelines on Preventing and Combating 
Corruption in Projects Financed by IBRD Loans and IDA Credits and 
Grants, shall not be eligible to be awarded a contract. 

6.  Eligible Materials, 
Equipment and 

6.1 All materials, equipment and associated services to be supplied 
under the Contract are from eligible sources, unless their origin is 
from a country specified in the TDS. 
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Associated Services 6.2 For the purposes of this Clause, “origin” means the place where the 
Materials and Equipments are mined, grown, cultivated, produced or 
manufactured or processed, or through manufacturing, processing, or 
assembly, another commercially recognized new product results that 
differs substantially in its basic characteristics from its components or 
the place from which the associated services are supplied. 

6.3 The origin of   materials and equipment and associated services is 
distinct from the nationality of the Tenderer. 

7.   Site Visit 7.1 The Tenderer is advised to visit and examine the Site of Works and its 
surroundings and obtain for itself on its own responsibility all 
information that may be necessary for preparing the Tender and 
entering into a contract for construction of the Works.   

7.2 The Tenderer and any of its personnel or agents will be granted 
permission by the Procuring Entity  to enter into  its premises and 
lands for the purpose of such visit, but only upon the express 
condition that the Tenderer, its personnel, and agents will release and 
indemnify the Procuring Entity  and its personnel and agents from 
and against all liability in respect thereof, and will be responsible for 
death or personal injury, loss of or damage to property, and any other 
loss, damage, costs, and expenses incurred as a result of the 
inspection. 

7.3 The Tenderer should ensure that the Procuring Entity is informed of 
the visit in adequate time to allow it to make appropriate 
arrangements. 

7.4 The costs of visiting the Site shall be at the Tenderer’s own expense. 

B. Tender Document 

8.   Tender Document: 
General   

 

 

 

 

 

 

 

 

 

 

 

 

 

8.1 The Sections comprising the Tender Document are listed below, and 
should be read in conjunction with any Addendum issued under ITT 
Clause 11. 

• Section 1     Instructions to Tenderers (ITT) 

• Section 2     Tender Data Sheet (TDS) 

• Section 3     General Conditions of Contract (GCC) 

• Section 4     Particular Conditions of Contract (PCC) 

• Section 5     Tender and Contract Forms 

• Section 6     Bill of Quantities (BOQ) 

• Section 7     General Specifications  

• Section 8      Particular Specifications  

• Section 9      Drawings    

• Section 10    Environmental Management Plan 

8.2  The Procuring Entity is not responsible for the completeness of the Tender 
Document and their addenda, if these were not purchased directly from the 
Procuring Entity, or through its agent(s) as stated in the TDS.                                                                                                                                                                                         

8.3 The Tenderer is expected to examine all instructions, forms, terms, and 
specifications in the Tender Document as well as in addendum to 
Tender, if any.  
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9. Clarification of 
Tender 
Document  

9.1 A prospective Tenderer requiring any clarification of the Tender 
Document shall contact the Procuring Entity in writing at the Procuring 
Entity’s address and within time as indicated  in the TDS.   

9.2 A Procuring Entity is not obliged to answer any clarification request 
received after that date as stated under ITT Sub Clause 9.1. 

9.3 The Procuring Entity shall respond in writing within five (5) working 
days of receipt of any such request for clarification received under ITT 
Sub Clause 9.1. 

9.4 The Procuring Entity shall forward copies of its response to all those who 
have purchased the Tender Document, including a description of the 
enquiry but without identifying its source.   

9.5 Should the Procuring Entity deem it necessary to revise the Tender 
Document as a result of a clarification, it will do so following the procedure 
under ITT Clause 11 and ITT Sub Clause 42.2. 

10.Pre-Tender  Meeting 10.1 To clarify issues and to answer questions on any matter arising in the 
Tender Document, the Procuring Entity may, if stated in the TDS, hold a pre-
Tender Meeting at the place, date and time as specified in the TDS. All 
potential Tenderers are encouraged and invited to attend the meeting, if it is 
held. 

10.2 The Tenderer is requested to submit any questions in writing so as to reach 
the Procuring Entity no later than one day prior to the date of the meeting. 

10.3 Minutes of the pre-Tender meeting, including the text of the questions 
raised and the responses given, together with any responses prepared 
after the meeting, will be transmitted within five (5) working  days after 
holding the meeting to all those who purchased the Tender document 
and to even those who did not attend the meeting. Any revision to the 
Tender document listed in ITT Sub-Clause 8.1 that may become 
necessary as a result of the pre-Tender meeting will be made by the 
Procuring Entity exclusively through the issue of an Addendum pursuant 
to ITT Sub Clause 11 and not through the minutes of the Pre-Tender 
meeting.                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                     

10.4 Non-attendance at the Pre-Tender meeting will not be a cause for 
disqualification of a Tenderer. 

11. Addendum to 
Tender 
Document 

11.1 At any time prior to the deadline for submission of Tenders, the Procuring 
Entity, on its own initiative or in response to an inquiry in writing from a 
Tenderer, having purchased the Tender Document, or as a result of a Pre-
Tender meeting may revise the Tender Document by issuing an Addendum. 

11.2 The Addendum issued under ITT Sub Clause 11.1 shall become an integral 
part of the Tender Document and shall have a date and an issue number and 
must be circulated by fax, mail or e-mail, to Tenderers who have purchased 
the Tender Documents, within  five ( 5) working days. 

11.3 The Tenderers  will acknowledge receipt of an Addendum within three (3) 
working days.  

11.4 Procuring Entities shall also ensure posting of the relevant addenda with 
the reference number and date on their websites including notice boards, 
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where the Procuring Entities had originally posted the IFTs. 

11.5 To give a prospective Tenderer reasonable time in which to take an 
addendum into account in preparing its Tender, the Procuring Entity may, 
at its discretion, extend the deadline for the submission of Tenders, 
pursuant to ITT Sub Clause 42.2.  

11.6 If an addendum is issued when time remaining is less than one-third of the 
time allowed for the preparation of Tenders, a Procuring Entity at its 
discretion shall extend the deadline by an appropriate number of days for 
the submission of Tenders, depending upon the nature of the Procurement 
requirement and the addendum. In any case, the minimum time for such 
extension shall not be less than three (3) working   days. 

C. Qualification Criteria 

 

12. General Criteria 12.1 The Tenderer shall possess the necessary professional and technical 
qualifications and competence, financial resources, equipment and 
other physical facilities, managerial capability, specific experience, 
reputation, and the personnel, to perform the contract.  

 12.2 To qualify for multiple number of contracts/lots in a package made up 
of this and other individual contracts/lots for which tenders are invited 
in the Invitation for Tenders, the Tenderer shall demonstrate having 
resources and experience sufficient to meet the aggregate of the 
qualifying criteria for the individual contracts. 

13. Litigation History 13.1  Litigation history shall comply with the requirement as specified in ITT 
15.1(c). 

14. Experience Criteria  

 

14.1 The Tenderer shall have the following minimum level of construction 
experience to qualify for the performance of the Works under the 
Contract: 

(a) a minimum number of years of general experience in the 
construction of works as Prime Contractor or Subcontractor or 
Management Contractor as specified in the TDS; and 

(b)  Specific experience as a Prime Contractor or Subcontractor or 
Management Contractor in construction works of a nature, 
complexity and methods/construction technology similar to the 
proposed Works in at least a number of contract(s) and of a 
minimum value over the period, as specified in the TDS. 

15. Financial Criteria  15.1 The Tenderer shall have the following minimum level of financial 
capacity to qualify for the performance of the Works under the Contract. 

(a) the average annual construction turnover as specified in the   TDS 
during the period specified in the TDS;  

(b)  availability of minimum liquid assets or working capital or credit 
facilities, as specified in the TDS; and 

(c)  satisfactory resolution of all claims, arbitrations or other 
litigation cases and shall not have serious negative impact on the 
financial capacity of the Tenderer. 
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16. Personnel Capacity 16.1 The Tenderer shall have the following minimum level of personnel 
capacity to qualify for the performance of the Works under the 
Contract: 

(a) a Construction Project Manager, Engineers, and other key staff  
with qualifications and experience as specified in the TDS; 

 

17.Equipment Capacity 17.1 The Tenderer shall own suitable equipment and other physical facilities 
or have proven access through contractual arrangement to hire or lease 
such equipment or facilities for the desired period, where necessary or 
have assured access through lease, hire, or other such method, of the 
essential equipment, in full working order, as specified in the TDS.  

18. Joint Venture, 
Consortium or 
Association 
(JVCA) 

18.1 The Tenderer may participate in the procurement proceedings forming a 
Joint Venture, Consortium or Associations (JVCA) by an agreement, 
executed case by case on a non judicial stamp of value as stated in TDS or 
alternately with the intent to enter into such an agreement supported by a 
Letter of Intent along with the proposed agreement duly signed by all 
partners of the intended JVCA and authenticated by a Notary Public . 

18.2 The figures for each of the partners of a JVCA shall be added together to 
determine the Tenderer’s compliance with the minimum qualifying 
criteria; however, for a JVCA to qualify, lead partner and its other partners 
must meet the criteria stated in the TDS. Failure to comply with these 
requirements will result in rejection of the JVCA Tender.  Subcontractors’ 
experience and resources will not be taken into account in determining the 
Tenderer’s compliance with the qualifying criteria.  

18.3 Each partner of the JVCA shall be jointly and severally liable for the 
execution of the Contract, all liabilities and ethical and legal obligations in 
accordance with the Contract terms.   

18.4 The JVCA shall nominate a Representative (partner-in-charge) who shall 
have the authority to conduct all business for and on behalf of any and all 
the partners of the JVCA during the tendering process and, in the event the 
JVCA is awarded the Contract, during contract execution including the 
receipt of payments for and on behalf of the JVCA. 

18.5 Each partner of the JVCA shall complete the JVCA Partner   Information 
(Form PW3-3) for submission with the Tender. 

19. Subcontractor(s) 19.1 A Tenderer may intend to subcontract an activity or part of the Works, in 
which case such elements and the proposed Subcontractor shall be clearly 
identified.   

19.2 The Procuring Entity may require Tenderers to provide more information 
about their subcontracting arrangements. If any Subcontractor is found 
ineligible or unsuitable to carry out the subcontracted tasks, the Procuring 
Entity may request the Tenderer to propose an acceptable substitute. 

19.3 The Procuring Entity may also select nominated Subcontractor(s) to 
execute certain specific components of the Works and if so, those will 
be specified in the TDS.  

19.4 The successful Tenderer shall under no circumstances assign the 
Works or any part of it to a Subcontractor. 
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19.5 Each Subcontractor shall complete the Subcontractor Information 
(Form PW3-4) for submission with the Tender. 

D. Tender Preparation 

20.  Only one Tender 20.1 A Tenderer shall submit only one (1) Tender for each lot, either 
individually or as a JVCA.  The Tenderer who submits or participates in    
more than one (1) Tender in one (1) lot will cause all the Tenders of that 
particular Tenderer to be rejected. 

21.Cost of Tendering 21.1 The Tenderer shall bear all costs associated with the preparation and 
submission of its Tender, and the Procuring Entity shall not be responsible 
or liable for those costs, regardless of the conduct or outcome of the 
Tendering process. 

22. Issuance and Sale of 
Tender 
Document 

22.1 A Procuring Entity shall make Tender Documents available immediately to 
the potential Tenderers, requesting and willing to purchase at the 
corresponding price if the advertisement has been published in the 
newspaper. 

22.2 There shall not be any pre-conditions whatsoever, for sale of Tender 
Documents and the sale of such Document shall be permitted up to the day 
prior to the day of  deadline for the submission of Tender.  

23.  Language of Tender 23.1 The Tender shall be written in the English language. Correspondences and 
documents relating to the Tender may be written in English or Bangla. 
Supporting documents and printed literature furnished by the Tenderer 
that are part of the Tender may be in another language, provided they are 
accompanied by an accurate translation of the relevant passages in the 
English or Bangla language, in which case, for purposes of interpretation of 
the Tender, such translation shall govern. 

23.2 The Tenderer shall bear all costs of translation to the governing language 
and all risks of the accuracy of such translation. 

24.  Contents of Tender 24.1 The Tender prepared by the Tenderer will comprise the following: 

(a) the Tender Submission Letter in accordance with ITT Clause 25 (Form 
PW3-1);  

(b) Tenderer Information in accordance with ITT Clauses 5, 29 and 32 
(Form PW3-2); 

(c) the priced Bill of Quantities for each lot in accordance with ITT Clauses 
25,27 and 28; 

(d) Tender Security as stated under ITT Clauses 35, 36 and 37. 

(e) alternatives, if permissible, as stated under  ITT Clause 26; 

(f) written confirmation authorizing the signatory of the Tender to 
commit the Tenderer, as stated under ITT Sub Clause 40.3; 

(g) Valid Trade license ; 

(h) documentary evidence of Tax Identification Number (TIN) and Value 
Added Tax (VAT) as a proof of taxation obligations as stated under  
ITT Sub Clause 5.9;   

(i) documentary evidence as stated under ITT Clause 29 establishing the 
Tenderer’s  qualifications to perform the Contract if its tender is 
accepted; 

(j) Technical Proposal  describing work  plan  & method, personnel, 
equipment  and schedules  as stated under  ITT Clause 31;  

(k) documentary evidence as stated under ITT Clause 32 establishing the 
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minimum qualifications of the Tenderer required to be met for 
due performance of the Works and physical services  under the 
Contract; and 

(l) any other document as specified in the TDS. 

 24.2 In addition to the requirements stated under ITT Sub Clause 24.1, Tenders 
submitted by a JVCA or proposing a Subcontractor shall include: 

(a) a Joint Venture Agreement entered into by all partners, executed on a 
non-judicial stamp of value or equivalent as stated under ITT Sub 
Clause 18.1; or  

(b) a Letter of Intent along with the proposed agreement duly signed by 
all partners of the intended JVCA with the declaration that it will 
execute the Joint Venture agreement in the event the Tenderer is 
successful;   

(c) the JVCA Partner   Information (Form PW3-3);  

(d) the Subcontractor Information (Form PW3-4).  

25. Tender Submission 
Letter and Bill of 
Quantities 

25.1 The Tenderer shall submit the Tender Submission Letter (Form PW3-1), 
which shall be completed without any alterations to its format, filling in all 
blank spaces with the information requested, failing which the Tender 
may be rejected as being incomplete.  

25.2 The Tenderer shall submit the priced Bill of Quantities using the form(s) 
furnished in Section 6: Bill of Quantities.  

25.3 If in preparing its Tender, the Tenderer has made errors in the unit rate or 
price or the total price, and wishes to correct such errors prior to 
submission of its Tender, it may do so, but shall ensure that each 
correction is initialled by the authorised person of the Tenderer. 

26.  Alternatives 26.1 Unless otherwise stated in the TDS, alternatives shall not be considered.  

26.2 When alternative times for completion are explicitly invited, a statement 
to that effect will be included in the TDS, as will the method of evaluating 
different times for completion. 

26.3 Except as provided under ITT Sub Clause 26.4,  Tenderers wishing to offer 
technical alternatives to the requirements of the Tender Documents must 
first price the Procuring Entity’s design as described in the Tender 
Documents and shall further provide all information necessary for a 
complete evaluation of the alternative by the Procuring Entity, including 
drawings, designs, design calculations, technical specifications, breakdown 
of prices, and proposed construction methodology and other relevant 
details. 

26.4 When specified in the TDS, Tenderers are permitted to submit alternative 
technical solutions for specified parts of the Works, and such parts will be 
identified in the TDS. 

26.5 Only the technical alternatives, if any, of the lowest evaluated Tenderer 
conforming to the basic technical requirements will be considered by the 
Procuring Entity.   

27. Tender Prices, 
Discounts and 
Price Adjustment 

 

27.1 The prices and discounts quoted by the Tenderer in the Tender 
Submission Letter (Form PW3-1) and in the Bill of Quantities (BOQ) shall 
conform to the requirements specified below. 

27.2 The Tenderer shall fill in unit rates or prices for all items of the Works both 
in figures and in words as described in the BOQ.  
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27.3 The items quantified in the BOQ for which no unit rates or prices have 
been quoted by the Tenderer will not be paid for, by the Procuring Entity 
when executed and shall be deemed covered by the amounts of other rates 
or prices in the BOQ and, it shall not be a reason to change the Tender 
price. 

27.4 The Procuring Entity may, if necessary, require the Tenderer to submit the 
detail breakdown of the unit rates or prices quoted by the Tenderer for the 
facilitation of the Tender proceedings. 

27.5 The price to be quoted in the Tender Submission Letter, as stated under 
ITT Sub Clause 25.1, shall be the total price of the Tender, excluding any 
discounts offered. 

27.6 The Tenderer shall quote any unconditional discounts and the 
methodology for application of discount in the Tender Submission Letter 
as stated under ITT Sub Clause 25.1. 

27.7  Tenderers wishing to offer any price reduction for the award of more than 
one lot shall specify in their Tender the price reductions applicable to each 
lot, or alternatively, to any combination of lots within the package. Price 
reductions or discounts will be submitted as stated under ITT Sub Clause 
27.1, provided the Tenders for all lots are submitted and opened together. 

27.8 All applicable taxes, custom duties, VAT and other levies payable by the 
Contractor under the Contract, or for any other causes, as of the date 
twenty-eight (28) days prior to the deadline for submission of Tenders, 
shall be included in the unit rates and prices and the total Tender price 
submitted by the Tenderer. 

27.9 Unless otherwise provided in the TDS and the Contract, the price of a 
Contract shall be fixed in which case the unit rates or prices may not be 
modified in response to changes in economic or commercial conditions.  

27.10 If so indicated under ITT Sub Clause 27.9, Tenders are being invited with a 
provision for price adjustments. The unit rates or prices quoted by the 
Tenderer are subject to adjustment during the performance of the 
Contract in accordance with the provisions of GCC Clause 71 and, in such 
case the Procuring Entity shall provide the indexes and weightings or 
coefficients in Appendix to the Tender for the price adjustment formulae 
specified in the PCC. 

27.11 The Procuring Entity may require the Tenderer to justify its proposed 
indexes, if any of those as stated under ITT Sub Clause 27.10, are 
instructed to be quoted by the Tenderer in Appendix to the Tender. 

28. Tender Currency  28.1 The Tenderer shall quote all prices in the Tender Submission Letter and in 
the Bill of Quantities in Bangladesh Taka currency unless otherwise 
specified in the TDS.  

29.Documents 
Establishing 
Eligibility of the 
Tenderer 

29.1 A Tenderer, if applying as a sole Tenderer, shall submit documentary 
evidence to establish its eligibility as stated under ITT Clause 5 and, in 
particular, it shall:  

(a) complete the eligibility declarations in the Tender Submission 
Letter (Form PW3-1);  

(b) complete the Tenderer Information (Form PW3-2); 

(c) provide completed Subcontractor Information (Form PW3-4), if it 
intends to engage any Subcontractor(s).  

 29.2 A Tenderer, if applying as a partner of an existing or intended JVCA  shall 
submit documentary evidence to establish its eligibility as stated under 
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ITT Clause 5 and, in particular, in addition to as specified in ITT Sub Clause 
29.1, it shall:  

(a) provide for each JVCA partner, completed JVCA Partner 
Information (Form PW3-3);  

(b) provide the JVCA agreement or Letter  of Intent along with the 
proposed agreement of the intended JVCA  as stated in ITT Sub 
Clause 18.1. 

30. Documents 
Establishing the 
Eligibility and 
Conformity of 
Materials, 
Equipment and 
Services 

30.1 The Tenderer shall submit documentary evidence to establish the origin of 
all Materials, Equipment and services to be supplied under the Contract as 
stated under ITT Clause 6.  

30.2 To establish the conformity of the Materials, Equipment and services to be 
supplied under the Contract, the Tenderer shall furnish, as part of its 
Tender, the documentary evidence (which may be in the form of literature, 
specifications and brochures, drawings or data) that these conform to the 
technical specifications and standards specified in Section 7, General 
Specifications and Section 8, Particular Specifications. 

31. Documents 
Establishing 
Technical 
Proposal 

31.1 The Tenderer shall furnish a Technical Proposal including a statement of 
work methods, equipment, personnel, schedule and any other information 
as stipulated in TDS, in sufficient detail to demonstrate the adequacy of the 
Tenderer’s proposal to meet the work requirements and the completion 
time.   

32. Documents 
Establishing the 
Tenderer’s 
Qualification 

32.1 Tenderers shall complete and submit the Tenderer Information (Form 
PW3-2)  and shall include documentary evidence, as applicable to satisfy 
the following: 

(a) general experience of construction works as stated under ITT Sub 
Clause 14.1(a) ; 

(b) specific experience in construction works of  similar nature and size 
as stated under  ITT Sub Clauses 14.1(b)  

(c) average annual construction turnover for a period as stated under  
ITT Sub Clause 15.1(a); 

(d) adequacy of working capital for this Contract i.e. access to line(s) of 
credit and availability of other financialresourcesas stated under 
ITT Sub Clause 15.1(b); 

(e) technical and administrative personnel along with their  
qualification and experience proposed for the Contract as stated 
under  ITT  Clause 16; 

(f) major items of construction equipment proposed to carry out the 
Contract as stated under  ITT Clause 17; 

(g) authority to seek references from the Tenderer’s bankers or any 
other sources.  

(h) information regarding any litigation, current or during the last 
five years, in which the Tenderer is involved, the parties 
concerned, and disputed amount; 

(i) reports on the financial standing of the Tenderer, such as profit 
and loss statements and auditor’s reports for the past five years. 

32.2 A Procuring Entity shall disqualify a Tenderer who submits a document 
containing false information for purposes of qualification or mislead or 
makes false representations in proof of qualification requirements.  A 
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Procuring Entity may declare such a Tenderer ineligible, either indefinitely 
or for a stated period of time, from participation in future procurement 
proceedings 

32.3 A Procuring Entity may disqualify a Tenderer if it finds at any time that the 
information submitted concerning the qualifications of the Tenderer was 
materially inaccurate or materially incomplete.  Also, a Procuring Entity 
may disqualify a Tenderer who has record of poor performance such as 
abandoning the works, not properly completing the contract, inordinate 
delays, litigation history or financial failures. 

33. Validity Period of 
Tender 

33.1 Tenders shall remain valid for the period specified in the TDS after the 
date of Tender submission deadline prescribed by the Procuring Entity.. A 
Tender valid for a period shorter than that specified will be rejected by the 
Procuring Entity as non- responsive. 

34. Extension of Tender 
Validity and 
Tender     Security 

34.1 In exceptional circumstances, prior to the expiration of the Tender validity 
period, the Procuring Entity may solicit the Tenderers’ consent to an 
extension of the period of validity of their Tenders.  

34.2 The request and the responses shall be made in writing. Validity of the 
tender security provided under ITT Clause 35 shall also be suitably 
extended for twenty eight (28) days beyond the new date for the expiry of 
the Tender Validity. If a Tenderer does not respond or refuses the request 
it shall not forfeit its tender security, but its tender shall no longer be 
considered in the evaluation proceedings. A Tenderer agreeing to the 
request will not be required or permitted to modify its tender. 

35. Tender Security 35.1 The Tenderer shall furnish as part of its Tender, in favour of the Procuring 
Entity or as otherwise directed on account of the Tenderer, a Tender 
Security in original form and in the amount, as specified in the TDS. 

35.2 If the Tender is a Joint Venture, the Tenderer shall furnish as part of its 
Tender, in favour of the Procuring Entity or as otherwise directed on 
account of the title of the existing or intended JVCA or any of the partners 
of that JVCA or in the names of all future partners as named in the Letter of 
Intent of the JVCA, a Tender Security in original form and in the amount as 
stated under ITT Sub Clause 35.2. 

36. Form of Tender 
Security 

 

36.1 The Tender Security shall: 

(a)    at the Tenderer’s option, be either; 

i. in the form of a bank draft or pay order, or 

ii. in the form of an irrevocable bank guarantee  issued by a 
scheduled Bank of Bangladesh, in the format (Form PW3-6) 
furnished in Section 5: Tender and Contract Forms; 

(b)   be payable promptly upon written demand by the Procuring Entity in 
the case of the conditions listed in ITT Sub Clause 39 being invoked; 
and  

(c)   remain valid for at least twenty eight (28) days beyond the expiry 
date of the Tender  Validity in order to make a claim in due course 
against a Tenderer in the circumstances as stated  under ITT Sub 
Clause 39.1.  
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37. Authenticity of 
Tender Security 

37.1 The authenticity of the Tender Security submitted by a Tenderer may  be 
examined and verified by the Procuring Entity at its discretion in writing 
from the Bank issuing the security.   

37.2 If a Tender Security is found to be not authentic, the Procuring Entity may 
proceed to take measures against that Tenderer as stated under ITT Sub 
Clause 4.4. 

37.3 A Tender not accompanied by a valid Tender Security will be rejected by 
the Procuring Entity. 

38. Return of Tender 
Security 

38.1 No Tender Securities shall be returned by the Tender Opening 
Committee (TOC) during and after the opening of the Tenders.  

38.2 No Tender Security shall be returned to the Tenderers before contract 
signing, except to those who are found  unsuccessful. 

38.3 Unsuccessful Tenderer’s tender security will be discharged or returned 
as soon as possible but within 28 days of the end of the tender validity 
period specified in ITT Sub-Clauses 33.1.  

38.4  The tender security of the Successful Tenderer will be discharged upon 
the Tenderer’s furnishing of the performance security pursuant to ITT 
Clause 33 and signing the Agreement. 

39. Forfeiture of Tender 
Security 

 

39.1 The Tender Security may be  forfeited, if a Tenderer: 

(a) withdraws its Tender after opening of Tenders but within the 
validity of the Tender  as stated under ITT Clause 33 and 34; or         

(b) refuses to accept a Notification of Award as stated under ITT Sub 
Clause 63.1; or 

(c) fails to furnish Performance Security as stated under ITT Sub Clause 
64.1 and 64.2; or 

(d) refuses to sign the Contract as stated under  ITT Sub Clause 69.2  ; 
or 

(e) does not accept the correction of the Tender price following the 
correction of the arithmetic errors as stated under ITT Clause 55. 

40. Format and Signing 
of Tender 

40.1 The Tenderer shall prepare one (1) original of the documents comprising 
the Tender as described in ITT Clause 24 and clearly mark it “ORIGINAL.”  
In addition, the Tenderer shall prepare the number of copies of the Tender, 
as specified in the TDS and clearly mark each of them “COPY.”  In the event 
of any discrepancy between the original and the copies, the ORIGINAL 
shall prevail. 

40.2 Alternatives, if permitted in accordance with ITT Clause 26, shall be clearly 
marked “Alternative”. 

40.3 The original and each copy of the Tender shall be typed or written in 
indelible ink and shall be signed by the Person duly authorized to sign on 
behalf of the Tenderer. This authorization shall be attached to the Tender 
Submission Letter  (Form PW3-1). The name and position held by each 
Person(s) signing the authorization must be typed or printed below the 
signature. All pages of the original and of each copy of the Tender, except 
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for un-amended printed literature, shall be numbered sequentially and 
signed or initialled by the person signing the Tender.  

40.4 Any interlineations, erasures, or overwriting will be valid only if they are 
signed or initialled by the  Person(s) signing the Tender. 

E. Tender Submission 

41. Sealing,     Marking 
and Submission 
of Tender 

41.1 The Tenderer shall enclose the original in one (1) envelope and all the 
copies of the Tender, including the alternatives, if permitted under ITT 
Clause 26, in another envelope, duly marking the envelopes as “ORIGINAL” 
“ALTERNATIVE” (if permitted) and “COPY.” These sealed envelopes will 
then be enclosed and sealed in one (1) single outer envelope. 

41.2 The inner and outer envelopes shall: 

(a) be addressed to the Procuring Entity at the address as stated under  
ITT Sub Clause 42.1; 

(b) bear the name of the Tender and the Tender Number as stated 
under ITT Sub Clause 1.1;  

(c) bear the name and address of the Tenderer;  

(d) bear a statement “DO NOT OPEN BEFORE ----------------------” the 
time and date for Tender opening as stated under ITT Sub Clause 
48.2; 

(e) bear any additional identification marks as specified in the TDS. 

41.3 The Tenderer is solely and entirely responsible for pre-disclosure of 
Tender information if the envelope(s) are not properly sealed and marked.  

41.4 Tenders shall be delivered by hand or by mail, including courier services at 
the address(s) as stated under ITT Sub Clause 42.1. 

41.5 The Procuring Entity will, on request, provide the Tenderer with 
acknowledgement of receipt showing the date and time when it’s Tender 
was received. 

42. Deadline for 
Submission of 
Tender 

42.1 Tenders shall be delivered to the Procuring Entity at the address specified 
in the TDS and no later than the date and time specified in the TDS. 

42.2 The Procuring Entity may, at its discretion,, extend the deadline for 
submission of Tender as stated under ITT Sub Clause 42.1, in which case 
all rights and obligations of the Procuring Entity and Tenderers previously 
subject to the deadline will thereafter be subject to the new deadline as 
extended.  

42.3  The submission of Tenders will not be allowed in more than one place.   

43. Late Tender 43.1 Any Tender received by the Procuring Entity after the deadline for 
submission of Tenders as stated under ITT Sub Clause 42.1 shall be 
declared LATE, rejected, and returned unopened to the Tenderer. 

44. Notice for 
Modification, 
Substitution or 

44.1 A Tenderer may modify, substitute or withdraw its Tender after it has 
been submitted by sending a written notice duly signed by the authorized 
signatory and properly sealed, and shall include a copy of the 
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Withdrawal of 
Tender 

authorization ; provided that such written notice including the affidavit is 
received by the Procuring Entity prior to the deadline for submission of 
Tenders as stated under ITT Clause 42.  

45. Tender Modification 45.1 The Tenderer shall not be allowed to retrieve its original Tender, but shall 
be allowed to submit corresponding modification to its original Tender 
marked as “MODIFICATION”. 

46. Tender Substitution 46.1 The Tenderer shall not be allowed to retrieve its original Tender, but shall 
be allowed to submit another Tender marked as “SUBSTITUTION”.   

47. Tender Withdrawal 47.1 The Tenderer shall be allowed to withdraw its Tender by a Letter of 
Withdrawal marked as “WITHDRAWAL”. 

F. Tender Opening and Evaluation 

48. Tender Opening 48.1 Tenders shall be opened in one location, immediately, but no later than 
one hour, after the deadline for submission of Tenders at the place as 
specified in the TDS.  

48.2 Persons not associated with the Tender may not be allowed to attend the 
public opening of Tenders. 

48.3 The Tenderers’ representatives shall be duly authorised by the Tenderer. 
Tenderers or their authorised representatives will be allowed to attend 
and witness the opening of Tenders, and will sign a register evidencing 
their attendance. 

 48.4 The authenticity of withdrawal or substitution of, or   modifications to 
original Tender, if any made by a Tenderer in specified manner, shall be 
examined and verified by the Tender Opening Committee (TOC) based 
on documents submitted as stated under ITT Sub Clause 44.1. 

48.5 Tenders will be opened in the following manner: 

(a)  First, envelopes marked “Withdrawal” shall be opened and read 
out and the envelope with the corresponding tender shall not be 
opened, but returned to the Tenderer. No Tender  withdrawal shall 
be permitted unless the corresponding withdrawal notice contains 
a valid authorization to request the withdrawal and is read out at 
tender  opening. Next, envelopes marked “Substitution” shall be 
opened and read out and exchanged with the corresponding 
tender being substituted, and the substituted tender  shall not be 
opened, but returned to the Tenderer. No Tender  substitution 
shall be permitted unless the corresponding substitution notice 
contains a valid authorization to request the substitution and is 
read out at tender  opening. Envelopes marked “Modification” shall 
be opened and read out with the corresponding tender. No tender 
modification shall be permitted unless the corresponding 
modification notice contains a valid authorization to request the 
modification and is read out at tender  opening. Only envelopes 
that are opened and read out at tender  opening shall be 
considered further. 

(b) secondly, the remaining  Tenders will be sorted out  and those 
marked  “Substitution” or “Modification”  will be linked with their 
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corresponding “Original”(O)  Tender; 

 

(c) thirdly, if so specified in this Tender Document, the envelopes 
marked “ Alternative  ”(A) shall be opened and read aloud with the 
corresponding Tender and recorded.  

 48.6 Ensuring that only the correct (M), (S), (A), (O) envelopes are opened, 
details of each Tender will be dealt with as follows: 

(a) the Chairperson of the Tender Opening Committee will read aloud 
each Tender and record in the Tender Opening Sheet (TOS) : 

(i) the name and address  of the Tenderer;  

(ii) state if it is a withdrawn, modified, substituted  or   original 
Tender;  

(iii) the  Tender price;  

(iv) any discounts;  

(v) any alternatives;  

(vi) the presence or absence of any requisite Tender Security;  
and 

(vii) such other details as the Procuring Entity, at its discretion, 
may consider appropriate. 

(b) only discounts and alternatives read aloud at the Tender opening 
will be considered in evaluation. 

(c) all pages of the original version of the Tender, except for un-
amended printed literature, will be initialled by members of the 
Tender Opening Committee. 

 48.7 Upon completion of Tender opening, all members of the Tender Opening 
Committee and the Tenderers or Tenderer’s duly authorised 
representatives attending the Tender opening shall sign by name, 
address, designation, the Tender Opening Sheet, copies of which shall be 
issued to the Head of the Procuring Entity or an officer authorised by him 
or her and also to the members of the Tender Opening Committee and 
any authorised Consultants and, to the Tenderers immediately. 

 48.9 The omission of a Tenderer’s signature on the record shall not invalidate 
the contents and effect of the record under ITT Sub Clause 48.7. 

48.10 No Tender will be rejected at the Tender opening stage except the LATE 
Tenders as stated in the ITT Clause 43. 

49. Evaluation of Tenders 49.1 Tenders shall be examined and evaluated only on the basis of the criteria 
specified in the Tender Document.  

49.2 The Procuring Entity’s Tender Evaluation Committee (TEC) shall 
examine, evaluate and compare Tenders that are substantially 
responsive to the requirements of Tender Documents in order to identify 
the successful Tenderer. 

50. Evaluation Process 50.1 The TEC  will consider a Tender responsive that conforms in all respects 
to the requirements of the Tender Document without material 
deviation, reservation, or omission.The evaluation process should 
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begin immediately after tender opening, following  four broad  steps: 

(a) Preliminary  examination 

(b) Technical examination and  responsiveness  

(c) Financial evaluation and price comparison 

(d) Post-qualification of the Tender. 

51. Preliminary 
Examination 

51.1  The Procuring Entity shall examine the tenders to confirm that all 
documentation requested in ITT Clause 24 has been provided, to 
determine the completeness of each document submitted . 

51.2 The Procuring Entity shall confirm that the following documents and 
information have been provided in the tender.  If any of these documents 
or information is missing, the offer shall be rejected. 

(a) Tender Submission Letter; 

(b) Priced Bill of Quantities; 

(c) Written confirmation of authorization to commit the Tenderer; 
and 

(d) Tender Security. 

52. Technical 
Responsiveness 
and Technical 
Evaluation 

52.1 The Procuring Entity’s determination of a tender’s responsiveness is to 
be based on the contents of the tender itself without recourse to extrinsic 
evidence. 

52.2  A substantially responsive tender is one that conforms in all respects to 
the requirements of the Tender Document without material deviation, 
reservation, or omission.  A material deviation, reservation, or omission 
is one that: 

(a) affects in any substantial way the scope, quality, or performance 
of the Works specified in the Contract; or 

(b) limits in any substantial way, or is inconsistent with the Tender 
Documents, the Procuring Entity’s rights or the Tenderer’s 
obligations under the Contract; or 

(c) if rectified would unfairly affect the competitive position of other 
Tenderers presenting substantially responsive tenders. 

52.3  If a tender is not substantially responsive to the Tender Document, it 
shall be rejected by the Procuring Entity and shall not subsequently be 
made responsive by the Tenderer by correction of the material deviation, 
reservation, or omission. 

52.4  There shall be no requirement as to the minimum number of responsive 
tenders. 

52.5  There shall be no automatic exclusion of tenders which are above or 
below the official estimate. 

52.6  The Procuring Entity shall now examine the tender to confirm that all 
terms and conditions specified in the GCC and the PCC have been 
accepted by the Tenderer without any material deviation or reservation. 

52.7  The Procuring Entity shall evaluate the technical aspects of the tender 
submitted in accordance with ITT Clauses 30,31 and 32, to confirm that 
all requirements specified in Section 7: General Specifications and 
Section 8: Particular Specifications of the Tender Document have been 
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met without any material deviation or reservation. 

52.8  If, after the examination of the terms and conditions and the technical 
aspects of the tender, the Procuring Entity determines that the tender is 
not substantially responsive in accordance with ITT Sub-Clauses 52.6 
and 52.7 , it shall reject the tender. 

  

 52.9 Provided that a tender is substantially responsive, the Procuring Entity 
may request that the Tenderer submit the necessary information or 
documentation, within a reasonable period of time, to rectify 
nonmaterial nonconformities or omissions in the tender related to 
documentation requirements.  Such omission shall not be related to any 
aspect of the rates of the tender reflected in the Priced Bill of Quantities. 
Failure of the Tenderer to comply with the request may result in the 
rejection of its tender. 

52.10 The TEC  may regard a Tender as responsive even if it contains;  

(a) minor or insignificant deviations  which do not meaningfully alter 
or depart from the technical specifications, characteristics and 
commercial terms and, conditions or other mandatory 
requirements set out  in the Tender Document; or 

(b) errors or oversights, that if corrected, would not alter the key 
aspects  of the Tender. 

53. Clarification on 
Tender 

53.1 The TEC may ask Tenderers for clarification of their Tenders, including 
information which are historical in nature or breakdowns of unit rates or 
prices, in order to facilitate the examination and evaluation of Tenders. 
The request for clarification by the TEC and the response from the 
Tenderer shall be in writing, and Tender clarifications which may lead to 
a change in the substance of the Tender or in any of the key elements of 
the Tender pursuant to ITT Sub Clause 52.2, will neither be sought nor be 
permitted.  

 53.2 Changes in the Tender price shall also not be sought or permitted, except 
to confirm the correction of arithmetical errors discovered by the TEC in 
the evaluation of the Tenders, as stated under ITT Sub Clause 55.1. 

54. Restrictions on 
Disclosure of 
Information  

54.1  After the opening of tenders, information relating to the examination, 
clarification, and evaluation of tenders and recommendations for 
award shall not be disclosed to tenderers or other persons not 
officially concerned with the evaluation process until the award of the 
contract is announced. 

 54.2 Any effort by a Tenderer to influence a Procuring Entity in its decision 
concerning the evaluation of Tenders, Contract awards may result in 
the rejection of its Tender as well as further action in accordance with 
Section 64 (5) of the Public Procurement Act, 2006. 

55. Correction of 
Arithmetical Errors 

55.1 Provided that the Tender is substantially responsive, the TEC  shall 
correct arithmetical errors on the following basis: 

(a) if there is a discrepancy between the unit price and the line item 
total price that is obtained by multiplying the unit price and 
quantity, the unit price will prevail and the line item total price 
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shall be corrected, unless in the opinion of the TEC  there is an 
obvious misplacement of the decimal point in the unit price, in 
which case the total price as quoted will govern and the unit 
price will be corrected; and 

(b)    if there is an error in a total corresponding to the addition or 
subtraction of subtotals, the subtotals shall prevail and the total 
shall be corrected; and 

(c)  if there is a discrepancy between words and figures, the unit price 
in words will prevail, unless the amount expressed in words is 
related to an arithmetic error, in which case the amount in 
figures shall prevail subject to (a) and (b) above.   

 55.2  If the Tenderer determined to be the lowest evaluated tenderer does 
not accept the correction of errors, its tender shall be disqualified and 
its tender security may be forfeited. 

56. Financial Evaluation 56.1  The TEC will evaluate each Tender that has been determined, up to this 
stage of the evaluation, to be substantially responsive to the 
requirements set out in the Tender Document. 

 56.2 To evaluate a Tender, the TEC  will consider the following: 

(a) the Tender price, excluding Provisional Sums and the provision, 
if any, for contingencies in the priced  Bill of Quantities, but 
including Daywork items, where priced competitively; 

(b) adjustments for correction of arithmetical errors pursuant to 
ITT Sub Clause 55.1; 

(c) adjustments in order to take into consideration the 
unconditional discounts or methodology for application of the 
discount offered pursuant to ITT Sub Clause  27.7;  

(d) adjustments for any other acceptable variations or deviations 
pursuant to ITT Sub Clause 52.10.  

 56.3 Variations, deviations, alternatives and other factors which are in excess 
of the requirements of the Tender Document or otherwise result in 
unsolicited benefits for the Procuring Entity will not be taken into 
account in Tender evaluation. 

 56.4 The estimated effect of any price adjustment provisions under GCC 
Clause 71, applied over the period of execution of the Contract, will not 
be taken into account in Tender evaluation. 

 56.5 If so indicated in the ITT Sub Clause 1.1 the Procuring Entity may award 
one or multiple lots to one Tenderer following the methodology specified 
in ITT Sub Clause 56.6. 

 56.6 To determine the lowest-evaluated lot or combination of lots, the TEC  
will take into account: 

(a)  the experience and resources sufficient to meet the aggregate 
of the qualifying criteria for the individual lot; 

(b) the lowest-evaluated Tender for each lot calculated in 
accordance with all the requirements of Evaluation Criteria; 
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(c) the price reduction on account of discount per lot or 
combination of lots and the methodology for application of the 
discount as offered by the Tenderer in its Tender; and 

(d) the Contract-award sequence that provides the optimum 
economic combination on the basis of least overall cost of the 
total Contract package taking into account any limitations due 
to constraints in Works or execution capacity determined in 
accordance with the post-qualification criteria stated under ITT 
Clause 59. 

 56.7  If the tender, which results in the lowest  evaluated Tender Price, is 
Substantially below the updated official estimate or seriously unbalanced 
as a result of front loading  in the opinion of the Procuring Entity, the 
Procuring Entity may require the Tenderer to produce details price 
analyses for any or all items of the Bill of Quantities, to demonstrate the 
internal consistency of those prices with the construction methods and 
schedule proposed. After evaluation of the price analyses, taking into 
consideration the schedule of estimated Contract payments, the 
Procuring Entity may require that the amount of the performance 
security set forth in ITT Clause 64 be increased at the expenses of the 
Tenderer to a level sufficient to protect the Procuring Entity against 
financial loss in the event of default of the successful Tenderer under the 
Contract. 

57. Price Comparison 57.1 The TEC will compare all substantially responsive Tenders to determine 
the lowest-evaluated Tender, in accordance with ITT Clause 56. 

 57.2 In the extremely unlikely event that there is a tie for the lowest evaluated 
price, the Tenderer with the superior past performance with the 
Procuring Entity shall be selected, whereby factors such as delivery 
period, quality of  Works delivered, complaints history and performance 
indicators could be taken into consideration. 

 57.3 In the event that there is a tie for the lowest price and none of the 
Tenderers has the record of past performance with the Procuring Entity 
as stated under ITT Sub Clause 57.2, then the Tenderer shall be selected, 
subject to firm confirmation through the Post-qualification process, after 
consideration as to whether the Tenderer has demonstrated in its 
Tender superior past performance with the other Procuring Entities or a 
more efficient work programme and work methodology. 

 57.4 The successful Tenderer as stated under ITT Sub Clauses 57.1, 57.2 and 
57.3 shall not be selected through lottery under any circumstances. 

58. Negotiations 58.1 No negotiations shall be held during the Tender evaluation or award 
with the lowest or any other Tenderer. 

 58.2 The Procuring Entity through the TEC may, however, negotiate with 
the lowest evaluated Tenderer with the objective to reduce the 
Contract price by reducing the scope of works or a reallocation of 
risks and responsibilities, only when it is found that the lowest 
evaluated Tender is significantly higher than the official estimate; the 
reasons for such higher price being duly analyzed. 
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 58.3 If the Procuring Entity decides to negotiate for reducing the scope of 
the requirements under ITT Sub Clause 58.2, it will be required to 
guarantee that the lowest Tenderer remains the lowest Tenderer 
even after the scope of work has been revised and shall further be 
ensured that the objective of the Procurement will not be seriously 
affected through this reduction. 

 58.4 In the event that the Procuring Entity decides because of a high 
Tender price to reduce the scope of the requirements to meet the 
available budget, the Tenderer is not obliged to accept the award and 
shall not be penalised in any way for rejecting the proposed award. 

59. Post-qualification 59.1 The Procuring Entity shall determine to its satisfaction whether the 
Tenderer that is selected as having submitted the lowest evaluated and 
substantially responsive tender is qualified to perform the Contract 
satisfactorily. 

 59.2  The determination shall be based upon an examination of the 
documentary evidence of the Tenderer’s qualifications submitted by the 
Tenderer, pursuant to ITT Clause 32, clarifications in accordance with 
ITT Clause 53 and the qualification criteria indicated in ITT Clauses 12 to 
17. Factors not included therein shall not be used in the evaluation of the 
Tenderer’s qualification. 

59.3 An affirmative determination shall be a prerequisite for award of the 
Contract to the Tenderer. A negative determination shall result in 
rejection of the Tenderer’s Tender, in which event the Procuring Entity 
shall proceed to the next lowest evaluated tender to make a similar 
determination of that Tenderer’s capabilities to perform satisfactorily 

 59.4 The  TEC may verify information contained in the Tender by visiting the 
premises of the Tenderer as a part of the post qualification process, if 
practical and appropriate.   

60. Procuring Entity’s 
Right to Accept any 
or to Reject Any or 
All Tenders 

60.1  The Procuring Entity reserves the right to accept any tender, to annul 
the tender proceedings, or to reject any or all tenders at any time prior to 
contract award, without thereby incurring any liability to Tenderers, or 
any obligations to inform the Tenderers of the grounds for the Procuring 
Entity’s action. 

61. Informing Reasons for 
Rejection  

61.1 Notice of the rejection will be given promptly within seven (7) days of 
decision taken by the Procuring Entity to all Tenderers and, the 
Procuring Entity will, upon receipt of a written request, communicate to 
any Tenderer the reason(s) for its rejection but is not required to justify 
those reason(s). 

 

G. Contract Award 

62. Award Criteria 62.1 The Procuring Entity shall  award the Contract to the Tenderer whose 
offer is responsive to all the requirements  of  the Tender Document 
and that has been determined to be the lowest evaluated Tender, 
provided further that the Tenderer is determined to be Post-qualified 
in accordance with ITT Clause  59. 
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 62.2 A Tenderer will not be required, as a condition for award, to 
undertake responsibilities not stipulated in the Tender documents, to 
change its price, or otherwise to modify its Tender. 

63. Notification of Award   63.1 Prior to the expiry of the Tender Validity period and within seven (7) 
working days of receipt of the approval of the award by the 
Approving Authority, the Procuring Entity shall issue the Notification 
of Award (NOA) to the successful Tenderer.   

 63.2 The Notification of Award, attaching the contract as per the sample 
(Form PW3-7) to be signed, shall state : 

(a) the acceptance of the Tender by the Procuring Entity;  

(b) the price at which the contract is awarded;   

(c) the amount of the Performance Security and its format;  

(d) the date and time within which the Performance Security shall 
be submitted; and  

(e) the date and time within which the Contract shall be signed. 

 

 

 

63.3 Until a formal contract is signed, the Notification of Award will 
constitute a Contract, which shall become binding upon the furnishing 
of a Performance Security and the signing of the Contract by both 
parties. 

64. Performance Security 64.1 The Performance Security shall be provided by the successful 
Tenderer in the amount as specified in the TDS and denominated in 
the currencies in which the Contract Price is payable.  

 64.2 The Procuring Entity may increase the amount of the Performance 
Security above the amounts as stated under ITT Sub Clause 64.1 but 
not exceeding twenty five (25) percent of the Contract price, if it is 
found that the Tender is substantially below the updated official 
estimated or seriously unbalanced as a result of front loading as 
stated under ITT Sub Clause 56.7. 

 64.3 The proceeds of the Performance Security shall be payable to the 
Procuring Entity unconditionally upon first written demand as 
compensation for any loss resulting from the Contractor’s failure to 
complete its obligations under the Contract. 

65. Form and Time          
Limit for 
Furnishing of 
Performance 
Security 

65.1 The Performance Security, as stated under ITT Clause 64, may be in 
the form of a Bank Draft, Pay Order or an irrevocable Bank Guarantee 
in the format (Form PW3-9), issued by any scheduled Bank of 
Bangladesh acceptable to the Procuring Entity.  

 65.2 Within fourteen (14) days from the date of acceptance of the 
Notification of Award (NOA) but not later than the date specified 
therein, the successful Tenderer shall furnish the Performance 
Security for the due performance of the Contract in the amount as 
stated under ITT Sub Clauses 64.1 or 64.2. 

66. Validity of 
Performance 

66.1 The Performance Security shall be required to be valid until a date 
twenty eight (28) days beyond the Intended Completion Date as 
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Security specified in Tender Document.  

67. Authenticity of 
Performance 
Security      

67.1 The Procuring Entity may verify the authenticity of the Performance 
Security submitted by the successful Tenderer by sending a written 
request to the branch of the bank issuing the Pay Order, Bank Draft or 
irrevocable Bank Guarantee in specified format. 

68. Adjudicator 68.1 The Procuring Entity proposes the person named in the TDS to be 
appointed as Adjudicator under the Contract, at an hourly fee and for 
those reimbursable expenses specified in the TDS. 

. 

69.  Contract    Signing 69.1  At the same time as the Procuring Entity issues the Notification of 
Award (NOA), the Procuring Entity will send the draft Contract 
Agreement and all documents forming the Contract to the successful 
Tenderer.  

 69.2  Within twenty-one (21) days of receipt of the Agreement, but not later 
than twenty–eight (28) days of issuance of the NOA, the successful 
Tenderer shall sign, date, and return it to the Procuring Entity. 

 69.3 Failure of the successful Tenderer to submit the Performance   Security, 
pursuant to ITT Sub-Clause 64.1, or sign the Contract, pursuant to ITT 
Sub-Clause 69.2, shall constitute sufficient grounds for the annulment of 
the award and forfeiture of the Tender Security.  In that event the 
Procuring Entity may award the Contract to the next lowest evaluated 
Tenderer,  whose offer is substantially responsive and is determined by 
the Procuring Entity to be qualified to perform the Contract satisfactorily.  

70.  Publication of 
Notification of 
Award of Contract 

70.1 Notification of Awards for Contracts of Taka ten (10) million and 
above  shall be notified by the Procuring Entity to the Central 
Procurement Technical Unit within seven (7) days of issuance of the 
NOA for publication in their website, and that notice shall be kept 
posted for not less than a month.   

 70.2 Notification of Award for  Contracts below Taka ten (10) million,  shall 
be published by the Procuring Entity on its Notice Board and where 
applicable on the website of the Procuring Entity and  that notice shall 
be kept posted for not less than a month.   

71.  Debriefing of 
Tenderers 

71.1 Debriefing of Tenderers by Procuring Entity shall outline the relative 
status and weakness only of his or her Tender requesting to be 
informed of the grounds for not accepting the Tender submitted by 
him or her, without disclosing information about any other Tenderer. 

 71.2 In the case of debriefing, confidentiality of the evaluation process shall 
be maintained.   

72.  Right to Complain 72.1 Any Tenderer has the right to complain in accordance with Section 29 
of the Public Procurement Act 2006 and Part 12 of Chapter Three of 
the Public Procurement Rules, 2008.  
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Section 2. Tender Data Sheet 

Instructions for completing Tender Data Sheet are provided in italics in parenthesis for the relevant 
ITT clauses 

ITT 
Clause 

Amendments of, and Supplements to, Clauses in the Instructions to Tenderers 

A. General 

ITT 1.1 

 

The Procuring Entity is Project Director, Bangladesh Economic Zones Development 
Project (Phase- 1), Monem Business District (Level-12), 111, Bir Uttam C.R. Dutta Road, 
Dhaka-1205  

The Name of the Tender is: Street Lighting by Renewable Energy in BSMSN 

Brief Description of the Works: Street Lighting by Renewable Energy in BSMSN etc.  

 

Tender Ref: 03.07.0000.007.14.223.2020-2616 

 

Lot No(s): 1 

 

ITT 3.1 The source of public funds is International Development Association (IDA) 

 

  

ITT 3.3 The Bank means IDA 

 

ITT 4.3 Guidelines: Procurement under IBRD Loans and IDA Credits< [under IBRD Loans and 

IDA Credits & Grants by World Bank Borrowers] January 2011, Revised July 2014  
(hereinafter referred to as the Procurement Guidelines)  

ITT 5.1 Tenderers from the following countries are not eligible : Israel 

 

ITT 6.1 Materials, Equipments and associated services from the following countries are not 
eligible: Israel 

 

B. Tender Document 

ITT 8.2 The following are authorised agents of the Procuring Entity for the purpose of issuing 
the Tender Document: Accounts Officer, Executive Engineer and Project Director 

Bangladesh Economic Zones Development Project (Phase- 1). 

Agent’s Name: 

Address: Bangladesh Economic Zones Authority (BEZA) 

Monem Business District (Level-12), 111, Bir Uttam C.R. Dutta Road, Dhaka-1205 

Telephone No.:+880 2 9632459 

Fax No.: 

e-mail address: bezaproject1@gmail.com 
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 ITT 9.1 For clarification of Tender Document purposes only, the Procuring Entity’s address is: 

Attention: Abdullah Al Mahmud Faruk 

Address: Project Director, Bangladesh Economic Zones Development Project (Phase- 1) 

Telephone: +880 2 9632459 

Fax No.: 

e-mail address: bezaproject1@gmail.com 

 

ITT 10.1 A Pre- Tender meeting shall be held at 

Address: Conference room 
Bangladesh Economic Zones Authority (BEZA) 

Monem Business District (Level-12), 111, Bir Uttam C.R. Dutta Road, Dhaka-1205. 

 

Time & Date: 17.08.2020 at 11:00 am. 

 

 

C. Qualification Criteria 

  

ITT 
14.1(a) 

 

The minimum number of years of general experience of the Tenderer in the construction 
works as Prime Contractor or Subcontractor or Management Contractor shall be 3 
(Three)  years. 

 

[years counting backward from the date of publication of IFT in the newspaper]  

ITT 
14.1(b) 

 

The minimum specific experience as a Prime Contractor or Subcontractor or 
Management Contractor in Street Lighting at least 1 (one) contract successfully 
completed within the last 3 (Three) years, each with a value of at least Tk.  400 (Four 
hundred) lac. 

 

 [years counting backward from the date of publication of IFT in the newspaper]  

 

ITT 
15.1(a) 

 

The required average annual construction turnover shall be greater than Tk 600 (Six 
hundred) Lac within best 3 (Three)  years over the last 5 (Five) years. 

[years counting backward from the date of publication of IFT in the newspaper] 

 

ITT 
15.1(b) 

The minimum amount of liquid assets or working capital or credit facilities of the  
Tenderer shall be Tk 600 (Six hundred) Lac.   

 

ITT 
16.1(a)  

A Construction Project Manager, Engineer, and other key staff shall have the following 
qualifications and experience:  
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No Position 

Total Works 
Experience (years) 

In Similar 
 Works 
 Experience 

(years) 

1 Project Manager- B.sc in Civil Engineer 
-1 Person 

Min. 10 years. Min. 5 years. 

2 Alternative Construction Project 
Manager- B.sc in Civil Engineer -1 
Person 

Min. 10 years. Min. 5 years. 

3 Field Engineer - B.sc in Civil Engineer -
1 Person 

Min. 7 years. Min. 3 years. 

4 Quality Control Engineer - B.sc in Civil 
Engineer -1 Person 

Min. 5 years. Min. 3 years 

5 Site Supervisor – (Diploma –in- Civil 
Engineer – 2 persons 

Min. 10 years. Min. 5 years. 

6 Surveyor (Certificated in Surveying) -1 
Person 

Min. 5 years. Min. 3 years 

7 Work Assistant-HSC- 2 Persons Min. 5 years. Min. 3 years 

 

ITT 17.1 The Tenderer shall own or have proven access to hire or lease of the major construction  
equipments, in full working order as follows : 

Sl 
No 

Name of Equipment Minimum Required 
(Nos) 

1 Beam Lifter.   3 nos 

2 Mixture Machine 3 nos 

3 Rod Cutting Machine. 3 nos 

4 Installation tools. 3 nos 

5 Total Station Survey equipment (600M-1000M) 3 nos 

6 5-ton truck for carrying earth 3 nos 

7 Excavator (0.5-0.7 cum) 3 nos 

8 Water Pump with water tanker (12-16 Hp) 3 nos 

9 Plate Compactor/Rammer 3 nos 

 

ITT 18.1 

 

The value of non-judicial stamp for execution of the Joint Venture agreement shall be Tk 
300 (Three Hundred) only. 

ITT 18.2 

 

The minimum qualification requirements of Leading Partner and other Partner(s) of a 
JVCA shall be as follows : 
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TDS Clauses 
References   

 
Requirement

s  by 
summation  

Requirements  for 
Leading Partner 

Requirements for other 
Partner(s) 

ITT-14.1(a) Summation 
not 

applicable 
Same as stated in TDS 

Same as  for  

Leading Partner 

ITT-14.1(b) 

100% 

 

At least one Contract 

 

Not applicable  

ITT-15.1(a) 100% 40% 25% 

ITT-15.1(b) 100% 40% 25% 

ITT-16.1(a)  
100%  

 No minimum or 
maximum limit 

No minimum or  

maximum limit 

ITT-17.1 
100% 

No minimum or 
maximum limit 

No minimum or  

maximum limit 

[Percent share of business of the JVCA partners shall not be taken into account in  
determining the qualification of a JVCA] 

ITT 19.3 The Nominated Subcontractor(s) named [insert name(s)] shall execute the following 
specific components of the proposed Works: None 

 

D. Tender Preparation 

ITT 24.1 
(l) 

The Tenderer shall submit with its Tender the following additional documents: None. 

 

ITT 26.1 

 

Alternatives will not be permitted.  

 

ITT 26.2 
There shall not be alternative times for completion of the Works. 

 

ITT 26.4 Alternative technical solutions for any parts of works will not be permitted. 

 

ITT 27.9 

 

The prices quoted by the Tenderer shall be fixed for the duration of the Contract. 

 

ITT 28.1  The currency of the Tender shall be: Bangladeshi Taka 

 

ITT 31.1 The required Technical Proposal shall include the following additional information: 
Detailed Method of Construction. 

 

ITT 33.1 The Tender Validity period shall be 120 days. 
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ITT 35.1 

 

The amount of the Tender Security shall be Tk 15,00,000 (Fifteen Lac) in favour of 
Project Director, Bangladesh Economic Zones Development Project (Phase- 1), Bangladesh 
Economic Zones Authority (BEZA).  

 

  

ITT 40.1 
In addition to the original of the Tender, 02 (Two) copies shall be submitted. 

 

 

   E. Tender Submission 

ITT 
41.2(e) 

The inner and outer envelopes shall bear the following additional identification marks: 
BEZA WD-1212 

 

ITT 42.1 For Tender submission purposes only, the Procuring Entity’s address is: 

 

Attention: Project Director, Bangladesh Economic Zones Development Project (Phase- 
1) 

Address: Bangladesh Economic Zone Authority (BEZA), Monem Business District 
(Level-12), 111, Bir Uttam C.R. Dutta Road, Dhaka-1205  

 

The deadline for the submission of Tenders is: 

Time & Date: 07.09.2020 at 14:00 hours local time. 

 

F. Tender Opening and Evaluation 

ITT 48.1  

 

The Tender opening shall take place at: BEZA Conference room 

 

Address: Monem Business District (Level-12), 111, Bir Uttam C.R.   Datta Road, Dhaka-
1205. 

 

Time & Date: 07.09.2020 at 14:30 hours local time. 

G. Contract Award 

ITT 64.1 

 

The amount of Performance Security shall be 10 (Ten) percent of the Contract Price. 

 

 

ITT 68.1  The Adjudicator proposed by the Procuring Entity is President, IEB, Bangladesh. The 
hourly fee shall be Tk 5000 (Five thousand only). [state amount] and the reimbursable 
expenses shall be limited to Tk 100000 (One lac only).  

The biographical data of the Adjudicator is: 

 

 [provide relevant information, such as education, experience, age, nationality, and 
present position; attach additional pages as necessary] 
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Section 3. General Conditions of Contract 

A. General  

1. Definitions 1.1 In the Conditions of Contract, which include Particular Conditions 
and these General Conditions, the following words and expressions 
shall have the meaning hereby assigned to them. Boldface type is 
used to identify the defined terms: 

(a) Act means The Public Procurement Act, 2006. 

(b) Adjudicator is the expert appointed jointly by the Procuring 
Entity and the Contractor to resolve disputes in the first 
instance, as provided for in GCC Sub Clause 94.2. 

(c) The Bank means International Development Association 
(IDA). 

(d) Bill of Quantities (BOQ) means the priced and completed Bill 
of Quantities forming part of the Contract defined in GCC 
Clause 60. 

(e) Compensation Events are those defined in GCC Clause 69. 

(f) Approving Authority means the authority that gives decision 
on specific issues as per delegation of administrative and/or 
financial powers. 

(g) Completion Certificate means the Certificate issued by the 
Project Manager as evidence that the Contractor has 
executed the Works and Physical services in all respects as 
per design, drawing, specifications and Conditions of 
Contract.  

(h)  Completion Date is the actual date of completion of the 
Works and Physical services certified by the Project 
Manager, in accordance with GCC Clause 80. 

(i) Contract means the Agreement entered into between the 
Procuring Entity and the Contractor, together with the 
Contract Documents referred to therein, including all 
attachments, appendices, and all documents incorporated by 
reference therein to execute, complete, and maintain the 
Works.  

(j) Contract Documents means the documents listed in GCC 
Clause 6, including any amendments thereto. 

(k) Contractor is the party whose Tender to carry out the Works 
has been accepted by the Procuring Entity. 

(l) Contract Price is the price stated in the Notification of Award 
and thereafter as adjusted in accordance with the provisions 
of the Contract. 

(m) Contractor’s Tender is the completed Tender Document 
including the priced Bill of Quantities and the Schedules 
submitted by the Contractor to the Procuring Entity. 

(n) Day means calendar day unless otherwise specified as 
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working days. 

(o) Dayworks means work carried out following the instructions 
of the Procuring Entity or the authorised Project Manager 
and is paid for on the basis of time spent by the Contractor’s 
workers and equipment at the rates specified in the 
Schedules, in addition to payments for associated Materials 
and Plant.    

(p) Defect is any part of the Works not completed in accordance 
with the Contract.  

(q) Defects Correction Certificate is the certificate issued by the 
Project Manager upon correction of defects by the 
Contractor. 

 

(r) Defects Liability Period is the period specified in the PCC and 
calculated from the Completion Date. Drawings include 
calculations and other information provided in Section 9 or 
as approved by the Project Manager for the execution and 
completion of the Contract.  

(s) Goods mean the Contractor’s Equipment, Materials, Plant 
and Temporary Works, or any of them as appropriate. 

(a) Equipment. is the Contractor’s machinery and vehicles 
brought temporarily to the Site to construct the Works. 

(t)  GCC means the General Conditions of Contract. 

(u) Government means the Government of the People’s Republic 
of Bangladesh.  

(v) "Head of the Procuring Entity" means the Secretary of a 
Ministry or a Division, the Head of a Government 
Department or Directorate; or the Chief Executive, by 
whatever designation called, of a local Government agency, 
an autonomous or semi-autonomous body or a corporation, 
or a corporate body established under the Companies Act; 

(w) Intended Completion Date is the date calculated from the 
Commencement Date as specified in the PCC, on which it is 
intended that the Contractor shall complete the Works and 
Physical services as specified in the Contract and may be 
revised only by the Project Manager by issuing an extension 
of time or an acceleration order.    

(x) Materials means things of all kinds other than Plant intended 
to form or forming part of the Works, including the supply-
only materials, if any, to be supplied by the Contractor under 
the Contract.   

(y) Month means calendar month.  

(z) Initial Contract Price is the Contract Price stated in the 
Procuring Entity’s Notification of Award. 

 

(aa) PCC means the Particular Conditions of Contract. 
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(bb) Plant means the apparatus, machinery and other equipment 
intended to form or forming part of the Works, including 
vehicles purchased for the Procuring Entity and relating to 
the construction of the Works and Physical services.   

(cc) Procuring Entity is the party who employs the Contractor to 
carry out the Works, as specified in the PCC. 

(dd) Project Manager is the person named in the PCC or any other 
competent person appointed by the Procuring Entity and 
notified to the Contractor who is responsible for supervising 
the execution and completion of the Works and Physical 
services and administering the Contract. 

(ee) Provisional Sums means amounts of money specified by the 
Procuring Entity in the Bill of Quantities which shall be used, 
at its discretion, for payments to Nominated 
Subcontractor(s) and for meeting other essential 
expenditures under the Contract pursuant to GCC Sub Clause 
77.  

(ff) Site means the places where the Works are to be executed 
including storage and working areas and to which Plant and 
Materials are to be delivered, and any other places as may be 
specified in the PCC as forming part of the Site.  

(gg) Site Investigation Reports are those that were included in the 
Tender Document and are factual and interpretative reports 
about the surface and subsurface conditions at the Site. 

(hh) Specification means the Specification of the Works included 
in the Contract and any modifications or additions to the 
specifications made or approved by the Project Manager in 
accordance with the Contract. 

(ii)  Start Date is the date defined   in the PCC and it is the last 
date when the Contractor shall commence execution of the 
Works under the Contract.   

(jj) Subcontractor means a person or corporate body, who has a 
contract with the Contractor to carry out a part of the work 
in the Contract, which includes work on the Site. 

(kk) Temporary Works means all temporary works of every kind 
other than Contractor’s Equipment required on the Site for 
the execution and completion of the Works and remedying of 
any defects.  

(ll)  A Variation is an instruction given by the Project Manager  
that varies the Works. 

(mm) Works means all works associated with the construction, 
reconstruction, site preparation, demolition, repair, 
maintenance or renovation of railways, roads, highways, or a 
building, an infrastructure or structure or an installation or 
any construction work relating to excavation, installation of 
equipment and materials, decoration, as well as physical 
services ancillary to works as detailed in the PCC, if the value 
of those services does not exceed that of the Works 
themselves.  
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(nn) Writing means communication written by hand or machine 
duly signed and includes properly authenticated messages 
by facsimile or electronic mail. 

2. Interpretation 2.1 In interpreting the GCC, singular also means plural, male also means 
female or neuter, and the other way around.  Headings in the GCC 
shall not be deemed part thereof or be taken into consideration in 
the interpretation or construance of the Contract. Words have their 
normal meaning under the language of the Contract unless 
specifically defined. 

   2.2  Entire Agreement 

       The Contract constitutes the entire agreement between the 
Procuring Entity and the Contractor and supersedes all 
communications, negotiations and agreements (whether written 
or verbal) of parties with respect thereto made prior to the date of 
Contract Agreement; except those stated under GCC Sub Clause 
6.1(j). 

 2.3 Non waiver 

(a)   Subject to GCC Sub Clause 2.3(b), no relaxation, forbearance, 
delay, or indulgence by either party in enforcing any of the 
terms and conditions of the Contract or the granting of time 
by either party to the other shall prejudice, affect, or restrict 
the rights of that party under the Contract, neither shall any 
waiver by either party of any breach of Contract operate as 
waiver of any subsequent or continuing breach of Contract. 

 (b)   Any waiver of a party’s rights, powers, or remedies under the 
Contract must be in writing, dated, and signed by an 
authorized representative of the party granting such waiver, 
and must specify the right and the extent to which it is being 
waived. 

   2.4  Severability 

If any provision or condition of the Contract is prohibited or 
rendered invalid or unenforceable, such prohibition, invalidity or 
unenforceability shall not affect the validity or enforceability of 
any other provisions and conditions of the Contract. 

   2.5  Sectional completion  

If sectional completion is specified in the PCC, references in the 
GCC to the Works, the Completion Date, and the Intended 
Completion Date apply to any section of the Works (other than 
references to the Completion Date and Intended Completion Date 
for the whole of the Works). 

3. Communications 
and Notices 

3.1 Communications between Parties such as notice, request or 
consent required or permitted to be given or made by one party to 
the other pursuant to the Contract shall be in writing to the 
addresses specified in the PCC. 
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 3.2 A notice shall be effective when delivered or on the notice’s 
effective date, whichever is later. 

 3.3 A Party may change its address for notice hereunder by giving the 
other Party notice of such change to the address. 

4. Governing Law 4.1 The Contract shall be governed by and interpreted in accordance 
with the laws of the People’s Republic of Bangladesh. 

5. Governing  
Language 

5.1 The Contract shall be written in English. All correspondences and 
documents relating to the Contract may be written in English or 
Bangla. Supporting documents and printed literature that are part 
of the Contract may be in another language, provided they are 
accompanied by an accurate translation of the relevant passages in 
English, in which case, for purposes of interpretation of the 
Contract, such translation shall govern.  

 5.2 The Contractor shall bear all costs of translation to the governing 
language and all risks of the accuracy of such translation. 

6. Documents 
Forming the 
Contract and 
Priority of 
Documents 

6.1  The following documents forming the Contract shall be interpreted 
in the following      order of priority: 

(a) the signed Contract Agreement (Form PW3-8); 

(b) the  Notification of Award (PW3-7); 

(c) the completed Tender  and the appendix to the Tender; 

(d) the Particular Conditions of Contract; 

(e) the General Conditions of Contract; 

(f) the Technical Specifications; 

(g) the  General Specifications; 

(h) the Drawings;  

(i) the priced  Bill of Quantities and the Schedules; and  

(j) any other document listed in the PCC forming part of the 
Contract.   

7.  Scope of Works 7.1 The Works to be executed, completed and maintained shall be as 
specified in the Bill of Quantities, the General and Particular 
Specifications and Drawings. 

7.2 Unless otherwise stipulated in the Contract, the Works shall 
include all such items not specifically mentioned in the Contract 
but that can be reasonably inferred from the Contract as being 
required for completion of the Works as if such items were 
expressly mentioned in the Contract. 

8. Assignment 8.1 Neither the Contractor nor the Procuring Entity shall assign, in 
whole or in part, its obligations under the Contract 

9. Eligibility  9.1 The Contractor and its Subcontractor(s) shall have the nationality 
of a country other than that specified in the PCC. 
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 9.2 All materials, equipment, plant, and supplies used by the 
Contractor in both works and services supplied under the Contract 
shall have their origin in the countries except any specified in the 
PCC. 

10. Gratuities /   
Agency fees 

10.1 No fees, gratuities, rebates, gifts, commissions or other payments, 
other than those shown in the tender or in the Contract,  have been 
given or received in connection with the procurement process or 
in the Contract execution. 

11. Confidential 
Details  

11.1 The Contractor’s and the Procuring Entity’s personnel shall 
disclose all such confidential and other information as may be 
reasonably required in order to verify the Contractor’s compliance 
with the Contract and allow its proper implementation.  

11.2 Each of them shall treat the details of the Contract as private and 
confidential, except to the extent necessary to carry out their 
respective obligations under the Contract or to comply with 
applicable Laws.  Each of them shall not publish or disclose any 
particulars of the Works prepared by the other Party without the 
previous agreement of the other Party.  However, the Contractor 
shall be permitted to disclose any publicly available information, 
or information otherwise required to establish his qualifications to 
compete for other projects. 

12. JVCA 12.1 If the Contractor is a Joint Venture, Consortium, or Association 
(JVCA ),  

(a)   each partner of the JVCA shall be jointly and severally liable 
for all liabilities and ethical or legal obligations to the 
Procuring Entity for the fulfilment of the promises of  the 
Contract; 

(b)  the JVCA partners  shall nominate a representative who shall 
have the authority to conduct all business including the 
receipt of payments  for and on behalf of all partners of the 
JVCA; 

 

(c)    the JVCA shall notify the Procuring Entity of its composition 
and legal status which shall not be altered without the prior 
approval  of the Procuring Entity. 

(d)   alteration of  partners shall only be allowed if any of the 
partners is found to be incompetent or has any serious 
difficulties which may impact the overall implementation of 
the works. 

  

13. Possession of the 
Site 

13.1 The Procuring Entity shall give possession of the Site or part(s) of 
the Site, to the Contractor on the date(s) stated in the PCC.  If 
possession of a part of the Site is not given by the date stated in the 
PCC, the Procuring Entity will be deemed to have delayed the start 
of the relevant activities, and this will be a Compensation Event as 
stated under GCC Sub Clause 69.1(a). 

14. Access to the Site 14.1 The Contractor shall allow the Project Manager and any person 
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authorised by the Project Manager access to the Site and to any 
place where work in connection with the Contract is being carried 
out or is intended to be carried out. 

15. Procuring Entity’s 
Responsibilities 

15.1 The Procuring Entity shall pay the Contractor, in consideration of 
the satisfactory progress of execution and completion of the Works 
and Physical services, and the remedying of defects therein, the 
Contract price or such other sum as may become payable under 
the provisions of the Contract at the times and in the manner 
prescribed by the Contract Agreement. 

 15.2 The Procuring Entity shall make its best effort to guide and assist 
the Contractor in obtaining, if required, any permit, licence, and 
approvals from local public authorities for the purpose of 
execution of the Works and Physical services under the Contract. 

 

16. Approval of the 
Contractor’s 
Temporary 
Works 

16.1 The Contractor shall submit Specifications and Drawings showing 
the proposed Temporary Works to the Project Manager, who is to 
approve them, if they comply with the Specifications and 
Drawings. 

 16.2 The Contractor shall be responsible for design of Temporary 
Works. 

  

 16.3 The Project Manager’s approval shall not alter the Contractor’s 
responsibility for design of the Temporary Works. 

 16.4 The Contractor shall obtain approval of third parties to the design 
of the Temporary Works, where required. 

17. Contractor’s 
Responsibilities 

17.1 The Contractor shall execute and complete the Works and remedy 
any defects therein in conformity in all respects with the 
provisions of the Contract Agreement. 

18. Taxes and Duties 18.1 The Contractor shall be entirely responsible for all taxes, duties, 
fees, and other such levies imposed inside and outside 
Bangladesh. 

19. Contractor’s 
Personnel 

19.1 The Contractor shall employ the key personnel named in the 
Schedule of Key Personnel, as referred to in the PCC, to carry out 
the functions stated in the Schedule or other personnel approved 
by the Project Manager. 

 19.2 The Project Manager will approve any proposed replacement of 
key personnel only if their relevant qualifications and abilities are 
equal to or higher than those of the personnel named in the 
Schedule. 

 19.3 If the Project Manager asks the Contractor to remove a particular 
person who is a member of the Contractor’s staff or work force 
from the Site, he or she shall state the reasons, and the Contractor 
shall ensure that the person leaves the Site within three (3) days 
and has no further connection with the work in the Contract. 
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20. Subcontracting 20.1 Subcontracting the whole of the Works by the Contractor shall not 
be permissible. The Contractor shall be responsible for the acts or 
defaults of any Subcontractor, his or her agents or employees, as 
if they were the acts or defaults of the Contractor. 

 20.2 The prior consent, in writing, of the Project Manager shall 
however be obtained for other proposed Subcontractor(s). 

20.3 Subcontractors shall comply with the provisions of GCC Clause 39. 

21. Nominated 
Subcontractor 

21.1 Nominated Subcontractor named in the Contract shall be entitled 
to execute the specific components of the Works stated in the 
PCC. 

 21.2 The Contractor shall not be under obligations to employ a 
Nominated Subcontractor against whom the Contractor raises 
reasonable objection by notice to the Project manager as soon as 
practicable, with supporting particulars while  there are reasons 
to believe that the Subcontractor does not have sufficient 
competence, resources or financial strength, or does not accept to 
indemnify the Contractor against and from any negligence or 
misuse of Goods by the nominated Subcontractor, or  does not 
accept to enter into a subcontract which specifies that, for the 
subcontracted work including design, if any, the Nominated 
Subcontractor shall undertake to the Contractor such obligations 
and liabilities as will enable the contractor to discharge his or her 
liabilities under the Contract. 

 21.3 Subcontracting shall in no event relieve the Contractor from any 
of its obligations, duties, responsibilities, or liability under the 
Contract and all Subcontractors shall comply with the provisions of 
GCC Clause 39. 

22. Other 
Contractors 

22.1 The Contractor shall cooperate and share the Site with other 
Contractors, public authorities, utilities, the Project Manager and 
the Procuring Entity between the dates given in the Schedule of 
other Contractors.  The Contractor shall also provide facilities 
and services for them as described in the Schedule.  The 
Procuring Entity may modify the Schedule of other Contractors, 
and shall notify the Contractor of any such modification. 

23. Project 
Manager’s 
Decisions 

23.1 Except where otherwise specifically stated in the PCC, the 
Project Manager will decide Contractual matters between the 
Procuring Entity and the Contractor in its role as representative 
of the Procuring Entity. 

24. Delegation 24.1 The Project Manager may delegate any of his duties and 
responsibilities to his representative except to the Adjudicator, 
after notifying the Contractor, and may cancel any delegation, 
without retroactivity, after notifying the Contractor. 

 24.2 Any communications to the Contractor in accordance with such 
delegation shall have the same effect as if it was given by the 
Project Manager. 

25. Instructions,   25.1 The Contractor shall carry out all instructions of the Project 
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Manager that comply with the applicable law. 

 

26. Queries about 
the Contract 
conditions 

26.1 The Project Manager, on behalf of the Procuring Entity, will 
clarify queries on the Conditions of Contract. 

27. Safety, Security 
and Protection of 
the Environment 

27.1 The Contractor shall throughout the execution and completion of 
the Works and the remedying of any defects therein: 

(a) take all reasonable steps to safeguard the health and safety 
of all workers working on the Site and other persons 
entitled to be on it, and to keep the Site in an orderly state; 

(b) provide and maintain at the Contractor’s own cost all 
lights, guards, fencing, warning signs and watching for the 
protection of the Works or for the safety on-site;  and  

(c) take all reasonable steps to protect the environment on 
and off the Site and to avoid damage or nuisance to 
persons or to property of the public or others resulting 
from pollution, noise or other causes arising as a 
consequence of the Contractors methods of operation. 

28. Working Hours  

 

28.1 The Contractor shall not perform any work on the Site on the 
weekly holidays, or during the night or outside the normal 
working hours, or on any religious or public holiday, without the 
prior written approval of the Project Manager. 

29. Welfare of 
Labourers 

29.1 The Contractor shall comply with all the relevant labour Laws 
applicable to the Contractor’s personnel relating to their 
employment, health, safety, welfare, immigration and shall allow 
them all their legal rights. 

 29.2 The Contractor, in particular, shall provide proper 
accommodation to his or her labourers and arrange proper 
water supply, conservancy and sanitation arrangements at the 
site for all necessary hygienic requirements and for the 
prevention of epidemics in accordance with relevant regulations, 
rules and orders of the government. 

 29.3 The Contractor, further in particular, shall pay reasonable wages 
to his or her labourers, and pay them in time. In the event of 
delay in payment the Procuring Entity may effect payments to 
the labourers and recover the cost from the Contractor. 

30. Child Labour 30.1 The Contractor shall not employ any child to perform any work 
that is economically exploitative, or is likely to be hazardous to, 
or to interfere with, the child's education, or to be harmful to the 
child's health or physical, mental, spiritual, moral, or social 
development in compliance with the applicable labor laws and 
other relevant treaties ratified by the government. 

31.  Discoveries 31.1 Anything of historical or other interest or of significant value 
unexpectedly discovered on the Site shall be the property of the 
Procuring Entity.  The Contractor shall notify the Project 
Manager of such discoveries and carry out the Project Manager’s 
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instructions for dealing with them. 

 

32. Procuring 
Entity’s and 
Contractor’s 
Risks 

32.1 The Procuring Entity carries the risks that the Contract states 
are Procuring Entity’s risks and the Contractor carries the risks 
that the Contract states are Contractor’s risks. 

33. Procuring 
Entity’s Risks 

33.1 From the Start Date until the Defects Correction Certificate has 
been issued, the following are Procuring Entity’s risks: 

(a) the risk of personal injury, death, or loss of or damage to 
property (excluding the Works, Plant, Materials, and 
Equipment), which are due to  

i. use or occupation of the Site by the Works or for the 
purpose of the Works, which is the unavoidable 
result of the Works or 

ii. negligence, breach of statutory duty, or interference 
with any legal right by the Procuring Entity or by any 
person employed by or Contracted to him except the 
Contractor. 

(b) the risk of damage to the Works, Plant, Materials, and 
Equipment to the extent that it is due to a fault of the 
Procuring Entity or in the Procuring Entity’s design, or due 
to war or radioactive contamination directly affecting the 
country where the Works are to be executed. 

 33.2  From the Completion Date until the Defects Correction 
Certificate has been issued, the risk of loss of or damage to the 
Works, Plant, and Materials is Procuring Entity’s risk, except loss 
or damage due to: 

(a) a Defect which existed on the Completion Date; 

(b) an event occurring before the Completion Date, which was 
not itself Procuring Entity’s risk; or 

(c) the activities of the Contractor on the Site after the 
Completion Date. 

34. Contractor’s 
Risks 

34.1 From the Start Date until the Defects Correction Certificate has 
been issued the risks of personal injury, death, and loss of or 
damage to property including without limitation, the Works, 
Plant, Materials, and Equipment, which are not Procuring 
Entity’s risks are Contractor’s risks. 

35. Copyright 35.1 The copyright in all drawings, documents, and other materials 
containing data and information furnished to the Procuring 
Entity by the Contractor herein shall remain vested in the 
Contractor, or, if they are furnished to the Procuring Entity 
directly or through the Contractor by any third party, including 
Suppliers of materials, the copyright in such materials shall 
remain vested in such third party. 
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 35.2 The Contractor shall not, except for the purposes of performing 
the obligations under the Contract, without the written 
permission of the Procuring Entity disclose or make use of any 
specification, plan, design and drawing, pattern, sample or 
information furnished by or on behalf of the Procuring Entity.  

36. Limitation of 
Liability 

36.1 Except in cases of criminal negligence or wilful misconduct:  

(a) the Contractor shall not be liable to the Procuring Entity, 
whether in Contract, tort, or otherwise, for any indirect 
or consequential loss or damage, loss of use, loss of 
production, or loss of profits or interest costs, provided 
that this exclusion shall not apply to any obligation of the 
Contractor to pay liquidated damages to the Procuring 
Entity; and 

(b) the aggregate liability of the Contractor to the Procuring 
Entity, whether under the Contract, in tort or otherwise, 
shall not exceed the total Contract Price, provided that 
this limitation shall not apply to the cost of repairing or 
replacing defective Works, or to any obligation of the 
Contractor to indemnify the Procuring Entity with 
respect to patent infringement. 

37.  Insurance  37.1  The Contractor shall provide, in the joint names of the Procuring 
Entity and the Contractor, insurance cover from the Start Date to 
the end of the Defects Liability Period, in the amounts and 
deductibles specified in the PCC for the following events which 
are due to the Contractor’s risks: 

(a)     loss of or damage to the Works, Plant, and Materials; 

(b)     loss of or damage to Equipment; 

(c)     loss of or damage to property (except the Works, Plant, 
Materials, and Equipment) in connection with the 
Contract; and  

(d)     personal injury or death. 

 37.2 The Contractor shall deliver policies and certificates of insurance 
to the Project Manager, for the Project Manager’s approval, 
before the Start Date.  All such insurances shall provide for 
compensation to be payable in the types and proportions of 
currencies required to rectify the loss or damage incurred. 

 37.3   If the Contractor does not provide any of the policies and 
certificates required, the Procuring Entity may effect the 
insurance which the Contractor should have provided and 
recover the premiums the Procuring Entity has paid from 
payments otherwise due to the Contractor or, if no payment is 
due, the payment of the premiums shall be a debt due. 

 37.4   Alterations to the terms of insurance shall not be made without 
the approval of the Project Manager. 

 37.5  Both parties shall comply with conditions of the insurance 
policies. 
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38. Management and 
Progress 
Meetings 

38.1   Either the Project Manager or the Contractor may require the 
other to attend a management and progress meeting.  The 
business of such meeting shall be to review the progress and 
plans for remaining work and to deal with matters raised in 
accordance with the early warning procedure. 

 38.2  The Project Manager shall record the business of the meetings and 
provide copies of the record to those attending the meeting and 
to the Procuring Entity.  The responsibility of the parties for 
actions to be taken shall be decided by the Project Manager 
either at the management and progress meeting or after the 
meeting, and stated in writing to all concerned. 

39. Corrupt, 
Fraudulent, 
Collusive, 
Coercive, or 
Obstructive 
Practices 

39.1 The Government and the Bank requires that Procuring Entity, as 
well as the Contractor shall observe the highest standard of 
ethics during the implementation of procurement proceedings 
and the execution of the Contract under public fund. 

 39.2 For the purposes of GCC Sub Clause 39.3, the terms set forth below  
as follows:  

(a)    “corrupt practice” means offering,   giving or promising to 
give, receiving, or soliciting either directly or indirectly, to 
any officer or employee of a Procuring Entity or other 
public or private authority or individual, a gratuity in any 
form;  employment or any other thing or service of value as 
an inducement with respect to an act or decision  or method 
followed by a Procuring Entity in connection with a 
Procurement proceeding or Contract execution; 

(b)  “fraudulent practice” means the misrepresentation or omission 
of facts in order to influence a decision to be taken in a  
Procurement proceeding or Contract execution; 
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 (c)  “collusive practice” means a scheme or arrangement between 
two (2)  or more Persons, with or without the knowledge of 
the  Procuring Entity, that is designed to  arbitrarily reduce 
the number of Tenders submitted or fix Tender prices at 
artificial, non-competitive levels,  thereby denying a 
Procuring Entity the benefits of competitive price arising 
from genuine and open competition; or 

(d)    “coercive practice” means harming or threatening to harm, 
directly or indirectly, Persons or their property to 
influence a decision to be taken in the Procurement 
proceeding or the execution of the Contract, and this will 
include creating obstructions in the normal submission 
process used for Tenders. 

(e)  “obstructive practice” means deliberately destroying, 
falsifying, altering or concealing of evidence material to 
the investigation or making false statements to 
investigators in order to materially impede an 
investigation into allegations of a corrupt, fraudulent, 
coercive or collusive practice; and/or threatening, 
harassing or intimidating any party to prevent it from 
disclosing its knowledge of matters relevant to the 
investigation or from pursuing the investigation; and also 
means acts intended to materially impede the exercise of 
the inspection and audit rights provided for under GCC 
Sub-Clause 39.6. 

 39.3 Should any corrupt, fraudulent, collusive, coercive or obstructive 
practice of any kind, in competing for or in executing the 
Contract, is determined by the Procuring Entity,  then the 
Procuring Entity may, upon giving 28 days’ notice to the 
Contractor, terminate the Contractor’s employment under the 
Contract and expel the contractor from the site, and the 
provisions of Clause 89 shall apply as if such expulsion had been 
made under sub-clause 89.1 (Termination for Default).  

 39.4 Should any employee of the Contractor be determined to have 
engaged in corrupt, fraudulent, collusive, coercive, or 
obstructive practice during the execution of the Works, then that 
employee shall be removed in accordance with Clause 19.3.  
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 39.5 The Contractor shall be aware of the provisions on corruption, 
fraudulence, collusion, coercion and obstruction of the 
Procurement Guidelines of The Bank, Public Procurement Act 
2006 and Public Procurement Rules 2008. 

39.6 The Contractor (including its suppliers, sub-contractors, agents, 
personnel, consultants, and service providers) shall permit the  
Government and/or the Bank to inspect the Contractor’s accounts 
and records and other documents relating to the submission of 
tender and contract performance, and to have them audited by 
auditors appointed by the  Government and/or the Bank, if so 
required. The Contractor’s attention is drawn to GCC Sub-Clause 
39.3 which provides, inter alia, that acts intended to materially 
impede the exercise of the Bank’s inspection and audit rights 
provided for under this sub-clause constitute a prohibited practice 
subject to contract termination (as well as to a determination of 
ineligibility under the Procurement Guidelines of the Bank). 

 

B. Time Control 

40. Commencement of 
Works 

40.1   Except otherwise specified in the PCC , the Commencement Date 
shall be the date at which the following precedent conditions 
have all been fulfilled and the Project Manager’s instruction 
recording the agreement of both Parties on such fulfilment and 
instructing to commence the Works is received by the 
Contractor: 

(a) signing of the Contract Agreement by both parties upon 
approval of the by relevant authorities; 

(b) possession of the Site given to the Contractor as required 
for the commencement of the Works; and 

(c) receipt by the Contractor of the Advance Payment under 
GCC Clause 75  provided that the corresponding  Bank  
Guarantee has been delivered by the Contractor, if any. 

  If the Project Manager’s instruction is not received by the Contractor 
within one hundred eighty (180) days from the date of signing of 
the Contract Agreement, the Contractor shall be entitled to 
terminate the Contract under GCC Sub Clause 90.1. 

 40.2   The Contractor shall commence the execution of the Works as 
soon as is reasonably practicable by the Start Date as specified in 
the GCC Sub Clause 1.1(nn) after the Commencement Date, and 
shall then proceed with the Works with due expedition and 
without delay. 

41.  Completion of 
Works 

 

41.1 The Contractor shall carry out the Works in accordance with the 
Programme of Works submitted by the Contractor and as 
updated with the approval of the Project Manager as stated 
under GCC Clause 42 to complete them in all respects by the 
Intended Completion Date. 

42.  Programme of 
Works 

42.1 Within the time stated in the PCC, the Contractor shall submit to 
the Project Manager for approval a Programme of Works 
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showing the general methods, arrangements, order, and timing 
for all the activities in the Works. The programme may be in the 
form of an Implementation Schedule prepared in any software 
or other form acceptable to the Project Manager. 

 42.2 The Contractor shall submit to the Project Manager for approval 
of an updated Programme at intervals no longer than the period 
stated in the PCC.  An update of the Programme shall be a 
Programme showing the actual progress achieved on each 
activity and the effect of the progress achieved on the timing of 
the remaining work, including any changes to the sequence of 
the activities. 

 42.3 If the Contractor does not submit an updated Programme of 
Works  at the intervals as stated under GCC Sub Clause 42.2 , the 
Project Manager may withhold an amount as stated in the PCC 
from the next payment certificate and continue to withhold this 
amount until the next due payment after the date on which the 
overdue Programme of Works  has been submitted. 

 42.4 The Project Manager’s approval of the Programme of Works 
shall not alter the Contractor’s obligations. The Contractor may 
revise the Programme and submit it to the Project Manager 
again at any time for approval. A revised Programme shall show 
the effect of Variations and Compensation Events. 

43.  Pro Rata 
Progress 

43.1 The Contractor shall maintain Pro Rata progress of the Works. 
Progress to be achieved shall be pursuant to GCC Clause 42 and 
shall be determined in terms of the value of the works done. 

44. Early Warning 44.1 If at any time during performance of the Contract, the Contractor 
or its Subcontractors should encounter events, circumstances, 
conditions that may adversely affect the quality of the work, 
increase the Initial Contract Price or delay the execution of the 
Works, the Contractor shall promptly notify the Project Manager 
in writing of the delay, its likely duration, and its cause.  As soon 
as practicable after receipt of the Contractor’s notice, the Project 
Manager shall evaluate the situation, and the Contractor shall 
cooperate with the Project Manager in making and considering 
proposals for how the effect of such an event or circumstance 
can be avoided or reduced.  

 44.2 The Project Manager may require the Contractor to provide an 
estimate of the expected effect of the future event or 
circumstance on the Initial Contract price and Completion Date. 
The Contractor shall provide the estimate and the Project 
Manager shall further proceed as soon as reasonably possible. 

45. Extension of 
Intended 
Completion 
Date  

45.1 The Contractor shall be entitled to an extension of the Intended 
Completion Date, if and to the extent that completion of the 
Works or any part  thereof  is or will be delayed by 
Compensation Events or a Variation or Extra Work Order.  
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 45.2 The  Project Manager shall decide whether and by how much to 
extend the Intended Completion Date within twenty-one (21) 
days of the Contractor asking the Project Manager for a decision 
upon the effect of a Compensation Event or Variation and 
submitting full supporting information.  If the Contractor has 
failed to give early warning of a delay or has failed to cooperate 
in dealing with a delay, the delay by this failure shall not be 
considered in assessing the extension of Intended Completion 
Date. 

   

 45.3 Except in case of Force Majeure, as provided under GCC Clause 
85, a delay by the Contractor in the performance of its 
Completion obligations shall render the Contractor liable to the 
imposition of Liquidated Damages pursuant to GCC Clause 73, 
unless an extension of Intended Completion Date   is agreed 
upon, pursuant to GCC Clause 45. 

45.4 If the Contractor fails to complete the Works by the Intended 
Completion Date, as extended by the Project Manager as the case 
may be, the Contractor shall be liable to pay liquidated damages 
to the Employer. 

46. Delays Caused by 
Authorities 

 

46.1 If the following conditions apply, namely: 

(a) the Contractor has diligently followed the procedures laid 
down by the relevant legally constituted public authorities, 

(b) these public authorities delay or disrupt the Contractor’s 
work, and 

(c) the delay or disruption was unforeseeable; 

then this delay or disruption will be considered as a cause of 
delay under GCC Sub Clause  45.1. 

 46.2 The Project Manager shall notify the Contractor accordingly 
keeping the Procuring Entity posted.  

47. Acceleration 47.1 When the Procuring Entity wants the Contractor to finish the 
Works before the Intended Completion Date, the Project 
Manager will obtain priced proposals for achieving the 
necessary acceleration from the Contractor.  If the Procuring 
Entity accepts these proposals, the Intended Completion Date 
will be advanced accordingly and confirmed by both the 
Procuring Entity and the Contractor. 

 47.2 If the Procuring Entity accepts the Contractor’s priced proposals 
for acceleration, they will be incorporated in the Contract Price 
and treated as a Variation under GCC Clause 62. 

48. Delays Ordered 
by the Project 
Manager 

48.1 The Project Manager may instruct the Contractor to delay the 
start or progress of any activity within the Works. 
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49. Suspension of 
Work 

 

49.1 The Project Manager may at any time instruct the Contractor to 
suspend progress of part or all of the Works. During such 
suspension, the Contractor shall protect, store and secure such 
part or the Works against any deterioration, loss or damage. 

50. Consequences of 
Suspension 

 

50.1 If the Contractor suffers delay and/or incurs Cost from 
complying with the Project Manager’s  instructions under GCC  
Clause 49 and/or from resuming the work, the Contractor shall 
give notice to the Project Manager and shall be entitled subject 
to GCC  Clause 93 to: 

(a) an extension of time for any such delay, if Completion is or 
will be delayed and 

(b) payment of any such cost, which shall be included in the 
Contract Price. 

 
50.2 After receiving this notice, the Project Manager shall proceed to 

agree or determine these matters. 

 
50.3 The Contractor shall not be entitled to any extension of time for, 

or to any payment of the cost incurred in, making good the 
consequences of the Contractor’s faulty design, workmanship or 
materials, or of the Contractor’s failure to protect, store or 
secure in accordance with GCC Clause 49. 

C. Quality Control 

51. Execution of 
Works  

51.1 The Contractor shall construct, install and carry out the Works 
and Physical services in accordance with the Specifications and 
Drawings as scheduled in GCC Clause 6. 

52. Examination of 
Works before 
covering up 

52.1 All works under the Contract shall at all times be open to 
examination, inspection, measurements, testing and supervision 
of the Project Manager, and the Contractor shall ensure presence 
of its representatives at such actions  provided proper advance 
notice is given by the Project Manager. 

 52.2 No part of the Works shall be covered up or put out of sight 
without the approval of the Project Manager. The Contractor 
shall give notice in writing to the Project Manager whenever any 
such part of the Works is ready for examination and the Project 
Manager shall attend to such examination without unreasonable 
delay. 

53. Identifying 
Defects 

53.1 The Project Manager shall check the works executed by the 
Contractor and notify the Contractor of any Defects found.  Such 
checking shall not relieve the Contractor from his or her 
obligations.  The Project Manager may also instruct the 
Contractor to search for a Defect and to uncover and test any 
work that the Project Manager considers may have a Defect. 

54. Testing 54.1 If the Project Manager instructs the Contractor to carry out a test 
not specified in the Specification to check whether any work has 
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a Defect and the test shows that it does, the Contractor shall pay 
for the test and any samples. If there is no Defect, the test shall 
be a Compensation Event. 

55. Rejection of 
Works 

55.1 55.1   If, as a result of an examination, inspection, measurement or 
testing, of Works it is found to be defective or otherwise not in 
accordance with the Contract, the Project Manager  may reject 
the Works by giving notice to the Contractor, with reasons. The 
Contractor shall then promptly make good the defect and ensure 
that the rejected Works subsequently complies with the 
Contract. 

56.  Remedial Work 56.1 Notwithstanding any  test or certification, the Project Manager  
may instruct the Contractor to: 

(a) remove from the Site and replace any Plant or Materials 
which is not in accordance with the Contract, 

(b) remove and re-execute any other work which is not in 
accordance with the Contract, and 

(c) execute any work which is urgently required for the 
safety of the Works, whether because of an accident, 
unforeseeable event or otherwise. 

 56.2 The Contractor shall comply with the instruction issued under 
GCC Sub Clause 56.1 within a reasonable time, which shall be 
specified in the instruction, or immediately if urgency is 
specified under GCC Sub Clause 56.1(c). 

 56.3 If the Contractor fails to comply with the instruction issued 
under GCC Sub Clause 56.2, the Procuring Entity shall be entitled 
to employ and pay other persons to carry out the work. Except 
to the extent that the Contractor would have been entitled to 
payment for the work, the Contractor shall be liable to pay all 
such costs arising from this failure. 

57. Correction of 
Defects 

57.1 The Project Manager shall give notice to the Contractor, with a 
copy to the Procuring Entity and others concerned, of any 
Defects before the end of the Defects Liability Period, which 
begins at Completion Date, and is defined in the PCC. The Defects 
Liability Period shall be extended for as long as Defects remain 
to be corrected. 

 57.2 Every time notice of a Defect is given, the Contractor shall 
correct the notified Defect within the length of time specified by 
the Project Manager’s notice. 

58. Uncorrected 
Defects 

58.1 If the Contractor has not corrected a Defect within the time 
specified in the Project Manager’s notice, the Project Manager 
shall assess the cost of having the Defect corrected by it, and the 
Contractor shall remain liable to pay the expenditures incurred 
on account of correction of such Defect. 

D. Cost Control 
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59. Contract Price  59.1 The Contract Price shall be as specified in the Contract Agreement 
subject to any additions and adjustments thereto, or deductions 
therefrom, as may be made pursuant to Contract  

60. Bill of Quantities 60.1 The Bill of Quantities shall contain priced items for the 
construction, installation, testing, and commissioning work to be 
done by the Contractor. 

 60.2 The Bill of Quantities is used to calculate the Contract Price.  The 
Contractor is paid for the quantity of the work done at the rate in 
the Bill of Quantities for each item. 

61. Changes in the 
Quantities and 
Unit Rate or 
Price     

61.1 If the final quantity of the work done for any particular item 
differs from the quantity in the Bill of Quantities by more than 
twenty-five percent (25%), provided the change in case exceeds 
one percent (1%) of the Initial Contract Price, the Project 
Manager shall adjust the rate to allow for the change.  

  

 61.2 If requested by the Project Manager, the Contractor shall provide 
the Project Manager with a detailed cost breakdown of any rate 
in the Bill of Quantities. 

62. Variations 62.1 All Variations and Extra Work Orders under the Contract shall be 
included in the updated Programme of Works produced by the 
Contractor. 

63. Costing of 
Variations or 
Extra Orders 

63.1 The Contractor shall provide the Project Manager with a 
quotation for carrying out the Variation when requested to do so 
by the Project Manager.  The Project Manager shall assess the 
quotation, which shall be given within seven (7) days of the 
request or within any longer period stated by the Project 
Manager and before the Variation is ordered. 

 63.2 If the work in the Variation corresponds with an item 
description in the Bill of Quantities and if, in the opinion of the 
Project Manager, the quantity of work not above the limit stated 
in GCC Sub-Clause 61.1 or the timing of its execution do not 
cause the cost per unit of quantity to change, the rate in the Bill 
of Quantities shall be used to calculate the value of the Variation.  
If the cost per unit of quantity changes, or if the nature or timing 
of the work in the Variation does not correspond with items in 
the Bill of Quantities, the quotation by the Contractor shall be in 
the form of new rates for the relevant items of work.  

 63.3 If the Contractor’s quotation is found to be unreasonable, the 
Project Manager may order the Variation and make a change to 
the Contract price, which shall be based on the Project 
Manager’s own forecast of the effects of the Variation on the 
Contractor’s costs. 

 63.4 If the Project Manager decides that the urgency of varying the 
work would prevent a quotation being given and considered 
without delaying the work, no quotation shall be given and the 
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Variation shall be treated as a Compensation Event under GCC 
Sub Clause 69. 

 63.5 The Contractor shall not be entitled to additional payment for 
costs that could have been avoided by giving early warning 
under GCC Sub Clause 44.1. 

64. Cash Flow 
Forecasts 

64.1 When the Programme of Works is updated under GCC Sub 
Clause 42.2, the Contractor shall provide the Project Manager 
with an updated cash flow forecast. 

65. Payment 
Certificates 

65.1 The basis for payment certificates shall be Bill of Quantities used 
to determine the Contract price. 

 65.2 The Contractor shall submit to the Project Manager monthly 
statements of the estimated value of the works executed less the 
cumulative amount certified previously. 

 65.3 The Project Manager shall check the Contractor’s monthly 
statement and certify the amount to be paid to the Contractor. 

 65.4 The value of work executed shall be determined by the Project 
Manager. 

 65.5 The value of work executed shall include the valuation of 
Variations or Extra Work Orders, Certified Dayworks and 
Compensation Events. 

 65.6 The Project Manager may exclude any item certified in a 
previous certificate or reduce the proportion of any item 
previously certified in any certificate in the light of later 
information. 

66. Payments to the 
Contractor 

66.1 Payments shall be adjusted for deductions for advance payments 
and retention. The Procuring Entity shall pay the Contractor the 
amounts certified by the Project Manager within twenty eight 
(28) days of the date of each certificate after due adjustments for 
deductions for advance payments, retention and any other 
additions or deductions which may have become due under the 
Contract or otherwise, including those under GCC Clause 93.  

 66.2 Items of works quantified in the Bill of Quantities for which no 
rates or prices have been quoted shall be deemed covered by the 
amounts at rates and prices of other items in the Contract. 

 66.3 Payments due to the Contractor in each certificate shall be made 
into the Bank Account in any scheduled Bank of Bangladesh of 
the title of the Contract specified in the PCC, nominated by the 
Contractor in the currency specified in the Contract. 

67. Delayed Payment 67.1  If the Procuring Entity makes a late payment, the Contractor 
shall be paid interest on the late payment in the next payment. 
Interest shall be calculated from the date by which the payment 
should have been made up to the date when the late payment is 
made at the prevailing rate of interest for commercial borrowing 
for each of the currencies in which payments are made. 
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 67.2 If an amount certified is increased in a subsequent certificate as 
a result of an award by the Adjudicator or an Arbitrator, the 
Contractor shall be paid interest upon the delayed payment as 
set out in this clause. Interest shall be calculated from the date 
upon which the increased amount would have been certified in 
the absence of dispute. 

68. Payments to 
Nominated 
Subcontractor(s
) 

68.1 The Contractor shall pay to the Nominated Subcontractor(s) the 
amounts shown on the Nominated Subcontractor’s invoices 
approved by the Contractor which the Project Manager certifies 
to be due in accordance with the subcontract included under the 
Contract. 

69. Compensation 
Events 

69.1 The following shall be Compensation Events: 

(a) The Procuring Entity does not give access to or possession 
of the Site or part of the Site by the Site Possession Date 
stated in the GCC Sub Clause 13.1; 

(b) The Procuring Entity modifies the Schedule of other 
Contractors in a way that affects the works of the 
Contractor under the Contract; 

(c) The Project Manager orders a delay or does not issue 
Drawings, Specifications, or instructions required for 
execution of the Works on time; 

(d) The Project Manager instructs the Contractor to uncover or 
to carry out   additional tests upon work, which is then 
found to have no Defects; 

(e) The Project Manager unreasonably does not approve a 
subcontract to be let, if applicable; 

(f) Ground conditions are substantially more adverse than 
could reasonably have been assumed before issuance of the 
Notification of Award  from the information issued to 
Tenderers (including the Site Investigation Reports), from 
information available publicly and from a visual inspection 
of the Site; 

(g) The Project Manager gives an instruction for dealing with 
an unforeseen condition, caused by the Procuring Entity, or 
additional work required for safety or other reasons; 

(h) Other Contractors, public authorities, utilities, or the 
Procuring Entity do not work within the dates and other 
constraints stated in the Contract, and they cause delay or 
extra cost to the Contractor; 

(i) The advance payment is delayed; 

(j) The effects on the Contractor of any of the Procuring 
Entity’s Risks; 

(k) The Project Manager unreasonably delays issuing a 
Completion Certificate; 

(l) A situation of Force Majeure has occurred, as defined in 
GCC Clause 85; and 

(m) Other Compensation Events described in the Contract or 
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determined by the Project Manager in the PCC shall apply. 

 69.2 If a Compensation Event would cause additional cost or would 
prevent the work being completed before the Intended 
Completion Date, the Contract price shall be increased and/or 
the Intended Completion Date shall be extended.  The Project 
Manager shall decide whether and by how much the Contract 
price shall be increased and whether and by how much the 
Intended Completion Date shall be extended, only on justifiably 
acceptable grounds duly recorded. 

 69.3 As soon as the Contractor has provided information 
demonstrating the effect of each Compensation Event upon the 
Contractor’s forecast cost, the Project Manager shall assess it, 
and the Contract price shall be adjusted accordingly.  If the 
Contractor’s forecast is deemed unreasonable, the Project 
Manager shall adjust the Contract price based on the Project 
Manager’s own forecast.  The Project Manager will assume that 
the Contractor will react competently and promptly to the event. 

 69.4 The Contractor shall not be entitled to compensation to the 
extent that the Procuring Entity’s interests are adversely 
affected by the Contractor not having given early warning or not 
having cooperated with the Project Manager. 

70. Adjustments for 
Changes in 
Legislation  

70.1 Unless otherwise specified in the Contract, if between the date 
twenty-eight (28) days before the submission of Tenders for the 
Contract and the date of the last Completion  Certificate, any law, 
regulation, ordinance, order or bylaw having the force of law is 
enacted, promulgated, abrogated, or changed in Bangladesh 
(which shall be deemed to include any change in interpretation 
or application by the approving authorities) that subsequently 
affects the Completion Date and/or the Contract price, then such 
Completion Date and/or Contract price shall be correspondingly 
increased or decreased, to the extent that the Contractor has 
thereby been affected in the performance of any of its 
obligations under the Contract.  

 70.2 The Project Manager shall adjust the Contract Price on the basis 
of the change in the amount of taxes, duties, and other levies 
payable by the Contractor, provided such changes have not 
already been accounted for in the price adjustment as defined in 
GCC Clause 69 and/or reflected in the Contract price. 

71. Price Adjustment 71.1   Prices shall be adjusted for fluctuations in the cost of inputs only 
if provided for in the PCC.  If so provided, the amounts as 
certified in each payment certificate, before deducting for 
Advance Payment, shall be adjusted by applying the respective 
price adjustment factor to the payment amount. The formula 
indicated below applies: 

P= A + B (Im/Io) 

where: 

P is the adjustment factor 
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A and B are Coefficients specified in the PCC, 
representing the nonadjustable and adjustable portions, 
respectively, of the Contract; and 

Im is the Index during the month  the work has been 
executed and Io is the Index prevailing twenty eight (28) 
days prior to the deadline for submission of Tender. 

The Indexes to be used is as published by the Bangladesh 
Bureau of Statistics (BBS) on a monthly basis. In case not 
available, then other countries or authorities of the sources 
mentioned in Appendix to the Tender may be used. 

   If the value of the Index is changed after it has been used in a 
calculation, the calculation shall be corrected and an 
adjustment made in the next payment certificate.  The Index 
value shall be deemed to take account of all changes in price 
due to fluctuations. 

72. Retention Money  72.1 The Procuring Entity may retain from each progressive   
payment due to the Contractor at the percentage specified in 
the PCC until completion of the whole of the Works under the 
Contract. 

 72.2 On completion of the whole of the Works, the first half the total 
amount retained under GCC Sub Clause 72.1 shall be repaid to 
the Contractor and the remaining second half after the Defects 
Liability Period has passed and the Project Manager has 
certified in the form of Defects Corrections Certificate.. 

 72.3 On completion of the whole of the Works, the Contractor may 
substitute an unconditional Bank Guarantee in the format as 
specified (Form PW3-11) acceptable to the Procuring Entity for 
the second half of the retention money as stated under GCC Sub 
Clause 72.2.  

73. Liquidated 
Damages 

73.1 The Contractor shall pay liquidated damages16 to the Procuring 
Entity at the rate per day stated in the PCC for each day that the 
Completion Date is later than the Intended Completion Date.  
The total amount of liquidated damages shall not exceed the 
amount defined in the PCC.  The Procuring Entity may deduct 
liquidated damages from payments due to the Contractor.  
Payment of liquidated damages shall not affect the Contractor’s 
liabilities. 

  

 73.2  If the Intended Completion Date is extended after liquidated 
damages have been paid, the Project Manager shall correct any 
overpayment of liquidated damages by the Contractor by 
adjusting the next payment certificate.  The Contractor shall be 
paid interest on the overpayment, calculated from the date of 
payment to the date of repayment, at the rates specified in Sub-
Clause 43.1.   

 
16  Usually liquidated damages are set between 0.05 percent and 0.10 percent per day, and the total amount is 

not to exceed between 5 percent and 10 percent of the Contract Price. 
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74. Bonus 74.1 The Contractor shall be paid a Bonus calculated at the rate per 
calendar day if stated in the PCC for each day (less any days for 
which the Contractor is paid for acceleration) that the 
Completion of the whole of the Works is earlier than the 
Intended Completion Date.  The Project Manager shall require 
certifying that the Works are complete, although they may not 
have fallen due to being complete as per approved updated 
Programme of Works. 

75. Advance 
Payment 

75.1 If so specified in the PCC, the Procuring Entity shall make 
advance payment to the Contractor of the amounts and by the 
dates stated in the PCC against provision by the Contractor of 
an Unconditional Bank Guarantee in a form and by a bank 
acceptable to the Procuring Entity in an amount equal to the 
advance payment.  The Guarantee shall remain effective until 
the advance payment has been repaid, but the amount of the 
Guarantee shall be progressively reduced by the amounts 
repaid by the Contractor.  Interest will not be charged on the 
advance payment.   

 75.2 The Contractor shall use the advance payment only to pay for 
Equipment, Plant, Materials, and mobilization expenses 
required specifically for execution of the Contract.  The 
Contractor shall demonstrate that advance payment has been 
used for such specific purposes by supplying copies of invoices 
or other documents to the Project Manager. 

 75.3 The advance payment shall be repaid by deducting at 
proportionate rate from payments otherwise due to the 
Contractor, following the schedule of completed percentages of 
the Works on a payment basis.  No account shall be taken of the 
advance payment or its repayment in assessing valuations of 
work done, Variations, price adjustments, Compensation 
Events, Bonuses, or Liquidated Damages. 

76. Performance 
Security 

76.1 The Procuring Entity shall notify the Contractor of any claim 
made against the Bank issuing the Performance Security. 

 76.2 The Procuring Entity may claim against the security if any of 
the following events occurs for fourteen (14) days or more. 

(a) The Contractor is in breach of the Contract and the 
Procuring Entity has duly notified him or her ; and 

(b) The Contractor has not paid an amount due to the 
Procuring Entity and the Procuring Entity has duly 
notified him or her. 

 76.3 In the event the Contractor is liable to pay compensation under 
the Contract amounting to the full value of the Performance 
Security or more, the Procuring Entity may call  the full amount 
of the Performance Security. 

 76.4 The Performance Security furnished at the time of signing of 
the Contract Agreement shall be substituted, after the issuance 
of certificate of Completion of works by the Project Manager, by 
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a new Security covering fifty (50) percent amount of the 
Performance Security to cover the Defects Liability Period.  

 76.5 If there is no reason to call the Performance Security, the 
Performance Security shall be discharged by the Employer and 
returned to the Contractor not later than twenty-eight (28) 
days after the Defects Liability Period has passed and the 
Project Manager has certified in the form of Defects Corrections 
Certificate  

77. Provisional Sums  77.1 Provisional Sums shall only be used, in whole or in part, in 
accordance with the Project Manager’s instructions and the 
Contract price shall be adjusted accordingly. The total sum paid 
to the Contractor shall include only such amounts, for the work, 
supplies or services to which the Provisional Sum relates, as 
the Project Manager shall have instructed. 

 77.2 Plants, Materials or Services to be purchased by the Contractor 
under the provisions of GCC Sub Clause 77.1 from Nominated 
Subcontractor(s) or for meeting the other expenditures under 
the Contract, and for which there shall be included in the 
Contract price, the actual amounts paid or due to be paid by the 
Contractor, and a sum for VAT, profit and overhead charges, as 
applicable, calculated as a percentage of these actual amounts 
by applying the relevant percentage rate stated in the PCC. 

 77.3 The Contractor shall, when required by the Project Manager, 
produce quotations, invoices, vouchers and accounts or 
receipts in substantiation of purchases under GCC Sub Clause 
77.2. 

78. Dayworks 78.1 If applicable, the Dayworks rates in the Contractor’s Tender 
shall be used for small additional amounts of work only when 
the Project Manager has given written instructions in advance 
for additional work to be paid for in that way. 

 78.2 All works to be paid for as Dayworks shall be recorded by the 
Contractor on forms approved by the Project Manager.  Each 
completed form shall be certified and signed by the Project 
Manager within seven (7) days of the works being done. 

 78.3 The Contractor shall be paid for Dayworks subject to obtaining 
signed Dayworks forms. 

79.  Cost of Repairs 
to Loss or 
Damages 

79.1 Loss or damage to the Works or Materials to be incorporated in 
the Works between the Start Date and the end of the Defects 
Liability Period shall be remedied by the Contractor at the 
Contractor’s own cost, if the loss or damage arises from the 
Contractor’s acts or omissions. 

 

E. Completion of the Contract 

80.  Completion 80.1 The Contractor shall apply by notice to the Project Manager for 
issuing a Completion Certificate of the Works, and the Project 
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Manager shall do so upon deciding that the work is completed. 

81.  Taking Over 81.1 The Procuring Entity shall take over the Site and the Works 
within seven (7) days of the Project Manager’s issuing a 
certificate of Completion.  

 

82. Amendment to 
Contract 

82.1   The amendment to Contract shall generally include extension of 
time to the Intended Completion Date, increase or decrease in 
initial Contract price and any other changes acceptable under 
the conditions of the Contract. 

 82.2  The Procuring Entity, in accordance with the Delegation of 
Financial Power or sub-delegation thereof, shall amend the 
Contract incorporating the  changes introduced to the original 
terms and conditions of the Contract in line with the Rules. 

83.  Final Account 83.1 The Contractor shall submit with a detailed account of the total 
amount that the Contractor considers payable under the 
Contract to the Project Manager before the end of the Defects 
Liability Period.   

 83.2 The Project Manager shall certify the Final Payment within fifty 
six (56) days of receiving the Contractor’s account if the 
payable amount claimed by the Contractor is correct and the 
corresponding works are completed. 

 83.3 If it is not, the Project Manager shall issue within fifty six (56) 
days a Defects Liability Schedule that states the scope of the 
corrections or additions that are necessary.   

 83.4 If the Final Account of Works submitted under GCC Sub Clause 
83.1 is unsatisfactory even after it has been resubmitted, the 
Project Manager shall decide on the amount payable to the 
Contractor and issue a payment certificate. 

84. As-built 
Drawings and 
Manuals 

84.1 If “As Built” Drawings and/or operating and maintenance 
manuals are required, the Contractor shall supply them by the 
dates stated in the PCC. 

 84.2 If the Contractor does not supply the Drawings and/or Manuals 
by the dates specified in GCC Sub Clause 84.1, or they do not 
receive the Project Manager’s approval, the Project Manager 
shall withhold a nominal amount specified in the PCC from 
payments due to the Contractor. 

85. Force Majeure 85.1 Force Majeure may include, but is not limited to, exceptional 
events or circumstances of the kind stated below; 

(a) war, hostilities (whether war be declared or not), 
invasion, act of foreign enemies ; 

(b) rebellion, terrorism, sabotage by persons other than the 
Contractor’s personnel, revolution, insurrection, military 
or usurped power, or civil war ; 

(c) riot, commotion, disorder, strike or lockout by persons 
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other than the Contractor’s personnel ; 

(d) munitions of war, explosive materials, ionising radiation 
or contamination by radio-activity, except as may be 
attributable to the Contractor’s use of such munitions, 
explosives, radiation or radio-activity ; 

and 

(e) natural catastrophes such as fires, floods, epidemics, 
quarantine restrictions, freight embargoes, cyclone, 
hurricane,  typhoon, tsunami, storm surge, earthquake, 
hill slides, landslides, and  volcanic activities. 

86. Notice of Force 
Majeure 

86.1 If a party is or will be prevented from performing its 
substantial obligations under the Contract by Force Majeure, 
then it shall give notice, within fourteen (14) days after the 
party became aware, to the other party of the event or 
circumstances constituting the Force Majeure and shall specify 
the obligations, the performance of which is or will be 
prevented.  

 86.2 Notwithstanding any other provision of this Clause, Force 
Majeure shall not apply to obligations of either party to make 
payments to the other party under the Contract. 

87. Consequences of 
Force Majeure 

87.1 If the Contractor is prevented from performing its substantial 
obligations under the Contract by Force Majeure of 
which notice has been given under GCC Sub Clause 86, 
and suffers delay and/or incurs cost by reason of such 
Force Majeure, the Contractor shall be entitled subject 
to GCC Sub Clause 93 to: 

(a) an extension of time for any such delay, if completion is 
or will be delayed, under GCC Clause 45, and 

(b) if the event or circumstance is of the kind described sub-
paragraphs (a) to (e) of GCC Sub Clause 85.1 occurs in the 
Country, payment of any such cost, including the costs of 
rectifying or replacing the Works and Physical services 
damaged or destructed by Force Majeure, to the extent 
they are not indemnified through the insurance policy 
referred to in GCC Clause 37.  

 87.2 After receiving notice under GCC Sub Clause 86.1, the 
Project Manager shall proceed to determine these 
matters under the provisions of the Contract. 

88. Release from 
Performance 

88.1 Notwithstanding any other provision of this Clause, if any event 
or circumstance outside the control of the parties 
(including, but not limited to, Force Majeure) arises 
which makes it impossible or unlawful for either or both 
parties to fulfil its or their contractual obligations or 
which, under the law governing the Contract, entitles 
the parties to be released from further performance of 
the Contract, then upon notice by either party to the 
other party of such event or circumstance: 

(a) the parties shall be discharged from further 
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performance, without prejudice to the rights of either 
party in respect of any previous breach of the Contract, 
and  

(b) the sum payable by the Procuring Entity to the 
Contractor shall be the same as would have been payable 
under GCC Sub Clause 90.3 if the Contract had been 
terminated under GCC Sub Clause 89.3. 

F. Termination and Settlement of Disputes 

89. Termination 89.1 Termination for Default 

(a) The Procuring Entity or the Contractor, without prejudice 
to any other remedy for breach of Contract, by giving 
twenty eight (28) days written notice of default to the 
other party, may terminate the Contract in whole or in 
part if the other party causes a fundamental breach of 
Contract. 

(b) Fundamental breaches of the Contract shall include, but 
shall not be limited to, the following: 

(i) the Contractor stops work for twenty-eight (28) 
days when no stoppage of work is shown on the 
current Programme and the stoppage has not been 
authorized by the Project Manager; 

(ii) the Project Manager instructs the Contractor to 
delay the progress of the Works, and the instruction 
is not withdrawn within  eighty four ( 84) days; 

(iii) the Project Manager gives Notice that failure to 
correct a particular Defect is a fundamental breach 
of Contract and the Contractor fails to correct it 
within a reasonable period of time determined by 
the Project Manager; 

(iv) the Contractor does not maintain a Security, which 
is required;  

(v) the Contractor has delayed the completion of the 
Works by the number of days for which the 
maximum amount of Liquidated Damages can be 
paid, as specified in GCC Sub Clause 73; 

(vi)  the Contractor has subcontracted the whole of the 
Works or has assigned the Contract without the 
required agreement and without the approval of the 
Project Manager; 

(vii)  the Contractor, in the judgment of the Procuring 
Entity has engaged in corrupt or fraudulent 
practices, as defined in GCC Sub Clause 39, in 
competing for or in executing the Contract.  

(viii) A payment certified by the Project Manager is not 
paid by the Procuring Entity to the Contractor 
within eighty-four (84) days of the date of the 
Project Manager’s certificate. 



Bid Document_BEZA WD-1212 58 

 89.2 Termination for Insolvency 

The Procuring Entity and the Contractor may at any time 
terminate the Contract by giving twenty eight (28) days 
written notice to the other party if either of the party 
becomes bankrupt or otherwise insolvent.  In such event, 
termination will be without compensation to any party, 
provided that such termination will not prejudice or affect 
any right of action or remedy that has accrued or will accrue 
thereafter to the other party.   

 89.3 Termination for Convenience 

(a)  The Procuring Entity, by giving twenty eight (28) days 
written notice sent to the Contractor, may terminate the 
Contract, in whole or in part, at any time for its 
convenience.  The notice of termination shall specify 
that termination is for the Procuring Entity’s 
convenience, the extent to which performance of the 
Contractor under the Contract is terminated, and the 
date upon which such termination becomes effective. 
(b)  The Procuring Entity shall not terminate the 
contract under GCC Sub Clause 89.3 (a) in order to 
execute the Works itself or to arrange for the Works to 
be executed by another contractor or to avoid a 
termination of the Contract by the Contractor as stated 
under GCC Sub Clause 89.1(a). 

 89.4 In the event the Procuring Entity terminates the Contract 
in whole or in part, the Procuring Entity shall accept the 
portion of the Works that are complete and ready for 
handing over after the Contractor’s receipt of notice of 
termination of the Contract. For the remaining portion of 
the Works, the Procuring Entity may elect: 

(a) to have any portion completed by the Contractor at the 
Contract terms and prices; and /or 

(b) to cancel the remainder and pay to the Contractor an 
agreed amount for partially completed Works and for 
materials and parts previously procured by the 
Contractor, or 

(c) except in the case of termination for convenience as 
stated under GCC Sub Clause 89.3., engage another 
Contractor to complete the Works, and in that case the 
Contractor shall be liable to the Procuring Entity for 
any cost that may be incurred in excess of the sum that 
would have been paid to the Contractor, if the work 
would have been executed and completed by him or 
her. 

 89.5 If the Contract is terminated, the Contractor shall stop 
work immediately, make the Site safe and secure, and 
leave the Site as soon as is reasonably possible 
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90. Payment upon 
Termination 

90.1 If the Contract is terminated because of a fundamental breach of 
Contract under GCC Sub Clause 89.1 by the Contractor, the Project 
Manager shall issue a certificate for the value of the Works done 
and Plant and Materials ordered less advance payments received 
up to the date of the issue of the certificate and less the amount 
from   percentage to apply to the contract value of the works not 
completed, as indicated in the PCC. If the total amount due to the 
Procuring Entity exceeds any payment due to the Contractor, the 
difference shall be a debt payable to the Procuring Entity.  

 90.2 If the Contract is terminated for the Procuring Entity’s 
convenience or because of a fundamental breach of Contract 
by the Procuring Entity, the Project Manager shall issue a 
payment certificate for the value of the work done, Materials 
ordered, the reasonable cost of removal of Equipment, 
repatriation of the Contractor’s foreign personnel employed 
solely on the Works and recruited specifically for the Works, 
and the Contractor’s costs of protecting and securing the 
Works, and less advance payments received up to the date of 
the certificate. 

 90.3     If the Contract is terminated for reasons of Force Majeure, the 
Project Manager shall determine the value of the work done 
and issue a Payment Certificate which shall include: 

(a) the amounts payable for any work carried out for 
which unit rates or prices are  stated in the Contract; 

(b) the cost of Plant and Materials ordered for the Works 
which have been delivered to the Contractor, or of 
which the Contractor is liable to accept delivery: this 
Plant and Materials shall become the property of (and 
be at the risk of) the Procuring Entity when paid for 
by the Procuring Entity, and the Contractor shall place 
the same at the Procuring Entity’s  disposal; 

(c) other costs or liabilities which in the circumstances 
were  reasonably and necessarily incurred by the 
Contractor in the expectation of completing the 
Works; 

(d) the cost of removal of Temporary Works and 
Contractor’s Equipment from the Site; and 

(e) the cost of repatriation of the Contractor’s staff and 
labour employed wholly in connection with the 
Works at the date of termination. 

91. Property 91.1 All Materials on the Site, Plant, Equipment, Temporary Works, 
and Works shall be deemed to be the property of the 
Procuring Entity if the Contract is terminated because of the 
Contractor’s default stated under GCC Sub Clause 89.1. 

92. Frustration 92.1 If the Contract is frustrated by the occurrence of a situation of 
Force Majeure as defined in GCC Sub Clause 85, the Project 
Manager shall certify that the Contract has been frustrated.  The 
Contractor shall make the Site safe and stop work as quickly as 
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possible after receiving this certificate and shall be paid for all 
works carried out before receiving it and for any work carried out 
afterwards to which a commitment was made. 

G. Claims, Disputes and Arbitration 

93.   Contractor’s 
Claims 

93.1 If the Contractor considers himself to be entitled to any extension 
of the Completion Time and/or any additional payment, under 
any Clause of these Conditions or otherwise in connection with 
the Contract, the Contractor shall give notice to the Procuring 
Entity, describing the event or circumstance giving rise to the 
claim. The notice shall be given as soon as practicable, and not 
later than twenty eight (28) days after the Contractor became 
aware, or should have become aware, of the event or 
circumstance.  

 93.2 If the Contractor fails to give notice of a claim within such 
period of twenty eight (28) days, the Intended Completion 
Date shall not be extended, the Contractor shall not be entitled 
to additional payment, and the Procuring Entity shall be 
discharged from all liability in connection with the claim.  

 93.3 Within forty two (42) days after the Contractor became 
aware or should have become aware of the event or 
circumstance giving rise to the claim, or within such other 
period as may be proposed by the Contractor and approved 
by the Project Manager, the Contractor shall send to the 
Project Manager a fully detailed claim which includes full 
supporting particulars of the basis of the claim and of the 
extension of time and/or additional payment claimed, for 
settlement.  

94. Settlement of 
Disputes 

                 Amicable settlement 

94.1 The procuring Entity and the Contractor shall use their best 
efforts to settle amicably all possible disputes arising out of or in 
connection with this Contract or its interpretation. 

 94.2 Adjudication 

(a) If the Contractor believes that a decision taken by the 
Project Manager was either outside the authority 
given to the Project Manager by the Contract or that 
the decision was wrongly taken, the decision shall be 
referred to the Adjudicator within fourteen (14) days 
of notification of the Project Manager’s decision in 
writing.  

(b) The Adjudicator named in the PCC is jointly appointed 
by the parties. In case of disagreement between the 
parties, the Appointing Authority designated in the 
PCC shall appoint the Adjudicator within fourteen (14) 
days of receipt of a request from either party. 

(c) The Adjudicator shall give its decision in writing to 
both parties within twenty-eight (28) days of a 
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dispute being referred to it. 

(d) The Contractor shall make all payments (fees and 
reimbursable expenses) to the Adjudicator, and the 
Procuring Entity shall reimburse half of these fees 
through the regular progress payments. 

(e) Should the Adjudicator resign or die, or should the 
Procuring Entity and the Contractor agree that the 
Adjudicator is not functioning in accordance with the 
provisions of the Contract; a new Adjudicator will be 
jointly appointed by the Procuring Entity and the 
Contractor. In case of disagreement between the 
Procuring Entity and the Contractor the Adjudicator 
shall be designated by the Appointing Authority 
within fourteen (14) days of receipt of a request from 
either party as stated under GCC Sub Clause 94.2 (b)  

 94.3 Arbitration 

(a) If the parties are unable to reach a settlement as per 
GCC Clauses 94.1 and 94.2 within twenty-eight (28) 
days of the first written correspondence on the 
matter of disagreement, then either party may give 
notice to the other party of its intention to commence 
arbitration in accordance with GCC Sub Clause 
97.3(b).  

(b) The arbitration shall be conducted in accordance with 
the Arbitration Act (Act No 1 of 2001) of Bangladesh 
as at present in force and in the place shown in the 
PCC. 
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Section 4. Particular Conditions of Contract 
 

Instructions for completing the Particular Conditions of Contract are provided in italics in 
parenthesis for the relevant GCC Clauses. 

GCC Clause 
Amendments of, and Supplements to, Clauses in the General Conditions of 
Contract 

GCC 1.1(k) The Contractor is  

[Name, address, and name of authorized representative] 

GCC 1.1( cc) The Procuring Entity is Project Director, Bangladesh Economic Zones 
Development Project (Phase- 1) 

Address: Bangladesh Economic Zones Authority (BEZA), , Monem Business 
District (Level-12), 111, Bir Uttam C.R. Dutta Road, Dhaka-1205  

Authorized Representative: 

Project Director, Bangladesh Economic Zones Development Project (Phase- 1) 

 

GCC 1.1( dd) The Project Manager is Executive Engineer, Bangladesh Economic Zones 
Development Project (Phase- I) 

Bangladesh Economic Zones Authority (BEZA),  

Address: Bangladesh Economic Zones Authority (BEZA), , Monem Business 
District (Level-12), 111, Bir Uttam C.R. Dutta Road, Dhaka-1205  

Authorized Representative: Same as Project Manager 

 

GCC 1.1 ( z) The initial Contract price is [insert the amount in the NOA] 

GCC 1.1( w) The Intended Completion Date for the whole of the Works shall be 5 (Five) 
months from the date of Commencement. 

  

GCC 1.1( ff) The Site is located at Bangabandhu Sheikh Mujib Shilpanagar, Upazila: Mirsarai, 
District: Chattogram . 

GCC 1.1( ii) 

 

The Start Date shall be  07 (Seven) days after the Commencement Date   

GCC 1.1( mm) The Works consist of Street Lighting by Renewable Energy in BSMSN etc. 

GCC 2.5 The Sectional Completion Dates are: None. 

 

GCC 3.1  The Procuring Entity’s address for the purpose of communications under this 
contract is : 
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Contact person: Project Director, Bangladesh Economic Zones Development 
Project (Phase- I) 

Bangladesh Economic Zones Authority (BEZA),  

Address: Monem Business District (Level-12), 111, Bir Uttam C.R. Dutta Road, 
Dhaka-1205 

 

Tel: +880 2 9632459 

Fax: 

e-mail address: bezaproject1@gmail.com 

 

The Contractor’s address for the purpose of communications under this 
contract is : 

Contact person: 

Address: 

Tel: 

Fax: 

e-mail address: 

 

GCC 6.1 (j) Other documents forming part of the Contract are Environmental Management 
Plan, Work schedule, Schedule of key personnel, Schedule of equipment, Site 
inspection report, relevant correspondences prior to signing of the Contract 
agreement etc. 

 

GCC 9.1 A Contractor or a Subcontractor that is a national of, or registered in, the 
following countries are not eligible: Israel. 

 

GCC 9.2 Materials, Equipments, Plants and supplies shall not have their origin in  the 
following countries: Israel.  

 

GCC 13.1 

 

Possession of the Site or part(s) of the Site, to the Contractor shall be given on 
the following date(s): 7 days from the date of commencement. 

  

GCC 19.1  Following Key Personnel to carry out the functions stated in the Schedule shall 
be employed by the Contractor; 

No Position 
Total Works 

Experience (Years) 
Experience in 
similar works 

(Years) 

1 Project Manager- 
B.sc in Civil 
Engineer -1 Person 

Min. 10 years. Min. 5 years. 

2 Alternative 
Construction 

Min. 10 years. Min. 5 years. 

tel:00880


Bid Document_BEZA WD-1212 64 

Project Manager- 
B.sc in Civil 
Engineer -1 Person 

3 Field Engineer - 
B.sc in Civil 
Engineer -1 Person 

Min. 7 years. Min. 3 years. 

4 Quality Control 
Engineer - B.sc in 
Civil Engineer -1 
Person 

Min. 5 years. Min. 3 years 

5 Site Supervisor – 
(Diploma –in- Civil 
Engineer  – 2 
persons 

Min. 10 years. Min. 5 years. 

6 Surveyor 
(Certificated in 
Surveying) -1 
Person 

Min. 5 years. Min. 3 years 

7 Work Assistant-
HSC- 2 Persons 

Min. 5 years. Min. 3 years 

 

 

[insert name(s)] 

GCC 21.1 Nominated Subcontractor(s) named below: None. 

 

GCC 23.1  The Contractual matters between the Procuring Entity and the Contractor shall 
be decided by the Project Manager. 

 

GCC 37.1 The minimum insurance cover shall be: 

(a) The maximum deductible for insurance of the Works and of Plant and 
Materials is Tk 10% of contract value. 

The minimum cover for insurance of the Works and of Plant and 
Materials is Tk 110% of contract value [state amount]. 

[the amount could be 110% of the value of the works, plant and materials 
that may be lost in a worst case scenario].  

(b) The minimum cover for loss or damage to Equipment is Tk 110% of 
contract value.  

 

The maximum deductible for insurance of Equipment is  [state amount].  

[the Contractor shall state this amount at the time of Contract signing. 
Amount could be 5 to 10 %t of the sum insured]  
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(c) The maximum deductible for insurance of other property is Tk [state 
amount]. 

[the Contractor shall state this amount at the time of Contract signing]. 

The minimum cover for insurance of other property is Tk 5% of 
contract value.  

(d) The minimum cover for personal injury or death insurance: 

(i) for the Contractor’s employees is Tk 2,00,000 (Two lacs taka only) 
for each death case And Tk 50,000 (Fifty thousand taka only) for each 
injury case. 

(ii) and for third parties is Tk 1,00,000 (One lac taka only) for each 
death case And Tk 30,000 (Thirty thousand taka only) for each injury 
case. 

 

GCC 40.1 
 Commencement Date of Works shall be as follows;  
 

GCC 42.1 The Contractor shall submit a Programme for the Works within 15 (Fifteen) 
days of signing the Contract. 

 

GCC 42.2 The period between Programme updates is Every 1 (One) Month. 

GCC 42.3  The amount to be withheld for late submission of an updated Programme is 
BDT 100,000. 

GCC 57.1 The Defects Liability Period is 12 (Twelve) months.   

GCC 66.3 The particulars of the Bank Account nominated  are as follows : 

 

Title of the Account   :     [insert title to whom the Contract awarded]  

Name of the Bank     :     [insert name with code, if any] 

Name of the Branch  :     [insert branch name with code ,if any] 

Account Number       :     [insert number] 

Address                     :     [insert location with district] 

Tel                             : 

Fax                            : 

e-mail address          : 

 

[information furnished by the Contractor  shall be substantiated by the concerned 
Bank and authenticated by the Procuring Entity]  

GCC 69.1(m) The following additional events shall also be the Compensation Events: None. 
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GCC 71.1 The Contract is not subject to price adjustment. 

  

GCC 72.1 The proportion of payments to be retained is 5 (five) percent. 

 

GCC 73.1 The amount of Liquidated Damages or in other words Delay Damages for the 
uncompleted Works or any part thereof is 0.05  of ONE (1) percent of its 
Contract price per day of delay. 

Guide to application of GCC Sub Clause 73.1 above 

 [ Liquidated damages is equivalent to an amount to be determined in accordance 
with the following formula 

T LD = VUW x Px n 

Where; 

T LD  = Total amount of Liquidated Damages 

VUW = Value of Uncompleted Works (i.e. works not having been completed as of the 
expiry of the Intended Completion Date plus the works completed after the 
expiry of the Intended Completion Date). VUW shall be calculated by 
deducting the value of the completed works under the Contract from the 
total Contract price 

P    =  Percent-rate  at which the Liquidated Damages shall be imposed for every 
day of delay 

n      =  No of days of delay for completion of works under the Contract] 

 

GCC 73.1 The maximum amount of Liquidated Damages for the uncompleted Works or 
any part thereof is 10 (Ten) percent of the final Contract price of the whole of 
the Works. 

 

GCC 74.1 The Bonus for the whole of the Works is [insert percentage] percent of the final 
Contract price per day : Not Applicable. 

The maximum amount of Bonus for the whole of the Works is [insert 
percentage] percent of the final Contract price: Not Applicable. 

 

GCC 75.1 The Advance Payment shall be Tk 10% of the contract value and shall be paid 
to the Contractor not later than 14 days from the date of contract signing. 

 

GCC 77.2 The percentage for adjustment of Provisional Sums is None. 
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GCC 84.1 The date by which “as-built” drawings are required is within 30 days after 
substantial completion of works.  

 

 The date by which operating and maintenance manuals are required is within 
30 days after substantial completion of works.  

GCC 84.2 The amount to be withheld for failing to produce “as-built” drawings and/or 
operating and maintenance manuals by the date specified in GCC Sub Clause 
84.1, the taka 20 (Twenty) lac will be withhold.  

GCC 90.1 The percentage to apply to the contract value of the works not completed, 
representing the Procuring Entity’s additional cost for completing the 
uncompleted Works, is 20 percent. 

 

GCC 94.2 (b)  The Adjudicator jointly appointed by the parties is: 

Name: 

Address: 

Tel No: 

Fax No: 

e-mail address: 

GCC 94.2(b) In case of disagreement between the parties, the Appointing Authority for the 
Adjudicator is the President of the Institution of Engineers, Bangladesh. 

GCC 94.3 (b) The arbitration shall be conducted in the place mentioned below: Dhaka, 
Bangladesh. 
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Section 5. Tender and Contract Forms 
 

Form Title 

 Tender Forms 

PW3 – 1 Tender Submission Letter 

PW3 – 2 Tenderer Information  

PW3 – 3 JV Partner Information (if applicable) 

PW3 – 4 Subcontractor Information (if applicable) 

PW3 – 5 Personnel Information  

PW3 – 6 Bank Guarantee for Tender Security (when this option is chosen) 

  

 Contract Forms 

PW3 – 7 Notification of Award  

PW3 – 8 Contract Agreement 

PW3 – 9 Bank Guarantee for Performance Security (when this option is chosen) 

PW3 –10 Bank Guarantee for Advance Payment (if applicable) 

PW3 –11 Bank Guarantee for Retention Money  Security (when this option is chosen) 

 
 
 
 
Forms PW3 -1 to PW3 -6 comprises part of the Tender Format and should be completed as 
stated in ITT Clauses 24. 
 
Forms PW3 -7 to PW3 -11 comprises part of the Contract as stated in GCC Clause 6. 
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Tender Submission Letter (Form PW3-1) 

 
[The  Tenderer must prepare the Tender Submission Letter in its letterhead.] 

 
[Note: All italicized text is for use in preparing this form and  

shall be deleted from the final letter] 
 

To: 

[Contact Person] 

[Name of Procuring Entity] 

[Address of Procuring Entity] 

Date: 

Invitation for Tender No: [indicate IFT No] 

Tender Package No: [indicate Package No] 

This Package is divided into the following Number of Lots [indicate number of Lot(s)] 

 
 
  
 
 
We, the undersigned, declare that:  
 
(a) We have examined and have no reservations to the Tender Document, including Addenda 

issued in accordance with Instructions to Tenderers (ITT) clause 11; 
 
(b) We offer to execute in conformity with the Tender Document the following Works and 

Physical Services:   
 ; 

 
(c) The total price of our Tender, excluding any discounts offered in item (d) below is:   

 ; 
 
(d) The discounts offered and the methodology for their application are:   

  
  
  
 ; 

 
(e) Our Tender shall be valid for a period of [Insert Validity Period as specified in ITT sub-clause 

33.1]_________________ days from the date fixed for the tender submission deadline in 
accordance with the Tender Document, and it shall remain binding upon us and may be 
accepted at any time before the expiration of that period; 

 
(f) If our Tender is accepted, we commit to obtain a Performance Security in accordance with 

the Tender Document; 
 
(g) We, including any subcontractors or suppliers for any part of the contract, have or will have 

nationalities from eligible countries, in accordance with ITT sub-clause 5.1; 
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(h) We, including any subcontractors or suppliers for any part of the contract, do not have any 
conflict of interest in accordance with ITT sub-clause 5.5;  

 
(i) We are not participating, as a Tenderer or as a subcontractor, in more than one Tender in 

this Tendering process in accordance with ITT sub-clause 20.1, other than alternative offers 
submitted in accordance with ITT clause 26; 

 
(j) We, our affiliates or subsidiaries, including any of our subcontractors or suppliers for any 

part of the contract, have not been declared ineligible by the Bank, under the laws of 
Bangladesh or official regulations or by an act of compliance with a decision of the United 
Nations Security Council on charges of engaging in corrupt, fraudulent, collusive, coercive 
or obstructive practices in accordance with ITT sub clause 5.6; 

 
(k) We confirm that we do not have a record of poor performance as stated in ITT sub clause 

5.7, and that we do not have, or have had, any litigation against us, other than that stated in 
the Tenderer Information (Form PW3-2); 

 
(l) We are not a government owned entity / We are a government owned entity but meet the 

requirements of ITT sub clause 5.3; 
 

(m) We understand that this Tender, together with your written acceptance thereof included in 
your notification of award, shall constitute a binding contract between us, until a formal 
contract is prepared and executed;  

 
(n) We understand that you are not bound to accept the lowest evaluated Tender or any other 

Tender that you may receive; and 
 

(o) We hereby certify that we have taken steps to ensure that no person acting for us or on our 
behalf will engage in bribery. 

 
 

Signature: [insert signature of authorised representative of 
the Tenderer] 

Name: [insert full name of signatory ] 

In the capacity of: [insert capacity of signatory] 

 

Duly authorised to sign the Tender 
for and on behalf of the Tenderer 

 

[insert the Name of Tenderer] 

 
Attachment 1: [ITT Sub Clause 40.3,  
Written confirmation authorising the above signatory(ies) to commit the Tenderer]  
 
[and, if applicable] 
Attachment 2: [ITT Sub Clause 29.2(b),   
Copy of the JVCA Agreement / Letter of Intent to form JVCA with draft proposed Agreement] 
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Tenderer Information (Form PW3-2) 

 
[This Form should be completed only by the Tenderer] 

 

Invitation for Tender No: [indicate IFT No] 

Tender Package No: [indicate Package No] 

This Package is divided into the following Number of Lots: [indicate number of Lot(s)] 

 

1. Eligibility Information of the Tenderer [ITT –Clauses 5 & 29] 

1.1 Nationality of individual or 
country of registration 

  

 

1.2 Tenderer’s legal title 

  

 

1.3 Tenderer’s registered address  

 

 

 

 

1.4 Tenderer’s legal status [complete the relevant box] 

 Proprietorship 

 

 

 Partnership 

 

 

 Limited Liability Concern 

 

 

 Government-owned Enterprise 

  

 

 Others 

[please describe, if applicable] 

 

1.5 Tenderer’s year of registration  

1.6 Tenderer’s authorised representative details 

 Name  

 National ID number  

 Address  

 Telephone / Fax numbers  

 e-mail address  

1.7 Litigation [ITT Cause 13] 

 If there is no history of litigation or no pending litigation then state opposite “None”. If 
there is a history of litigation, or a number of awards, against the Tenderer provide 
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details below 

  

 A. Arbitration Awards made against 

 Year Matter in dispute Value of 
Award 

Value of 
Claim 

     

     

     

     

 B. Arbitration Awards  pending    

 Year Matter in dispute Value of Claim 

    

    

    

1.8 Tenderer to attach photocopies 
of the original documents 
mentioned aside 

[All documents required under ITT Clauses 5 and 
29] 

The following two information are applicable  for National Tenderers  

1.9 Tenderer’s Value Added Tax 
Registration (VAT) Number 

 

1.10 Tenderer’s Tax Identification 
Number(TIN) 

 

[The foreign Tenderers, in accordance with ITT Sub Clause  5.1, shall provide evidence  by a 
written declaration to that effect  to demonstrate that it meets the criterion] 

2. Qualification Information of the Tenderer [ITT Clause 32] 

2.1 General Experience in Construction Works of Tenderer   

 Start 
Month 
Year 

End 
Month 
Year 

Years Contract No and Name of Contract 

Name and Address of Procuring Entity 

Brief description of Works 

Role of 
Tenderer 

[Prime/Su
b/Manage
ment] 

      

      

      

2.2 Specific Experience in Construction Works  of Tenderer   

Completed Contracts of similar nature, complexity and methods/construction 
technology 

 Contract No [ insert reference no] of [ insert year] 
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Name of Contract  

 

 

[insert name] 

 Role in Contract 

[tick relevant box]. 

Prime 
Contractor 

 

Subcontractor Management 
Contractor 

 Award date 

Completion date 

Total Contract Value 

[insert date] 

[insert date] 

[insert amount] 

 Procuring Entity’s Name 

Address 

Tel / Fax 

e-mail 

 

Brief description with 
justifications  of the 
similarity compared to 
the Procuring Entity’s 
requirements 

 

 

 

 

 

 

[state justification in support of its similarity compared to 
the proposed works] 

2.3 Average annual construction turnover [ITT Sub Clause15.1(a)]   

[amount invoiced to Procuring Entity(s) for each year of works in progress or completed, 
using rate of exchange at the end of the period reported] 

 Year Amount & Currency Taka or Equivalent Taka 

    

    

    

    

    

  

    

    

    

    

2.4 Financial Resources available to meet the construction cash flow [ITT Sub Clause 
15.1(b)] 

 N
o 

Source of Financing Amount Available 
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In order to confirm the above statements the Tenderer shall submit , as applicable, the 
documents mentioned in ITT Sub Clause 32.1(a), (b), (c) &  (d)  

2.5 Contact Details [ITT Sub Clause 32.1 (g) & (i)  

 Name, address, and other contact details of Tenderer Bankers and other Procuring 
Entity(s) that may provide references, if contacted by this Procuring Entity 

 

2.6 Qualifications and experience of key technical and administrative personnel proposed 
for Contract administration and management [ITT Sub Clause 32.1(e)] 

 Position 

Name 

Years of General Experience 

Years of Specific Experience 

 

   

   

   

   

[Tenderer to complete details of above.   The Tenderer should complete the Personnel 
Information Form (Form PW3-5)] 

2.7 Major Construction Equipments proposed to carry out the Contract [ITT Sub Clause 
32.1(f)] 

 
Item of Equipment 

 

Condition 

(new, good, 
average, poor) 

Owned, leased or to 
be purchased 

(state owner, lessor 
or seller) 

    

    

    

    

[Tenderer to list details of each item of major construction  equipment, as applicable] 
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JVCA Partner Information (Form PW3-3) 

 
[This Form should be completed by each JVCA partner]. 

 

Invitation for Tender No: [indicate IFT No] 

Tender Package No [indicate Package No] 

This Package is divided into the following Number of Lots [indicate number of Lot(s)] 

 

1. Eligibility Information of the JVCA Partner [ITT –Clauses 5 & 29] 

1.1 Nationality of Individual or 
country of Registration 

  

 

1.2 JVCA Partner’s legal title 

  

 

1.3 JVCA Partner’s registered 
address 

 

 

 

 

 

1.4 JVCA Partner’s legal status [complete the relevant box] 

 Proprietorship 

 

 

 Partnership 

 

 

 Limited Liability Concern 

 

 

 Government-owned Enterprise 

  

 

 Other 

(please describe, if applicable) 

 

1.5 JVCA Partner’s year of 
registration 

 

1.6 JVCA Partner’s authorised representative details 

 Name  

 National ID number   

 Address  

 Telephone / Fax numbers  

 e-mail address  

1.7 Litigation [ITT Sub Cause 13] 

 If there is no history of litigation or no pending litigation then state “None”. If there is 
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a history of litigation, or a number of awards, against the JVCA Partner provide details 
below: 

 A. Arbitration Awards made against  

 Year Matter in dispute Value of 
Award  

Value of 
Claim 

     

     

     

 B. Arbitration Awards  pending    

 Year Matter in dispute Value of Claim 

    

    

    

1.8 JVCA Partner to attach copies of 
the original documents 
mentioned aside 

[All documents required under ITT Clauses 5 and 
29] 

The following two information are applicable for  national JVCA Partners only                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                  

1.9 JVCA Partner’s Value Added Tax 
Registration (VAT) Number 

 

1.10 JVCA Partner’s Tax Identification 
Number (TIN) 

 

[The foreign JVCA Partners, in accordance with ITT Sub Clause  5.1, shall provide evidence  by a 
written declaration to that effect  to demonstrate that it meets the criterion] 

2.         Key Activity(ies) for which it is intended to be joint ventured [ITT Sub Clause 18.2 & 
18.3] 

 Elements of Activity Brief description of Activity 

   

   

3. Qualification Information of the JVCA Partner [ITT Clause 32] 

3.1 General Experience in Construction Works  of JVCA Partner   

 Start 
Mont
h 
Year 

End 
Month 
Year 

Years Contract No and & Name of Contract 

Name and Address of Procuring Entity 

Brief description of Works 

Role of 
JVCA 
Partner 

[Prime/Su
b/Manage
ment] 
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3.2 Specific Experience in Construction Works  of JVCA Partner   

Completed Contracts of similar nature, complexity and methods/construction 
technology 

 Contract No 

  

Name of Contract  

 

[ insert reference no] of [ insert year] 

 

[insert name] 

 Role in Contract 

[tick relevant box] 

Prime Contractor  Subcontracto
r 

Management 
Contractor 

 Award date 

Completion date 

Total Contract Amount 

[insert date] 

[insert date] 

[insert amount] 

    

 Procuring Entity’s 
Name 

Address 

Tel / Fax 

e-mail 

Brief description with 
justifications of the 
similarity compared to 
the Procuring Entity’s 
requirements 

 

 

 

 

 

 

[state justification in support of its similarity compared to 
the proposed works] 

3.3 Average annual construction turnover [ITT Sub Clause 15.1 (a)]   

[amount invoiced to Procuring Entity(s) for each year of work in progress or completed, 
using rate of exchange at the end of the period reported] 

 Year Amount & Currency Taka or Equivalent Taka 
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3.4 Financial Resources available to meet the construction cash flow [ITT Sub-Clause 
15.1(b)] 

 N
o 

Source of financing Amount 
available 

    

    

 In order to confirm the above statements the JVCA Partner shall submit , as applicable, 
the documents mentioned  in ITT Sub Clause 32.1 (a), (b), (c) &  (d)  

3.5 Contact Details [ITT Sub Clause 32.1 (g) & (i) 

Name, address, and contact details of Tenderer’s Bankers and other Procuring 
Entity(s) that may provide references if contacted by this Procuring Entity 

 

3.6 Qualifications and experience of key technical and administrative personnel proposed 
for Contract administration and management [ITT Sub Clause 32.1(e)] 

 Position 

Name 

Years of General Experience 

Years of Specific Experience 

 

   

   

   

   

 [Tenderer to complete details of above.   The Tenderer should complete the Personnel 
Information Form (Form PW3-5)] 

3.7 Major items of Construction Equipment proposed for carrying out the works [ITT Sub-
Clause 32.1(f)] 

 Item of Equipment 

 

Condition 

(new, good, 
average, poor) 

Owned, leased or to 
be purchased 

(state owner, leaser 
or seller) 

    

    

    

    

[Tenderer to list details of each item of Major equipment, as applicable] 
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Subcontractor Information (Form PW3-4) 

 
[This Form should be completed by each Subcontractor, preferably on its Letter-Head Pad] 

 

Invitation for Tender No: [indicate IFT No] 

Tender Package No [indicate Package No] 

This Package is divided into the following Number of Lots [indicate number of Lot(s)] 

 

1. Eligibility Information of the Subcontractor [ITT –Clauses 5 & 29] 

1.1 Nationality of Individual or 
country of Registration 

  

 

1.2 Subcontractor’s legal title 

  

 

1.3 Subcontractor’s registered 
address 

 

 

 

 

1.4 Subcontractor’s legal status [complete the relevant box] 

 Proprietorship 

 

 

 Partnership 

 

 

 Limited Liability Concern 

 

 

 Government-owned Enterprise 

  

 

 Other 

(please describe) 

 

1.5 Subcontractor’s year of registration 

1.6 Subcontractor’s authorised 
representative details 

 

 Name  

 Address  

 Telephone / Fax numbers  

 e-mail address  

1.7 Subcontractor to attach copies of 
the following original documents 

All documents to the extent relevant to ITT Clause 
5 and 29 in support of its qualifications  

The following two information are applicable for national  Subcontractors                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                          

1.8 Subcontractor’s Value Added Tax  
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Registration (VAT) Number 

1.9 Subcontractor’s Tax 
Identification Number(TIN) 

 

[The foreign Subcontractors , in accordance with ITT sub Clause 5.1, shall provide evidence  
by a written declaration to that effect  to demonstrate that it meets the criterion] 

2.  Key Activity(ies) for which it is intended to be Subcontracted [ITT Sub Clause 19.1] 

2.1 Elements of Activity Brief description of Activity 

   

   

2.2      List of Similar Contracts in which the proposed  Subcontractor had been engaged 

 Name of Contract 
and Year of 
Execution 

 

Value of Contract  

Name of Procuring 
Entity 

  

Contact Person and 
contact details 

  

Type of Work 
performed  
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Personnel Information (Form PW3-5) 

 
[To be filled in  for each person proposed by the Tenderer on Form PW3-2 & PW3-3, where 

applicable] 
 

 

Invitation for Tender No: [indicate IFT No] 

Tender Package No [indicate Package No] 

This Package is divided into the following Number of Lots [indicate number of Lot(s)] 

 

A. Proposed Position (tick the relevant box) 

 Construction Project 
Manager  

 Prime Candidate  Alternative 
Candidate 

 Key Personnel  Prime Candidate  Alternative 
Candidate 

B. Personal Data 

Name  

Date of Birth  

Years overall experience  

National ID Number, if applicable  

Years of employment with the 
Tenderer 

 

Professional Qualifications: 

1. 

2. 

3. 

4. 

 

C. Present Employment [to be completed only if not employed by the Tenderer] 

Name of Employer  

Address of Employer:  

 

Present Job Title:  

Years with present Employer  
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Tel No: 

 

Fax No: e-mail address: 

Contact [manager/personnel officer]: 

 

D. Professional Experience 

Summarise professional experience over the last twenty years, in reverse chronological 
order. Indicate particular technical and managerial experience relevant to the project. 

 From To Company / Project / Position / Relevant technical and 
management experience. 

1    

2    

3    

4    

5    
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Bank Guarantee for Tender Security (Form PW3-6) 

 
[This is the format for the Tender Security to be issued by a scheduled Bank of Bangladesh in accordance with ITT 

Clause 35 & 36. All italicized text is for guidance on how to prepare this guarantee and shall be deleted from the final 
document]] 

 
 

Invitation for Tender No: 
 

Date: 

Tender Package No: 
 

 

To: 
 
[Name and address of the Procuring Entity] 
 

 

 
TENDER GUARANTEE No:  

 
We have been informed that [name of Tenderer] (hereinafter called “the Tenderer”) intends to submit to you its 
Tender dated [date of Tender] (hereinafter called “the Tender”) for the execution of the Works of [description of 
works] under the above Invitation for Tenders (hereinafter called “the IFT”). 
 
Furthermore, we understand that, according to your conditions, the Tender must be supported by a Bank 
Guarantee for Tender Security. 
 
At the request of the Tenderer, we [name of bank] hereby irrevocably undertake to pay you, without cavil or 
argument, any sum or sums not exceeding in total an amount of Tk [insert amount in figures and words] upon 
receipt by us of your first written demand accompanied by a written statement that the Tenderer is in breach of 
its obligation(s) under the Tender conditions, because the Tenderer: 

a. has withdrawn its Tender after opening of Tenders but within the validity of the Tender   Security; or         

b. refused to accept the Notification of Award (NOA); or  

c. failed to furnish Performance Security; or  

failed or refused to sign the Contract Agreement 
 
This guarantee will expire  
 

(a) if the Tenderer is the successful Tenderer, upon our receipt of  a copy of the Contract Agreement 
signed by the Tenderer and the  a copy of the Performance Security  issued to you in accordance 
with the ITT; or 

(b) if the Tenderer is not the successful Tenderer, twenty eight (28) days after the expiration of the 
Tenderer’s Tender validity period. 

 
Consequently, we must receive at the above-mentioned office any demand for payment under this guarantee on 
or before that date. 
 
 

 
 
Signature 

 
 
Seal of Bank and Signature 
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Sample Notification of Award (Form PW3-7) 

 
Contract No: Date: 
To: 
 
[Name of Contractor] 
 
 

 

 
This is to notify you that your Tender dated [insert date] for the execution of the Works for [name of 
project/Contract] for the Contract Price of Tk [state amount in figures and in words], as corrected and modified 
in accordance with the Instructions to Tenderers, has been approved by [name of Procuring Entity]. 
 
You are  requested to: 

i. accept in writing the Notification of Award within seven (7) working days of its 
issuance pursuant to ITT Sub Clause 63.1 

ii. furnish a Performance Securityin the form as specified and in the amount of Tk [state 
amount in figures and words] ,within fourteen (14) days of acceptance of this Notification of Award  
but not later than (specify date), in accordance with ITT Clause 65. 

iii. sign the Contract within twenty-eight (28) days of issuance of this Notification of Award  
but not later than (specify date), in accordance with ITT Sub Clause 69.2. 

 

 
We attach the draft Contract and all other documents for your perusal and signature. 
 
 
 
 
 
 

  
 
Signed 

  
Duly authorised to sign for and on behalf of 
[name of Procuring Entity] 

  
Date: 

 
 



 

Bid Document_BEZA WD-1212 89 

Contract Agreement (Form PW3-8) 

THIS AGREEMENT made the [day] day of [month] [year] between [name and address of Procuring Entity] 
(hereinafter called “the Procuring Entity”) of the one part and [name and address of Contractor] (hereinafter called 
“the Contractor”) of the other part: 
 
WHEREAS the Procuring Entity invited Tenders for certain works, viz, [brief description of works] and has 
accepted a Tender by the Contractor for the execution of those works in the sum of Taka [Contract price in figures 
and in words] (hereinafter called “the Contract Price”). 
 
NOW THIS AGREEMENT WITNESSETH AS FOLLOWS: 
1. In this Agreement words and expressions shall have the same meanings as are respectively assigned to 

them in the General Conditions of Contract hereafter referred to. 
 
2. The documents forming the Contract shall be interpreted in the following order of priority: 

(a) the signed Contract Agreement 
(b) the  Notification of Award 
(c) the completed Tender and the appendices to the Tender 
(d) the Particular Conditions of Contract 
(e) the General Conditions of Contract 
(f) the Technical Specifications 
(g) the General Specifications 
(h) the Drawings 
(i) the priced Bill of Quantities and the Schedules 
(j) any other document listed in the PCC forming part of the Contract. 

 
3. In consideration of the payments to be made by the Procuring Entity to the Contractor as hereinafter 

mentioned, the Contractor hereby covenants with the Procuring Entity to execute and complete the works 
and to remedy any defects therein in conformity in all respects with the provisions of the Contract. 

 
4. The Procuring Entity hereby covenants to pay the Contractor in consideration of the execution and 

completion of the works and the remedying of defects therein, the Contract Price or such other sum as 
may become payable under the provisions of the Contract at the times and in the manner prescribed by 
the Contract. 

 
IN WITNESS whereof the parties hereto have caused this Agreement to be executed in accordance with the laws of 
Bangladesh on the day, month and year first written above. 
 

 
 

For the Procuring Entity For the Contractor 

Signature 
 

  

Name 
 

  

National ID No.   
Title 
 

  

In the presence 
of 
Name 
 

  

Address 
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Bank Guarantee for Performance Security (Form PW3-9) 

 
[This is the format for the Performance Security to be issued by a scheduled bank of Bangladesh in accordance with 
ITT Clause 64, 65,  66 & 67.  All italicized text is for guidance on how to prepare this guarantee and shall be deleted 

from the final document] 
 

 
  

Contract No: [insert reference number] 
 
 

Date: [insert date] 

 
 

 

To: 
 

[ insert Name and address of Procuring 
Entity] 

 

 

 
PERFORMANCE GUARANTEE No:  

 
We have been informed that [name of Contractor] (hereinafter called “the Contractor”) has undertaken, pursuant 
to Contract No [insert reference number of Contract] dated [insert date of Contract] (hereinafter called “the 
Contract”), the execution of works [description of works] under the Contract. 
 
Furthermore, we understand that, according to your conditions, the Contract must be supported by a Bank 
Guarantee for Performance Security. 
 
At the request of the Contractor, we [name of bank] hereby irrevocably undertake to pay you, without cavil or 
argument, any sum or sums not exceeding in total an amount of Tk [insert amount in figures and in words] upon 
receipt by us of your first written demand accompanied by a written statement that the Contractor is in breach of 
its obligation(s) under the Contract conditions, without you needing to prove or show grounds or reasons for 
your demand of the sum specified therein. 
 
This guarantee is valid until [insert date of validity of guarantee which should be twenty-eight days after the 
expected completion date; in case of extension of the time of completion, the Procuring Entity would need to get this 
guarantee extended ], consequently, we must receive at the above-mentioned office any demand for payment 
under this guarantee on or before that date. 
 
 
 
 

 
 
Signature 

 
 
Seal of the Bank and Signature 
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Bank Guarantee for Advance Payment (Form PW3-10) 

 
[This is the format for the Advance Payment Guarantee to be issued by a scheduled bank of Bangladesh in accordance 
with GCC Clause 75. All italicized text is for guidance on how to prepare this guarantee and shall be deleted from the 

final document]] 
 

 
Contract No: [insert reference number] 
 

Date: [insert date] 

To: 
 

[insert Name and address of the Procuring 
Entity] 

 

 

 
ADVANCE PAYMENT GUARANTEE No:  

 
We have been informed that [name of Contractor] (hereinafter called “the Contractor”) has undertaken, pursuant 
to Contract No [insert reference number of Contract] dated [insert date of Contract] (hereinafter called “the 
Contract”), the execution of works [description of works] under the Contract. 
 
Furthermore, we understand that, according to your Conditions of Contract under GCC Clause 75, the Advance 
Payment on Contract must be supported by a Bank Guarantee. 
 
At the request of the Contractor, we [insert name of bank] hereby irrevocably undertake to pay you, without cavil 
or argument, any sum or sums not exceeding in total an amount of Tk [insert amount in figures and in words] upon 
receipt by us of your first written demand accompanied by a written statement that the Contractor is in breach of 
its obligation(s) under the Contract conditions, without you needing to prove or show grounds or reasons for 
your demand of the sum specified therein. 
 
We further agree that no change, addition or other modification of the terms of the Contract to be performed, or of 
any of the Contract documents which may be made between the Procuring Entity and the Contractor, shall in any 
way release us from any liability under this guarantee, and we hereby waive notice of any such change, addition 
or modification. 
 
This guarantee is valid until [insert date of validity of guarantee], consequently, we must receive at the above-
mentioned office any demand for payment under this guarantee on or before that date. 
 
 
 
 

 
 
Signature 

 
 
Seal of the Bank and Signature 
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Bank Guarantee for Retention Money Security (Form PW3-11) 

[This is the format for the Retention Money Guarantee to be issued by a scheduled bank of 
Bangladesh in accordance with GCC Sub Clause 72.3. All italicized text is for guidance on how to 

prepare this guarantee and shall be deleted from the final document]] 
 

 
Demand Guarantee 

 

[Bank’s Name, and Address of Issuing Branch or Office] 

Beneficiary: [insert Name and Address of the Procuring Entity]   

Date:      [insert date] 

RETENTION MONEY GUARANTEE No.: [insert number] 

We have been informed that [insert name of Contractor] (hereinafter called "the Contractor") has entered into 
Contract Number [insert reference number of the Contract] dated [insert date] with you, for the execution of  
[insert name of Contract and brief description of Works] (hereinafter called "the Contract").  

Furthermore, we understand that, according to the conditions of the Contract, when the Taking-Over Certificate 
has been issued for the Works and the first half of the Retention Money has been certified for payment, payment 
of Tk. [insert the amount of the second half of the Retention Money] which becomes due after the Defects Liability 
Period has passed and certified in the form of Defects Correction Certificate, is to be made against a Retention 
Money Guarantee. 

At the request of the Contractor, we [insert name of Bank] hereby irrevocably undertake to pay you any sum or 
sums not exceeding in total an amount of Tk. [insert amount in figures] (Taka [insert amount in words]) upon 
receipt by us of your first demand in writing accompanied by a written statement stating that the Contractor is in 
breach of its obligation under the Contract because the Contractor failed to properly correct the defects duly 
notified in respect of the Works. 

It is a condition for any claim and payment under this guarantee to be made that the payment of the second half of 
the Retention Money referred to above must have been received by the Contractor on its account number[insert 
A/C no] at [name and address of Bank]. 

This guarantee is valid until [insert the date of validity of Guarantee that being twenty eight (28) days beyond the 
Defects Liability Period]. Consequently, we must receive at the above-mentioned office any demand for payment 
under this guarantee on or before that date. 

 

 
 

 
 
Signature 

 
 
Seal of Bank and Signature 
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Section 6. Bill of Quantities 
Preamble to Bill of Quantities 

1. The complete description for the work items listed in the Bill of Quantities is given in 
Section-06 of the Bid Documents.   
 
2. The works shall be measured in accordance with the Measurement and Payment Sub-
Clauses given at the end of each section of the specifications unless otherwise stated, together with 
any additional items included in the Bill of Quantities. The rates for these items should include all 
costs, including work of an ancillary or temporary nature, Test Fees, overheads and profit, required 
by the Bidder and shall (except insofar as is otherwise provided in the Contract) cover all his 
obligations under the Contract for the complete construction and maintenance of the works.  
 
3. The quantities shall be computed net. In measuring earthworks no allowance shall be made 
for temporary batters, working space, shoring, Temporary works or bulking of the soil and the 
Bidder should make due allowance in his rates.  
 
4. Payment for pre-cast piles shall be made in separate items for supplying and driving as per 
contract prices and units, concrete, reinforcement, pile shoe items shall be included.  
 
5. The rates inserted against each item are to include for the provision and operation of all 
equipment necessary to meet the specifications. The Bidder shall be responsible for supplying the 
equipment. 
 
6. The Bidder should not assume that equipment will be available from the BEZA and shall 
allow for obtaining equipment from other sources.  
7. If the Bidder fails to enter a price against an item in the Bill of Quantities the amount shall be 
deemed to be included elsewhere in his rates.  
 
8. The Bidder’s attention is drawn to Clauses of the Conditions of Contract, which deal with 
variations in quantities.  
 

9. No additional item of work of any nature shall be undertaken before a written order by the 
Engineer has been issued to the Bidder in this respect and a rate agreed. If there is no agreement 
between the Bidder and the Engineer on the rate, then the Engineer may instruct the Bidder to 
proceed with the work at a rate fixed by the Engineer.  
 
10. The Bidder is responsible for ensuring the necessary tests and measurements are carried 
out field and at the laboratory fixed by BEZA in order to ensure that the work complies with the 
specifications. The Bidder shall give 24 hours notice of each item of work, which is due for testing. 
Any item of work, which is covered or buried without tests being carried out, may be rejected by the 
Engineer. Bidder’s quoted rate for each item of work shall be inclusive of such test fees.  
 
11. Only materials and work complying fully with all specified requirements shall be eligible for 
payment under the Contract. 
 

12. Usable materials salvaged from within the site are the property of the BEZA and shall be 
applied to the works as indicated in the Bill of Quantities.   
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Bill of Quantities 
Name of Works: Street Lighting by Renewable Energy in BSMSN 
IFT No. 02/2020-21,  Package No. : BEZA WD-1212, Lot No. : 01 

 
 
Item 
No. 

Description of Item Unit Quantity Unit Rate 
(BDT) 

Amount (BDT) 

1 2 3 4 5 6=5 7=4x5 8=7 

1 
Excavation & Backfill for Structures 

Cum 
         

712.03  
    

2 
Concrete Class as Detailed on Drawings 
(Class10) (Concrete Mixer) 

Cum 
           

35.04  
    

3 
Concrete Class-25 (Foundation) as 
Detailed on Drawings (Concrete Mixer) 

Cum 
         

162.49  
    

4 
High Yield Reinforcement Bars 

Tonne 
           

19.92  
    

5 

Supply & Fitting Fixing of 30 watt LED 
Solar Street Light complete fitting with 
Solar panel and unique optics and 
photometric design optimize the light 
distribution to comply with safety and 
road lighting standards in terms of 
luminance, uniformity, glare control 
etc. 
 
G.I. Pole:  
9.00M (30′) long GI pipe pole,   1st 
6.00M (20′) long 150mm (6″) 
diameter, thickness 3.65mm & 2nd 
3.00M (10′) long 100mm (4″) 
diameter, thickness 3.65mm with base 
plate 300mm×300mm×10mm size 
welded and Nut bolt at the bottom, two 
coat aluminium/desired colour 
painting. The pole will be installed as 
per drawing, refilling and RCC 0.3M 
( 1′) Zebra colour above ground.  
 
Solar Panel:  
Max Power: 12V/150WP, Cell Type: 
Polycrystalline/Monocrystalline, 
Voltage at Maximum Power (Vmpp): 
17.8V, Current at Maximum Power 
(Impp): 8.43A, Open Circuit Voltage 
(Voc):22.5A, Short Circuit Current 
(Isc): 9.36A, Cell Efficiency: 18.0%,  
Junction Box Protection Class: IP 65, 
Power Tolerance: ± 10%, Lifespan: 
25years. 
                         
Battery:  
AH Lithium iron phosphet battery, 
Battery Type: LifePO4, Capacity: 28Ah, 
Rated Working Voltage: 12.8V, 

Each 
         

552.00  
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Item 
No. 

Description of Item Unit Quantity Unit Rate 
(BDT) 

Amount (BDT) 

1 2 3 4 5 6=5 7=4x5 8=7 
Efficiency: 95%, Operating 
Temperature Range: -10°C   ̴ 70°C, Life 
Span: ˃8Years. 
 
Controller:  
Type: MPPT, Capacity: 10A, Rated 
voltage: 11.0V-14.6V, Self-Consumption 
(Av.): ≤5mA, HVD: 17.0V×2/24V, 
Efficiency: 92%-95%, Lifespan: ˃10 
Years, Protection: Load short circuit 
protection, Polarity reverse polarity 
protection, Reverse discharge 
protection.  
 
LED Light: (30W)                                                                                        
i) Lamp Efficiency   : >125.53Im/Watt 
ii) LED Type    : SMD 
iii) CRI     : >80 
iv) Input Voltage   : DC 12V 
v) Beam Angle    : 120° 
vi) LifeSpan    : ˃50000 Hours 
vii) Color Temperature  :  6000-6500K  
viii) Working Temperature  : -10°C 
 ̴70°C 
viiii) Lamp Fixture   : High Pressure Die 
casting Aluminum 
   Corrosion resistant alloy heat sink. 
x) Classification   : IP65 

 Total      
 In Word: 

 
This Bill of Quantities contains [insert number] corrections duly initialled and signed by the authorised person  
of the Tenderer 
___________________________________________________________________________________________________________ 
   Note 

1. It is suggested that the Tenderer uses these  sheets of the BOQ in order to avoid any manipulation,  
distortion and inadvertent mistakes or omissions in course of preparing the Tender by the Tenderer 

2.  Follow the Guidance notes under  Section 6 in filling this Schedule 
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Section 7. General Specifications 

 
 
 
ABBREVIATIONS 
 
 
 
AASHTO American Association of State Highway and Transportation Officials 
ASTM American Society of Testing and Materials 
BSTI Bangladesh Standards Testing Institute 
BR Bangladesh Railways 
REB Rural Electrification Board 
BRRL Bangladesh Road Research Laboratory 
BS British Standard 
CBR California Bearing Ratio 
HWL High Water Level 
IP International Petroleum Society 
JIS Japan Industrial Standard 
LWL Low Water Level 
MSL Mean Sea Level 
PVC Polyvinyl Chloride 
RHD Roads and Highways Department 
ROW Right of Way 
STP Standard Laboratory Test Procedures for Quality Control Laboratories, 
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1. GENERAL AND SITE FACILITIES 

  
MAINTENANCE AND PROTECTION OF TRAFFIC 
 
General 
 
The Contractor shall at all times maintain the traffic flow along existing roads, rivers and canals and take all 
necessary measures for the safety of traffic, pedestrians and workers. The Contractor shall provide, erect, operate 
and maintain signs, markings, lights, barricades and traffic control equipment in accordance with the Bangladesh 
Road Transport Authority’s Traffic Signs Manual, unless otherwise directed by the Engineer. The Contractor shall 
provide and maintain all detours, temporary roads, temporary bridges, necessary barricades, warning lights and 
signs as well as other equipment at all hours during the day or night. 
 
The Engineer’s approval of plan and section drawings of proposed detours, temporary roads and temporary 
bridges shall be obtained by the Contractor before any work is commenced. Where the work site takes up part of 
the road only, and the full width of the road can be restored for night time traffic, the Engineer may give 
permission for control of the traffic through the works area by use of flagmen or electronically controlled mobile 
traffic lights, without the need for construction of bypass roads, but the Engineer’s approval will only be given if, 
and while, the Contractor demonstrates that sufficient resources are applied and maintained for this purpose. 
 
Where construction interferes with the existing roads, track and footpaths, other than as noted above, provision 
shall be made to a similar standard that existed prior to the works for the free movement of traffic and 
pedestrians. The Contractor shall take all necessary steps to avoid or minimise delays and inconvenience to road 
users during the course of the works. 
 
Notwithstanding the above any diversion of the National and Regional Highways shall comply to at least the 
minimum standard stated as following: 
 
• Minimum carriageway width of 7.3 metres. 
• Minimum horizontal radius of 150 metres. 
• Maximum gradient of 1 in 33. 
• The construction shall be sufficient for the smooth uninterrupted passage of all traffic and have a 
bituminous surface. 
 
Notwithstanding the above any diversion of Feeder Roads shall comply to at least the minimum standard stated 
as following: 
 
• Minimum carriageway width of 5.50 metres. 
• Minimum horizontal radius of 100 metres. 
• Maximum gradient of 1 in 33. 
• All weather surfaces. 
 
The Contractor shall supply all temporary signs, lights and other equipment, to the approval of the Engineer, to 
ensure smooth and safe flows of traffic. Also the Contractor shall take all reasonable precautions to prevent 
damage to vehicles from construction equipment or materials and shall be responsible for any claims arising from 
such damage. 
 
The Contractor shall in due time and at least seven days before any diversion, interruption or impediment to 
traffic takes place, submit a detailed stage programme for the Engineer’s approval. The programme shall show all 
arrangements necessary to ensure a smooth traffic flow. Upon completion of the Works, all temporary roads, 
temporary bridges, barricades, signs and other equipment shall be completely removed, unless otherwise 
approved in writing by the Engineer. From the date of Commencement of the Contract to the date of the 
Completion or Partial Completion Certificate the Contractor shall also be responsible for maintenance of, and 
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repair of damage, to all existing features, constructions, structures, pavements etc. which come within the limits of 
the site irrespective of the cause of the damage, unless that cause is determined to be an accepted risk and the 
repairs are determined to be a compensation event. 
 
If in the opinion of the Engineer the Contractor has failed to properly repair or maintain existing or temporary 
construction, or provide sufficient or appropriate warning signs, lights, barricades etc. he shall instruct the 
Contractor, in writing, to provide such signs as he considers appropriate for protection of traffic, pedestrians, 
employees and the works. If the Contractor fails to respond within the time given by the Engineer, the Engineer 
may suspend works which interfere with traffic until such time as the Contractor provides sufficient signs etc. as 
the Engineer has directed, or the Engineer may arrange to provide the required signs etc. at cost to the Contractor, 
these costs being deducted from monies due to the Contractor under the Contract. These costs will include any 
costs for missing or stolen items not returned to the Engineer at the completion of works or when replaced by the 
Contractor. 
 
FIELD OFFICE FOR THE ENGINEER AND OTHER FACILITIES TO BE PROVIDED BY THE CONTRACTOR 
 
Field Office for the Engineer and his Staff 
 
In addition to the office space required for his own use, the Contractor shall provide and maintain a furnished 
field office for the use of the Engineer and his staff. Requirements for the office, including overall size, number and 
size of individual rooms, construction and furniture are stated in Particular Specifications Clause 1.2.1 in Section 6 
of Volume 1 - The Tender. 
 
The field office shall be maintained in a secure and watertight condition by the Contractor until completion of the 
Works or as otherwise instructed by the Engineer and shall be provided with electricity, running water and 
sewerage. All doors shall be fitted with approved locks, and windows shall be provided with mosquito screens 
and blinds and shall have interior locking devices. 
 
The Contractor shall submit for the approval of the Engineer before construction, plans and drawings showing 
proposed details and location for the field office, including foundations, access roads, shades, layout of electrical 
and water supplies and hard standings thereto. The Engineer may require revision of the plans prior to giving 
approval for construction. The Contractor shall also submit details of proposed furniture and fittings to the 
Engineer for approval. These items shall generally be of the best quality obtainable locally. 
 
The office, complete with furnishings, fittings, access roads and hard standings shall be ready for occupation by 
the Engineer within four weeks of the date when the Contractor first occupies the site. 
 
The Contractor will provide all necessary MLSS (Members of Lower Service Staff) for the field office, including day 
and night security guards and a tea boy. The Contractor will also provide a competent computer operator. Staff 
considered unsuitable by the Engineer shall be replaced. 
 
The Contractor shall arrange for the field office to be regularly and properly cleaned and for access roads and 
hard standings to be maintained in a well drained and trafficable condition. All furnishings and fittings in the field 
office shall also be maintained by the Contractor in working condition and to the approval of the Engineer. 
 
All materials recovered from dismantling the office and removing access roads, hard standings etc., should be 
stockpiled on site as approved by the Engineer and along with all furniture and fittings will be the property of the 
Employer. 
 
Where suitable buildings are available within the general limits of the site of the works the Contractor may 
propose to the Engineer that the buildings be rented. The buildings must conform with all the criteria above and if 
deemed to be satisfactory, the Engineer may accept their use as offices. 
 
Sanitation 
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The Contractor shall provide adequate water-borne sanitation and refuse collection and disposal, complying with 
the Laws of Bangladesh and all local By-Laws, and to the satisfaction of the Engineer, for all offices, laboratories, 
workshops, houses etc. erected on the Site. 
 
Office Equipment and Consumables 
 
The Contractor shall provide and maintain the office equipment such as photocopy machines and computers for 
the Engineer’s field office as listed in Particular Specifications Clause -The Tender. Equipment supplied will be 
subject to the approval by the Engineer. The Contractor shall supply all consumables related to the equipment and 
arrange for the equipment to be maintained, including servicing at intervals recommended by the respective 
manufacturers. Upon completion of the Works or as otherwise instructed by the Engineer, the equipment shall 
become the property of the Contractor. 
 
The Contractor shall provide and maintain in working order/good condition, as applicable, the items of kitchen 
equipment listed in Particular Specifications Clause 
 
The Contractor shall provide all standard stationery items to the Engineer’s field office, along with kitchen and 
bathroom supplies as may be required by the Engineer throughout the duration of the contract. 
 
Sign Boards 
 
The Contractor shall provide identification sign boards, of the number and size stated in Particular Specifications 
Clause -The Tender, and maintain them in good condition. All information on the signboards will be written in 
English and Bengali. The signboards will be positioned as directed by the Engineer. The Contractor shall submit 
proposals for the materials of the signboards, the text layout and installation of the signboards on Site to the 
Engineer for approval. Each sign shall show: 
 
· the name of the Project 
· the name of the Employer 
· all other details as required by the Engineer 
 
The Contractor shall remove the sign boards on completion of the Works or when instructed by the Engineer 
 
Survey Equipment 
 
The Contractor will be required to provide survey equipment for the use of the Contractor’s and Engineer’s staff. 
The description of the main items required is given in Sections. The Contractor shall provide manufacturers 
published specifications of proposed survey equipment for the approval of the Engineer and shall ensure that 
equipment supplied to Site is maintained in good working order. 
 
In addition to the survey equipment specified in Sections, the Contractor shall supply miscellaneous tools and 
minor items of survey equipment such as 30 m and 3 m long steel tapes, ranging rods, spirit levels, plumb bobs, 
umbrellas, hammers, knives, wooden stakes, steel pins, string lines, paint, marking crayons etc. to the Site. These 
shall be available in reasonable quantities at all times for use by the Contractor’s and Engineer’s staff. Ranging 
rods shall be 1.8 m long with alternate red and white painting. They shall be true and straight with a steel pointed 
tip to one end. 
 
The Contractor shall supply the required manpower to the Engineer to assist with survey and setting out works, 
as and when required. 
On completion of the Works or as otherwise instructed by the Engineer, all survey equipment shall remain the 
property of the Contractor. 
 
Levels and Leveling Staffs 
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Levels shall be auto set in carrying cases, complete with centering tripods with extension legs, and to the 
following minimum specifications: 
 
 
Magnification 32 times                              Stadia 1:100 
Aperture 40 mm minimum                        Resolving power 3”(sec) 
Angular field of view 1o 20' Range of sensitivity ±15 minutes or less Short Focusing Distance 1 m Horizontal 
circle diameter 75 mm Addition constant 0 Graduation 10 minutes 
Accuracy 1mm for 1km double run 
Staffs shall be telescopic, aluminium with graduations in Metric units. 
 
Theodolites 
 
Theodolites shall be double circle Triangulation Theodolites with optical Micrometers. The instruments shall be in 
airtight metal/wooden carrying cases with tool compartments and eyepiece filters complete with centering 
tripods and extension legs, to the following minimum specifications. One or more theodolites suitable for the 
attachment of an EDM may be required. 
 
Objective aperture 45 mm                        Addition constant 0 
Shortest focusing distance 1.7 m Sensitivity of collimation level 20"/2 mm Multiplication constant 100
 Graduations 360o 
 
 
Electronic Distance Measurer (EDM) 
 
EDM’s shall be supplied with full accessories including legs, reflectors and stands, rechargeable batteries and 
charger and shall be to the following minimum specification. 
 
Distance measurement:          Range not less than 1500 m 
Accuracy + (5 mm = 5 pmm) mse 
Telescope: Image/Mag: Erect 30 X Min focus 1.5 m 
Angle Measurement:               Method: Electronic or Optical 
Direct Reading to 5" Automatic Vertical Index: Range 5' 
Setting Accuracy 0.25" Weight including case: Less than 15 kg 
 
Insurance of Engineer’s Field Office, Furniture and Equipment 
 
The Contractor shall insure the Engineer’s field office, furniture, office equipment and survey equipment against 
loss or damage by accident, fire or theft for the duration of the Contract. 
 
Progress Photographs 
 
Each month on a date to be agreed with the Engineer, the Contractor shall arrange to take a series of not less than 
20 and not more than 40 colour photographs which record the progress of the Works. 
 
Two complete sets of prints of approximate size 175 mm x 125 mm plus the negatives shall be supplied to the 
Engineer by the Contractor within one week of each series of photographs being taken. A list shall accompany the 
photographs, indicating the date when the photographs were taken and a short description of the photographs, 
against the negative numbers. 
 
The photographs shall be taken by an approved professional photographer, accompanied by representatives of 
the Engineer and the Contractor. If, for any reason, the Engineer is not satisfied with any of the photographs, the 
Contractor shall arrange at his cost for further photographs to be taken. 
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TESTING OF MATERIALS 
 
Contractor’s Site Laboratory 
 
The Contractor shall provide and maintain a site laboratory for the use of the Contractor and the Engineer 
including furniture, testing equipment and consumable stores necessary to carry out the tests listed in Particular 
Specifications Clause 1.3.1 in Section 6 of Volume 1-The Tender. The laboratory shall be constructed with a 
reinforced concrete floor (minimum thickness 150mm) and brick walls. The building shall be watertight and 
provided with electricity, potable running water and sewerage connections. The location of septic tank(s) and 
soak-away(s) is to be approved by the Engineer. Doors shall be fitted with approved locks, and windows shall be 
provided with mosquito screens and blinds and shall have interior locking devices. 
 
The Contractor shall submit for the approval of the Engineer before construction, plans and drawings of the 
proposed laboratory indicating location, overall size, construction details and layout of benches, washing facilities, 
furniture, testing equipment, sample storage etc. The Engineer may require revision of the plans prior to giving 
approval for construction. The Contractor shall also submit details of proposed testing equipment, furniture and 
fittings to the Engineer for approval. 
 
 
The Contractor shall maintain the laboratory, furniture, fittings and testing equipment for the duration of the 
Contract and replace any part or item that is irreparably damaged or lost. The Contractor shall pay all expenses in 
respect of water, electricity and other consumables necessary for the running of the laboratory and shall arrange 
for the laboratory to be regularly cleaned. 
 
The Contractor shall not be permitted to commence permanent works requiring on- Site testing until the Site 
laboratory is complete in all respects, unless temporary testing procedures proposed by the Contractor have been 
approved by the Engineer. 
 
At the end of the Contract, all materials recovered from dismantling the laboratory, together with all furniture, 
fittings and testing equipment will remain the property of the Contractor. 
 
 
 
Materials Testing by Independent Laboratories 
 
In addition to the Site testing facilities described in Specifications, the Contractor shall be responsible for 
arranging for the field and off-Site laboratory tests. These should be performed by testing laboratories, for 
example BRRL, or others as approved by the Engineer. The Contractor shall be responsible for all attendance on 
staff from these approved testing laboratories, including if necessary the provision of transport for personnel, 
equipment and test specimens. 
 
Special and Additional Testing 
 
In addition to the testing described in Specifications, the Engineer may require further testing to be carried out. 
Such special and additional testing shall be arranged by the Contractor under the direction of the Engineer. 
 
Staff for Materials testing 
 
The Contractor shall provide qualified laboratory engineers, technicians, assistants, labourers, etc. to carry out 
sampling and testing of materials in accordance with Specifications. Laboratory staff shall be subject to the 
approval of the Engineer and be available to assist the Engineer with  materials testing, as and when required. 
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TRANSPORT FOR THE ENGINEER 
 
General 
 
The Contractor shall provide and maintain road and river transport for the exclusive use of the Engineer, his 
representatives and representatives of the Employer. 
 
Items of Transport 
 
Road transport, which shall be used both on and off the Site, shall include saloon cars of 1200 cc capacity, double 
cab pick-ups, four wheel drive vehicles with a minimum of 6 seats and motor cycles of 125 cc capacity. 
 
River transport shall be motor boats of minimum length 5 m suitable for carrying out survey and inspection work 
and shall have covered deck areas to give protection from the sun and rain. No persons of either the Engineer’s or 
Contractor’s staff other than authorised boatmen shall be allowed to operate the boats. 
 
The Bill of Quantities indicates the requirements for road and river transport. When items of transport are out of 
use for repairs, servicing etc., equivalent substitutes shall be provided by the contractor. 
 
Items of transport and drivers or boatmen considered unsuitable by the Engineer shall be replaced. 
 
 
RELOCATION OF PUBLIC UTILITIES 
 
Description 
 
The Contractor shall be responsible for establishing the locations of all public utilities within the Site of the Works, 
and for their protection. 
 
Where the necessity for the permanent relocation of public utilities has been identified, details will be indicated 
on the Drawings. 
 
Should the Contractor consider that the temporary diversion of public utilities is necessary in order to carry out 
Contract works, he shall submit details of his proposals to the Engineer. 
 
Relocation works will normally be undertaken by the concerned authorities, with which the Contractor will be 
expected to liaise. The Contractor shall indicate relocation works in his Contract Programme. 
 
 
GENERAL CONTRAC TOR’S OBLIGATIONS 
 
Site Establishment, Maintenance and Demobilisation 
 
The Contractor is to allow for the provision, maintenance and removal at the end of the Contract of all offices, 
stores, covered workshops, canteens, toilet facilities etc. for his own use, required to execute the Works in 
accordance with the Contract Documents. In addition, the Contractor is to allow for complying with his obligations 
for safety, security and protection of the environment described in the Contract Documents. 
 
 
As-Built Drawings 
 
The Contractor shall furnish sets of as-built Drawings of the Works to the Engineer, showing the permanent 
works as actually constructed, within one month of completion of the Works. Included in the sets of as-built 
Drawings will be revisions of Tender Drawings and Drawings supplied to the Contractor during the Contract as 
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well as revisions of drawings supplied by the Contractor during the Contract. The As-built drawings submitted by 
the Contractor will be subject to the approval of the Engineer. For specific requirements for the As-built Drawings 
refer to Particular Specifications Clause -The Tender. 
 
 

2.1 EXCAVATION AND BACKFILL FOR STRUCTURES 
 

2.1.1 Description 
 

This work shall consist of excavation in any material for the foundation of 
structures, other than for pipe culverts, not otherwise provided for in the 
Specifications; constructing and removing cofferdams, sheeting; pumping, 
dewatering and bailing; backfilling of completed structures with suitable 
material and disposal of excavated material. Pipes and manholes shall be 
excavated and backfilled in accordance with Sections. 

 

Filling of areas above the natural ground level or above the limits of road 
excavation or channel excavation is described in Section 2.6. 

 

2.1.2 Materials 
 

2.1.2.1 Foundation Fill Material 
 

Material for foundation fill shall consist of suitably graded sand to one of the 
grading envelopes, gravel or stone as shown on the Drawings or as required by 
the Engineer, or concrete. Concrete for foundation fill shall conform to the 
general requirements of Section 5.1. Concrete to be placed under water shall 
conform to the requirements of Section 5.1.3.14. Concrete used as foundation 
fill in dry excavation shall be class 15. 

 

2.1.2.2 Backfill Material 
 

Backfill materials below top level of pile caps shall consist of sand with not 
more than 10% of material passing the 75 micron sieve, if not otherwise 
directed by the Engineer or stated on the Drawings. 

 

Backfill above top level of pile caps but outside embankment and road areas 
shall be excavated material if suitable and approved by the Engineer. 

 

2.1.3 Construction Methods 
 

2.1.3.1 Clearing 
 

Prior to starting excavation operations in any area, all necessary clearing and 
grubbing shall have been performed. 
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2.1.3.2 Excavation 

A) General 
 

The Contractor shall notify the Engineer sufficiently in advance of the 
beginning of any excavation so that cross section elevations and measurements 
may be taken of the undisturbed ground. The natural ground adjacent to the 
structure shall not be disturbed without permission of the Engineer. 

 

Trenches and foundation pits for structures and structure footings shall be 
excavated to the lines, grades and elevations shown on the Drawings or as 
directed by the Engineer. The elevations of the bottoms of footings shown on 
the Drawings are approximate only and the Engineer may order in writing such 
changes in the dimensions or elevations of footings as may be deemed 
necessary to secure a satisfactory foundation. 

 

Boulders, logs and other objectionable material encountered in excavation shall 
be removed. After each excavation is complete the Contractor shall notify the 
Engineer to that effect and no footings, bedding material or structure shall be 
placed until the 
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Engineer has approved the depth of excavation and the character of the 
foundation material. 

 

The foundation material shall be cleared of all loose material and cut to a firm 
surface, either level or stepped or serrated, as specified or shown on the 
Drawings or directed by the Engineer. 

 

B) Foundation Directly on the Ground 
 

When the footing is to rest on the ground and not on piles, special care shall be 
taken not to disturb the bottom of the excavation, and excavation to final grade 
shall be deferred until just before the footing is to be placed. When, in the 
opinion of the Engineer, the foundation material is soft or otherwise unsuitable, 
the Contractor shall remove the unsuitable material and insert foundation fill 
material or concrete as specified or shown on the Drawings or directed by the 
Engineer. If foundation fill material is required, it shall be placed and 
compacted in layers not more than 150 mm thick to the degree of compaction 
as specified in Section 2.6. 

 

C) Foundation on Piles 
 

When the ground between piles is too soft to support green foundation 
concrete, the Contractor shall submit his proposals for a bottom form to the 
Engineer for his approval. Extra excavation and foundation fill or concrete fill 
in such cases will not be paid for separately. 

 

If the bottom form is achieved by such strengthening of the ground, the 
Contractor shall, if requested, submit calculations showing that the pile cap will 
not be harmed during hardening due to differential settlements between the 
piles and the strengthened ground. 

 

2.1.3.3 Disposal of Excavated Material 

Excavated material classified as suitable by the Engineer shall generally be 
utilised as backfill or embankment fill. Surplus suitable material shall be 
stockpiled on Site as described in Section 2.2.3.4 of these Specifications. 
Excavated suitable material for use as backfill shall be deposited by the 
Contractor in spoil heaps at points convenient for re-handling of the material 
during the backfilling operation and approved by the Engineer. 

 

Excavated material classified as unsuitable as backfill by the Engineer shall be 
carried to waste as described in Section 2.2.3.3 of these Specifications. 

 

Excavated material shall be deposited in such places and in such a manner as 
not to cause damage to roads, services or property either within or outside the 
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right-of-way and so as to cause no impediment to the drainage of the site or 
surrounding area. The location of spoil heaps shall be subject to the approval of 
the Engineer who may require that the reference lines and the traverse lines of 
any part of the structure be kept free of obstruction. 

 

2.1.3.4 Cofferdams 

A) The term “cofferdam” denotes any temporary or removable structure, 
constructed to hold the surrounding earth, water or both, out of the 
excavation, whether such structure is constructed of earth, timber, steel, 
concrete or any combination of these. The term includes earth dikes, timber 
cribs, sheet piling, removable steel shells and all bracing; and it shall be 
understood to include excavation enclosed by pumping wells and well 
points. 

 

The cost of cofferdams is always to be included in the tender rates/prices 
for the permanent work. 
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B) The term “caisson” denotes a permanent part of the substructure so 
constructed as to sink gradually into place as material is excavated within 
the area protected by its side walls. Where the term “well” is used it shall be 
taken to have the same meaning as “caisson”. 

 

C) When no provision for caissons is shown on the Drawings, it shall be the 
intent of the Contract that suitable cofferdams shall be provided for all 
excavations where cofferdams may be necessary in order to control water 
to preclude sliding and caving of the walls of the excavation. 

 

D) The Contractor shall submit upon request, drawings showing his proposed 
method of cofferdam and caisson construction. Approval of the drawings by 
the Engineer will not in any way relieve the Contractor of the responsibility 
for the adequacy of the design for strength and stability or for the safety of 
the people working therein. 

 

E) The interior dimensions of cofferdams shall be such as to give sufficient 
clearance for the construction and removal of any required forms and the 
inspection of the interior and to permit pumping. 

 

F) If possible, cofferdams shall be so designed that no cross bracing shall be left 
in place. If this is not possible, bracings left in place shall be of structural 
steel. The end of such structural members that would be exposed when the 
structure is completed shall be boxed back at least 50 mm behind the 
concrete face. The resulting holes shall be completely filled with concrete. 

 

G) In general, sheet piling cofferdams shall extend well below the bottom of the 
footing and shall be well braced and as watertight as possible. 

 

H) When foundation piles are to be driven inside a cofferdam and it is judged 
impossible to de-water the cofferdam before placing a concrete seal, the 
excavation may be extended below the designed level to a depth sufficient 
to allow for swell of the material during pile driving operations. Any 
material that rises to a level above the design level shall be removed. 

 

I) Where it is possible to de-water the cofferdam, the foundation material shall 
be removed to exact grade after the foundation piles are driven. 

 

J) Backfilling in a foundation to compensate for excavation, which has been 
extended below the required grade, shall be at the expense of the Contractor. 
Backfilling shall be with concrete or foundation fill material as indicated on 
the Drawings, or as directed by the Engineer. 

 

If no material is indicated, backfilling shall be concrete of the same kind as 
required for the structure to be constructed in the excavation. Unless 
otherwise permitted no excavation shall be made outside of caissons or 
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cribs or cofferdams or sheet piling and the natural streambed adjacent to 
the structure shall not be disturbed without permission from the Engineer. 

If any excavation or dredging is made at the site of the structure before 
caissons, cribs, or cofferdams are in place, the Contractor shall after the 
foundation is in place, backfill all such excavation to the original ground 
surface or stream bed with material satisfactory to the Engineer. 

 

Material deposited within the stream area from foundations or other 
excavations or from the filling of cofferdams shall be removed and the 
stream area freed from obstruction. 

 

K) Caissons and cofferdams, which have tilted or moved laterally during 
construction, shall be corrected as necessary at the expense of the 
Contractor. 
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L) Unless otherwise provided cofferdams shall be removed after the 
completion of the sub-structure. The removal shall be effected in such a 
manner as not to disturb or mar the finished work. The Engineer may order 
the Contractor to leave any part or the whole of the cofferdam in place. 

 

M) When conditions which, in the opinion of the Engineer, render it impossible 
to de-water the foundation before placing the footing are encountered, the 
Engineer may require the construction of a concrete foundation or seal of 
such dimensions as he may consider necessary, and of such thickness as to 
resist any possible uplift. The concrete for such seal shall be placed as 
shown on the Drawings or required by the Engineer. The foundation shall 
then be de-watered and the footing placed. When weighted cribs are used 
and the weight is used to overcome partially the hydrostatic pressure acting 
against the bottom of the foundation seal, special anchorages such as dowels 
or keys shall be provided to transfer the entire weight of the crib to the 
foundation seal. When a foundation seal is placed under water the cofferdam 
shall be vented at low water as directed. 

 

Cofferdams shall be constructed so as to protect newly cast concrete from 
sudden rising of the water and to prevent damage to the foundation by 
erosion. 

 

2.1.3.5 Pumping and Bailing 
 

Pumping and bailing from the interior of any foundation enclosure shall be 
done in such a manner as to preclude the possibility of the movement of water 
through or alongside any concrete being placed. No pumping or bailing will be 
permitted during the placing of concrete and for a period of a least 24 hours 
thereafter unless it is done from a suitable pump separated from the concrete 
work by a watertight wall or from well points. 

 

Excavations shall be as dry as possible prior to and during placing concrete. 
Placing concrete under water will only be permitted if indicated on the 
Drawings or approved by the Engineer. 

 

2.1.3.6 Backfilling 
 

All spaces excavated under these Specifications and not occupied by the 
permanent structure shall be backfilled. Backfilled material shall fully comply 
with this Specification and adequate provision shall be made for drainage. No 
backfilling shall commence until permission has been given by the Engineer. 

 

Backfill under top level of pile caps shall always be made with compacted sand 
fill free from chemical contamination. Over top level of the pile cap but outside 
embankment and road areas, the backfill shall be excavated material if suitable 
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and free from chemical contamination, and approved by the Engineer. If the 
excavated material is not suitable, the Engineer may order sand filling. 

 

Backfill within the embankment and road areas shall be made in accordance with Section 

2.2 of these Specifications. 
 

Special care shall be taken to prevent any unduly high pressure against the 
structures. In placing backfill and embankment, the material shall be placed 
insofar as possible to approximately the same height on both sides of the 
structure at the same time. If conditions require backfilling appreciably higher 
on one side, the additional material on the higher side shall not be placed until 
permission is given by the Engineer that the structure has enough strength to 
withstand any pressure created. 

 

Jetting of fill or other hydraulic methods involving, or likely to involve, liquid or 
semi-liquid pressure is prohibited. Backfill and embankment fill shall not be 
placed behind the walls of bridges or box culverts until the top slab has been 
placed for at least three days. 
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The placing of embankment and the benching of slopes shall continue in such a 
manner that at all times there will be a horizontal berm of thoroughly 
compacted material for a distance at least equal to the height of the abutment 
or wall to be backfilled. 

 

2.5.4 Measurement 
 

The volume of excavation and backfill shall be measured in cubic metres of 
excavated undisturbed material. 

 

The quantity of excavation for structures to be measured for payment shall 
include excavation for all structures except pipe culverts, which will be in 
accordance with Section 

6.2. The measured volume shall be the excavation plan outline, bounded on the 
bottom by the plane of the underside of the brick flat soling to the blinding 
concrete under the reinforced concrete footing and on the top by the surface of 
the existing ground and on the sides by vertical planes of the footings. 

 

Backfilling with previously excavated material shall not be measured or paid 
for separately but shall be deemed included in the rate for excavation. 

 

Backfill with concrete or sand where directed by the Engineer including 
concrete seals shall be measured separately as the volume within the plan 
outline and top and bottom surfaces. Concrete or sand placed to backfill 
excavation beyond the excavation required will not be measured for payment. 
The plan outline referred to is the excavation plan outline as defined above. 

 

If sand fill is ordered over top level of pile cap, the fill shall be the specified 
filling volume measured on the Drawings up to profiles agreed upon in writing 
by the Engineer. 

 

In the case of structures for which a lump sum price is called for, the volume of 
excavation as stated above for the work as shown on the Contract Drawings, 
shall be subtracted from the volume measured as above, and the price to be 
paid or deducted shall be based on the measured increase or reduction of the 
excavation shown on the Drawings. 

 

Removal of slides, cave-ins, silting or filling shall not be measured nor paid for. 

 

2.5.5 Payment 
 

This work measured as provided in Section 2.5.4 shall be paid for at the 
Contract unit prices per cubic metre for each particular item. The payment 
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shall be full compensation for all excavation, stockpiling, backfilling and 
disposal including compaction; constructing and removing all cofferdams; all 
dewatering, pumping and bailing; and for furnishing all materials, labour, 
equipment, tools, sheeting, bracing, cofferdams, pumps, and incidentals 
necessary to complete the work. 

 

Should it be necessary, in the opinion of the Engineer, to lower the footings to 
an elevation below the level shown on the Drawings, payment for the 
“Excavation and Backfill for Structures” required below plan level down to and 
including an elevation 1.5 metres below plan level for any individual footing 
will be made at a unit price equal to 115% of the Contract unit tender price. 
Payment for the excavation from an elevation greater than 1.5 metres below 
plan level down to and including an elevation 3 metres below plan level will be 
made at a unit price equal to 125% of the Contract unit tender price for 
“Excavation and Backfill for Structures”. No additional extra compensation will 
be allowed for any required cofferdam adjustments made necessary by such 
lowering of footings. 

 

In case where the extra depth required for any footing or footings exceeds 3 
metres, a supplementary agreement shall be made covering the quantities 
removed from depths in excess of 3 metres below plan grade. 

 
Payment for backfilling shall be included in the pay item for “Excavation and Backfill for Structures” except for 
sand backfill and concrete backfill. These backfill types shall be measured as provided in Section 2.5.4 and paid for 
at the concerned Contract unit prices, but no compensation in the pay item “Excavation and Backfill for 
Structures” shall be made for less backfilling with excavated material or more surplus to waste. 
 
All payment for the backfilling and compaction of those areas which were removed, as structural excavation shall 
be included in the appropriate unit rates below. Filling or backfilling of areas above the natural ground level or 
above the limits of road excavation or channel excavation section shall be paid for under Section 2.6. 
 
Cofferdams for structures without excavation, for example for pile caps over water shall be deemed to be included 
in the unit prices for the concerned pile cap. 
 
Pay items shall be: 
 
 Excavation and Backfill for Structures Cubic Metre 
 
5.1 CONCRETE FOR STRUCTURES 
 
5.1.1 Description 
 
This work shall consist of the construction of all or portions of structures of Portland cement concrete, of the 
required grades and types, with or without reinforcement, prestressed reinforcement and with or without 
admixture, in accordance with these Specifications and to the lines, levels, grades and dimensions shown on the 
Drawings and required by the Engineer. 
 
Portland cement concrete shall consist of a mixture of Portland cement, water and coarse and fine aggregate with 
or without admixture. 
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5.1.2 Materials 
 
5.1.2.1 Specifications for Materials 
 
A) Cement 
 
Cement shall conform to the requirements of AASHTO Standard Specification M 85 type 1, normal Portland 
cement, unless other types are indicated on the Drawings or specified by the Engineer. 
 
Cement shall be sampled and tested in accordance with STP Sections. 
 
Bagged or bulk cement which has partially set or which contains lumps of caked cement shall be rejected. The use 
of cement reclaimed from discarded or used bags shall not be permitted. 
 
B) Water 
 
The water used in mixing and curing concrete shall be tested by methods described in AASHTO Test Method T 26. 
All water shall be clean and free from salt, oil, acid, vegetable or other substance injurious to the finished product. 
The use of river water will be subject to the approval of the Engineer. Such approvals may be withdrawn from 
time to time depending on the condition of the river. 
 
C) Admixtures 
 
Admixtures or any other additions shall not be used except with the written approval of the Engineer. 
 
Admixtures, if specified or permitted, shall fully conform to the requirements of AASHTO Standard Specification M 
194-74. 
 
D) Coarse Aggregate 
 
Coarse aggregate for all types of concrete with the exception of blinding concrete shall consist of hard durable 
crushed or broken rock and generally conform to the requirements of AASHTO Standard Specification M 80. 
Coarse aggregate shall be clean, free from dust and other deleterious material. 
 
The amounts of deleterious substances shall not exceed the following limits: 
 
1) Soft fragments; 2% by mass 
 
2) Clay lumps; 0.25% by mass 
3) Material Passing the 0.075 mm sieve; 0.50% by mass if clay,1.50% by mass if fracture dust 
 
In addition, coarse aggregates shall comply with the following: 
 
1) Thin or elongated pieces; Flakiness Index less than 30 
 
2) The aggregate crushing value shall be less than 30% and the ten percent fines value shall be greater than 
150 kN. 
 
The grading of coarse aggregate of Nominal maximum size 20 mm shall conform to Table 5.1-1 below. The 
grading of 40 mm maximum size coarse aggregate shall be in accordance with AASHTO Standard Specification M 
80. 
 
Table 5.1-1 
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Grading Requirements for 20 mm Nominal 
Maximum Size Coarse Aggregate 

Sieve Size (mm) % Passing by Weight 

25 100 

20.0 90 - 100 

12.5 20 - 55 

10.0 5 - 20 

5.0 0 - 5 

2.4 - 

1.2 - 

 
In heavily reinforced structures with difficult casting conditions smaller size aggregates may be used if approved 
by the Engineer. 
 
E) Fine Aggregate 
 
Fine aggregate shall consist of natural sand and fine aggregates from different sources of supply shall not be 
mixed or stored in the same pile. 
 
The amounts of deleterious substance when tested in shall not exceed the following limits: 
 
1) Friable Particles; 0.5% by mass 
 
2) Coal and Lignite; 0.5% by mass 
 
3) Material passing the 0.075 mm sieve; 3.0% by mass 
 
4) Any other deleterious materials shall not cause a strength reduction of the concrete of more than 5% in 
relation to the strength of concrete free of the concerned deleterious material. 
 
The grading shall normally be in accordance with Table 5.1-2. In the event that it is not possible to obtain regular 
supplies of sand conforming to this grading, the Engineer may approve the adoption of a grading conforming to 
the requirements of table 4 with additional limits of either C or M of BS 882: 1992. However, any additional costs 
resulting from changes in aggregate proportions or additional cement contents required to achieve the specified 
strengths, when using these alternative gradings, shall be borne by the Contractor and shall not be reimbursed. 
Table 5.1-2 

Grading Requirements for Fine Aggregate 

Sieve Size (mm) % Passing by Weight 

10.0 100 

5.0 95 – 100 

1.2 45 – 80 

0.30 10 – 30 

0.15 2 – 10 

 
 
5.1.2.2 Testing of Materials 
 
A) Cement 
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Cement shall be in accordance with AASHTO M 85. The Contractor must provide the Engineer with 
manufacturer’s certificates indicating compliance. 
 
Cement shall be sampled and tested for fineness, setting time and strength in accordance with STP 8.1, STP 8.2 
and STP 8.3, respectively, at the Contractor’s expense. The Contractor shall notify the Engineer of delivery dates 
so that there will be sufficient time for sampling the cement, either at the mill or upon delivery. If this is not done, 
the Contractor may be required to re-handle the cement in the store for the purpose of obtaining the required 
samples. 
 
Sampling shall normally be instructed by the Engineer for every batch of cement prior to this cement being 
incorporated in the Works. 
 
B) Water 
 
The water proposed by the Contractor to be used in mixing or curing concrete shall be tested by methods 
described in AASHTO Test Method T 26. 
 
In sampling water for testing, care shall be taken that the containers are clean and that samples are representative. 
 
When comparative tests are made with a water of known satisfactory quality, any indication of unsoundness, 
marked change in time of setting, or a reduction of more than 10 percent in mortar strength, shall be sufficient 
cause for rejection of the water under test. 
 
The water shall be tested at a recognised laboratory approved by the Engineer. The test result shall be signed by 
the laboratory. The water shall be tested before commencement of work or if the source is changed or at any time 
required by the Engineer. All testing shall be carried out at the Contractor’s expense. 
 
C) Admixtures 
 
The Contractor shall submit specifications and samples of any admixtures or additives that he proposes to use to 
the Engineer at least 28 days before the commencement of construction or manufacture of the particular 
structure on which he intends to use such admixtures. 
 
Any tests the Engineer may require on concrete mixes on account of the Contractor’s proposal to use additives 
shall be carried out at the expense of the Contractor. 
  
 
D) Aggregates 
 
1) Selection and Approval 
 
From the aggregate materials proposed by the Contractor, samples shall be selected according to STP Section 2.4 
and in the presence of the Engineer. The samples shall be tested at the site laboratory or at an approved testing 
laboratory for conformance with Section 5.1.2.1 of these Specifications. 
 
2) Quality Control 
 
The quality control of the aggregate shall be as directed by Engineer. Gradings shall normally be checked daily. 
 
Moisture contents of fine aggregate shall be determined daily and at any time when a change in moisture content 
is expected. 
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If the Contractor proposes to change the source of aggregate, the Engineer shall be informed in advance and in no 
case less than 3 weeks before the new aggregate shall be used. 
 
5.1.2.3 Composition of Concrete 
 
A) Classes of Concrete 
Concrete with cement type 1 for incorporation in the Works shall be of the classes indicated on the Drawings and 
shall comply with Table 5.1-3. 
 
Table 5.1-3 
 

 

 
Concrete 

Class 

Concrete Characteristic Strength 

(N/mm2 @ 28 days) 

Nominal Maximum 

Size of Coarse 

Aggregate 
(mm) 

Minimum 
Cement 
Content 
(Kg/m3) 

Cylinder (150 
x 300 mm) 

Cube 
(150 mm) 

7 7 9 40 180 

   20 210 

10 10 13 40 210 

   20 240 

15 15 19 40 250 

   20 280 

20 20 25 40 300 

   20 320 

25 25 31 40 340 

   20 360 

30 30 37 40 370 

   20 400 

35 35 44 40 400 

   20 430 

40 40 50 40 400 

   20 430 

 
 
 
 
B) Proportioning 
 
When designing the concrete mix, the Contractor shall consider the following conditions: 
 
1) Strength 
 
The class of the concrete is to be as shown on the Drawings. The class is the specified characteristic cylinder 
strength at 28 days. Concrete mixes shall be designed to comply with Specifications Section 5.1.2.4. 
 
2) Water/Cement Ratio 
 
The ratio of free water to cement when using saturated surface dry aggregate shall be as low as possible and not 
exceed 0.50 by weight for all concrete, except for blinding concrete where it shall not exceed 0.6, unless approved 
by the Engineer. 
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For concrete in barriers, edge beams and bridge decks directly exposed to traffic or concrete in pile caps or 
abutments in contact with the ground, the water cement ratio shall not exceed 0.40, unless approved by the 
Engineer. 
 
3) Minimum Cement Content 
 
As indicated for the respective class in Table 5.1-2 
 
4) Minimum Filler Content 
 
Filler content (fine aggregate less than 0.25 mm and cement) shall not be less than as follows (except for mass 
concrete). 
 
 
5) Coarse Aggregate 
 
The maximum size of coarse aggregate will generally be stated on the Drawings; either 40 mm or 20 mm, in 
accordance with Table 5.1-1. Grading and quality is to comply with the requirements of Section 5.1.2.1(D). 
 
6) Fine Aggregate 
 
The grading and quality is to comply with the requirements of Section 5.1.2.1. 
 
7) Workability 
 
The concrete shall be of suitable workability to obtain full compaction. Slumps measured in accordance with STP 
9.1 shall not exceed 75 mm unless otherwise indicated on the Drawings or approved by the Engineer. 
 
C) Trial Mixes 
 
After the Contractor has received approval for the cement and aggregate to be used, he shall prepare trial mixes 
with concrete of designed proportions to prove and establish workability, strength, water cement/ratio, surface 
criteria etc. Methods of transporting fresh concrete and the compaction equipment shall be considered. The trial 
mixes shall be made and compacted in the presence of the Engineer, using the same type of plant and equipment 
as will be used for the Works. 
 
From each trial mix, cylinders or cubes shall be made and tested in accordance with Section 5.1.2.4. 
  
 
From the same mix as that from which the test specimens are made, the workability of the concrete shall be 
determined by the slump test in accordance with STP 9.1. The remainder of the mix shall be cast in a wooden 
mould and compacted. After 24 hours the sides of the mould shall be struck and the surface examined in order to 
satisfy the Engineer that an acceptable surface can be obtained with the mix. 
 
The trial mix proportions should be approved if the required strength is obtained from tests carried out in 
accordance with Section 5.1.2.4 and the consistency and surface is to the satisfaction of the Engineer. 
 
When a mix has been approved, no variations shall be made in the mix proportions, or in the type, size, grading 
zone or source, of any of the constituents without the consent of the Engineer, who may require further trial 
mixes to be made before any such variations are approved. 
 
Until the results of trial mixes for a particular class have been approved by the Engineer, no concrete of the 
relevant class shall be placed in the Works. 
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When the Contractor intends to purchase factory-made precast concrete units, trial mixes may be dispensed with 
provided that evidence is given to satisfy the Engineer that the factory regularly produces concrete which 
complies with the Specifications. The evidence shall include details of mix proportions, water/cement ratios, 
slump tests and strengths obtained at 28 days. 
 
5.1.2.4 Control of Concrete Quality 
 
A) General 
 
The Contractor shall assume the full responsibility for the quality of the concrete conforming to these 
Specifications and this responsibility shall not be relieved by the testing carried out and approved by the Engineer. 
 
The Contractor shall thus at his own discretion establish additional testing procedures as necessary. 
 
B) Control of Concrete Production 
 
1) Materials 
 
Materials used shall be tested in accordance with Section 5.1.2.2. 
 
2) Plant and Equipment 
 
Batching plants will be tested by the Contractor in a manor approved by the Engineer before any major concrete 
casting and at any other time if requested by the Engineer. 
 
3) Fresh Concrete 
 
The frequency of slump tests shall be as directed by the Engineer, with at least one test per 25 m³ of concrete. 
 
C) Control of Strength 
 
1) Sampling and Testing 
 
Cube tests may be substituted for cylinder tests if acceptable to both the Engineer and the Contractor. If cube tests 
are adopted, the concrete characteristic strengths shall be as shown in Table 5.1-2. All other requirements of the 
Specifications shall equally apply to cubes or cylinders. 
  
 
The Contractor shall take samples of the concrete for testing. The number, frequency and location shall be decided 
by the Engineer. A minimum of 3 concrete cubes/cylinders should be taken for each day’s casting, or for every 15 
m³ of concrete cast in large pours. The slump of concrete samples shall be measured. 
 
The procedures for sampling and making cubes/cylinders and testing them shall be as described. 
 
2) Strength Requirement 
 
The results of the testing shall conform to the strength requirements according to British standard BS5400: Part 7, 
as given below, or to any mathematically correct statistical test for each casting section. 
 
D) General 
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The characteristic strength of concrete is the 28 days strength below which not more than 5% of the test results 
may be expected to fall. 
 
E) Target Mean Strength 
 
The concrete mix should be designed to have a mean strength greater than the required characteristic strength by 
at least the current margin. 
 
The current margin for each particular type of concrete mix shall be determined; it may be taken as having the 
smaller of the values given by (1) or (2) below. 
 
1) 1.64 times the standard deviation of tests on at least 100 separate batches of concrete of nominally similar 
proportions of similar materials and produced over a period not exceeding 12 months by the same plant under 
similar supervision. 
 
2) 1.64 times the standard deviation of tests on at least 40 separate batches of concrete of nominally similar 
proportions of similar materials and produced over a period exceeding 5 days but not exceeding 6 months by the 
same plant under similar supervision. 
 
Where there are insufficient data to satisfy (1) or (2) above, the margin for the initial mix design should be taken 
as two-thirds of the characteristic strength for concrete. This margin should be used as the current margin only 
until sufficient data are available to satisfy (1) or (2) above. However, when the required characteristic strength 
approaches the maximum possible strength of concrete made with a particular aggregate, a smaller margin may 
be permitted by the Engineer for the initial mix design. 
 
 
F) Testing Plan 
 
Each cube shall be made from a single sample taken from randomly selected batches of concrete. 
 
Compliance with the specified characteristic strength may be assumed if: 
 
1) The average strength determined from any group of four consecutive test cubes exceeds the specified 
characteristic strength by not less than 0.5 times the current margin, and 
 
2) Each individual test result is greater than 85% of the specified characteristic strength. 
  
 
The current margin should be taken to be two-thirds of the specified characteristic strength for concrete, unless 
as mentioned above a smaller margin has been established to the satisfaction of the Engineer. 
 
If only one cube result fails to meet the second requirement then that result may be considered to represent only 
the particular batch of concrete from which that cube was taken provided the average strength of the group 
satisfies the first requirement. 
 
If more than one cube in a group fails to meet the second requirement or if the average strength of any group of 
four consecutive test cubes fails to meet the first requirement then all the concrete in all the batches represented 
by all such cubes shall be deemed not to comply with the strength requirements. For the purposes of this sub-
Section, the batches of concrete represented by a group of four consecutive test cubes shall include the batches 
from which samples were taken to make the first and the last cubes in the group of four, together with all the 
intervening batches. 
 
G) Action to be Taken in the Event of Non-Compliance with the Testing Plan 
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When the average strength of four consecutive test cubes fails to meet the first requirement in (F), above, the mix 
proportions of subsequent batches of concrete should be modified to increase the strength. 
 
The action to be taken in respect of the concrete which is represented by the test-cubes which fail to meet either 
of the requirements (or not by correct statistical proof can be verified to have the required strength) shall be 
determined by the Engineer. This may range from qualified acceptance in less severe cases, to rejection and 
removal in the most severe cases. 
 
The Engineer may also require the Contractor at his own expenses to prove statistically the strength, by boring 
out cores and testing them according to a programme approved by the Engineer. The age of the concrete and 
degree of hardening at the time of the new testing shall be considered. The equivalent cylinder/cube strength 
shall comply the minimum characteristic strength or as decided by the Engineer. 
 
H) Control of Hardening 
 
If the Contractor wants to remove forms and scaffolding earlier than specified herein, extra test specimens shall 
be cast by the Contractor in accordance with the instruction of the Engineer. These specimens shall be tested the 
day before removal of the form. On the basis of the test results the Engineer shall take the final decision on the 
time for the removal of forms. 
 
For prestressed concrete, extra test specimens shall be cast by the Contractor in accordance with the instructions 
of the Engineer, to determine the time for tensioning the tendons. On the basis of the test results, the Engineer 
shall decide upon the time for prestressing the concrete. 
  
 
5.1.3 Construction Methods 
 
5.1.3.1 General 
 
The Contractor shall in due time and as soon as possible present and discuss his construction methods and work 
programme with the Engineer and shall obtain his approval before commencement of any work. 
 
The Contractor shall maintain an adequate number of trained and experienced supervisors and foremen at the 
Site to supervise and control the work. 
 
All construction, other than concrete, shall conform to the requirements prescribed in other Sections of the 
Specifications, for the particular items of work comprising the complete structure. 
 
5.1.3.2 Scaffolding and Formwork 
 
A) Scaffolding (Falsework) 
 
Details, plans and structural calculations for scaffolding shall be submitted by the Contractor to the Engineer for 
approval, but in no case shall the Engineer’s approval relieve the Contractor of his Contract responsibilities. All 
scaffolding shall be designed and constructed by the Contractor to provide the necessary rigidity and to support 
dead and live loads without deflection or deformation. The Engineer may require the Contractor to employ screw 
jacks or hardwood wedges to take up any settlement in scaffolding and formwork, either before or during the 
placing of concrete. 
 
Tests may be required by the Engineer of materials proposed by the Contractor for scaffolding. Test loadings of 
the completed scaffolding may also be required for the determination of flexibility and strength. All expenses 
associated with testing shall be borne by the Contractor. 
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Scaffolding which cannot be founded on a satisfactory footing shall be supported on piles, which shall be spaced, 
driven and removed in a manner approved by the Engineer. When the Contractor wishes to support scaffolding 
on existing structures, he shall submit his proposals in due time to the Engineer, in writing, including loads from 
the scaffolding. The Engineer will consider the proposals and respond in writing. 
 
Scaffolding shall be set to give the finished structure a camber, if indicated on the Drawings or specified by the 
Engineer. 
 
Scaffolding shall remain in place for periods which shall be determined by the Engineer. 
 
B) Formwork 
 
Formwork shall include all temporary or permanent moulds for forming the concrete. Formwork shall be of wood, 
metal or other approved materials and shall be built mortar tight and rigid enough to maintain the concrete in 
position during placing, compacting, setting and hardening. 
 
Formwork for exposed surfaces (“wrought form”) shall be made of dressed lumber of uniform thickness with or 
without a form liner of an approved type or shall be of metal sufficiently rigid in itself with no surface blemishes 
that will impair the quality of the concrete surface finish. No rusty or bent metal forms shall be used. Exposed 
concrete arrises shall be provide with formed chamfers, as indicated on the Drawings or instructed by the 
Engineer. 
 
Rough lumber may be used for surfaces that will not be exposed in the finished structure (“rough form”). 
  
 
All lumber shall be sound, free from warps and twists, sap, shakes, large or loose knots, wavy edge or other 
defects affecting the strength or appearance of the finished structure. 
 
All forms shall be set and maintained true to the line designated until the concrete is sufficiently hardened. Forms 
shall remain in place for periods, which shall be determined by the Engineer. When forms appear to be 
unsatisfactory in any way, either before or during the placing of concrete, the Engineer may order the work 
stopped until the defects are corrected. 
 
If requested, the Contractor shall submit to the Engineer working drawings of the forms and also, if requested, 
calculations to verify the rigidity and strength of the forms. 
 
The shape, strength, rigidity, watertightness and surface smoothness of reused formwork shall be maintained at 
all times. Any warped or bulged lumber must be re-sized before being reused. Formwork that is unsatisfactory in 
any respect shall not be reused. 
 
Metal ties or anchorages within the form shall be so constructed as to permit their removal to a depth of at least 
50 mm from the face without injury to the concrete. All fittings for metal ties shall be of such design that, upon 
their removal, the cavities which are left will be of the smallest possible size. The cavities shall be filled with 
cement mortar and the surface left sound, smooth, even and uniform in colour. 
 
Formwork shall be so constructed that easy cleaning out of any extraneous material inside the formwork can be 
achieved without disturbing formwork already checked and approved by the Engineer. 
 
Formwork shall be treated with approved non-staining oil or saturated with water, to facilitate formwork 
removal. The Engineer may require trials to be carried out before approval is given for the use of a particular type 
of oil, to ascertain that the oil proposed by the Contractor does not discolour or injure the finished concrete face in 
any way. 
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Before placing any concrete, all shavings, loose binding wires, soil, rubbish and all foreign matter shall be 
removed from the formwork and the formwork shall be carefully and thoroughly washed with water. If not 
indicated otherwise, the following tolerances of the finished concrete structures shall apply: 
 
Foundations: horizontally + 30 mm; vertically + 20 mm 
 
Piers: Horizontally + 20 mm, vertically + 10 mm, inclination 1:400 Dimensions of other structural members: + 10 
mm, -5 mm 
Edge beams and parapets shall be made to such accuracy that no deviations from the correct alignment are visible. 
 
The cross sectional areas of the superstructure of bridges shall in no place deviate more than 3% from the 
theoretically correct cross sectional areas. 
 
Anchors for bearings, expansion joints, railings, etc. shall be placed within the tolerances indicated on the 
Drawings or specified by the Engineer. 
 
C) Blinding Concrete on Single Layer Brick Flat Soling 
 
A levelling layer of blinding concrete shall be provided as the permanent bottom form for all concrete structures 
that will directly bear on prepared soil, whether this blinding concrete is shown on the Drawings or not. The 
levelling layer of blinding concrete shall be of thickness not less than 75 mm and shall be constructed on single 
layer brick flat soling. 
 
D) Approval of Scaffolding and Formwork 
  
 
If plans and calculations of scaffolding and formwork are requested by the Engineer, no construction of such 
scaffolding and formwork shall take place before approval by the Engineer, in writing. Such approval shall not 
relieve the Contractor of his responsibilities under the Contract for the adequacy of scaffolding and formwork. 
 
The Engineer shall have reasonable time for his examination of the Contractor’s plans and calculations, especially 
if scaffolding is introducing temporary loading on new structures. The Contractor shall not be allowed extensions 
of Contract time due to awaiting such approval. 
 
The Engineer shall inspect all formwork and scaffolding and no concrete shall be placed until the Engineer’s 
approval has been given. Such approval shall not relieve the Contractor of any of his responsibilities under the 
Contract for the successful completion of the structure. 
 
5.1.3.3 Care and Storage of Concrete Materials 
 
A) Storage of Cement 
 
All cement shall be stored in suitable weatherproof buildings or silos which will protect the cement from 
dampness. These buildings or silos shall be placed in locations approved by the Engineer. Provisions for storage 
shall be ample, and the shipments of cement as received shall be separately stored in such manner as to provide 
easy access for the identification and inspection of each shipment. Storage buildings shall have a capacity for the 
storage of a sufficient quantity of cement to allow sampling at least 14 days before the cement is to be used. 
Cement shall meet the test requirements at any time and any cement stored for an elongated time shall be 
checked and tested before use regardless of whether it has previously been tested. 
 
B) Storage of Aggregates 
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Aggregates shall be so stored as to prevent the inclusion of foreign material. Aggregates shall not be placed upon 
the finished roadbed. Aggregates of different sizes and kinds shall be placed in different stockpiles. Stockpiles of 
blended coarse aggregates shall be built up in successive horizontal layers not more than 1 metre thick. Each layer 
shall be completed before the next is started. Should segregation occur, the aggregates shall be recombined to 
conform to the grading requirements. 
 
Washed aggregates and aggregates produced or manipulated by methods which involve the use of water shall be 
allowed to drain at least 12 hours before use. 
 
5.1.3.4 Preparations Before Casting 
 
Before any major casting, the Contractor shall prepare a complete “casting programme” describing staff and 
labour, consumption of materials, plant, tools and equipment, reserves of materials, standby plant and equipment, 
proposed means of handling and placing the concrete, quality controls etc. 
 
No concrete shall be mixed and placed until the Contractor’s casting programme has been approved in writing by 
the Engineer. 
 
Equipment and tools necessary for handling materials and performing the work, and satisfactory to the Engineer 
as to design, capacity, and mechanical condition, shall be at the site of the work before casting is started. 
 
If any equipment is not maintained in full working order, or if the equipment as used by the Contractor proves 
inadequate to obtain the result prescribed, such equipment shall be repaired or other suitable equipment 
substituted or added at the discretion of the Engineer. 
  
 
5.1.3.5 Measuring Materials 
 
All material in the mix shall be proportioned by weight or volume, subject to the approval of the Engineer. 
 
When volume batching is proposed by the Contractor, the exact proportions must be converted from trial mix 
weights to volumes, from bulk densities determined in the laboratory. Written approval from the Engineer is 
required. 
 
5.1.3.6 Mixing Concrete 
 
A) General 
 
All concrete shall be mixed in batch mixers, either at the site of construction, at a central plant, or in transit. Each 
mixer shall have attached to it in a prominent place, a manufacturer’s plate showing the capacity of the drum in 
terms of mixed concrete and the speed of rotation of the mixing drum. 
 
B) Mixers at Local Site of Construction 
 
Mixers at local sites shall be approved drum-type capable of combining the aggregate, cement, and water into a 
thoroughly mixed and uniform mass within the specified mixing period and of discharging the mixture without 
segregation. The mixer shall be equipped with a suitable charging hopper, water storage and a water measuring 
device, accurate within 1%. Controls shall be so arranged that the water can be applied only while the mixer is 
being charged. Suitable equipment for discharging the concrete shall be provided. The mixer shall be cleaned at 
suitable intervals. The pickup and throw-over blades in the drum shall be replaced when they have lost 10% of 
their depth. 
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The mixer shall be operated at a drum speed of between 15 and 20 revolutions per minute. The batched materials 
shall be so charged into the drum that a portion of the water shall enter in advance of the cement and aggregates 
and the water shall continue to flow into the drum for a minimum time of 5 seconds after all the cement and 
aggregates are in the drum. Mixing time shall be measured from the time all materials except water are in the 
drum and shall, in the case of mixers having a capacity of 1 cubic metre or less, not be less than 50 seconds nor 
more than 70 seconds. In the case of dual drum mixers, the mixing time shall not include transfer time. The 
contents of an individual mixer drum shall be removed before a succeeding batch is emptied therein. Any concrete 
mixed less than the specified minimum time shall be discarded and disposed of by the Contractor at his own 
expense. 
 
The volume of concrete mixed per batch shall not exceed the mixer’s nominal capacity in cubic feet or cubic 
metres as shown on the manufacturer’s guaranteed capacity standard rating plate on the mixer; except that an 
overload up to 20% of the mixers nominal capacity may be permitted provided concrete test data for strength, 
segregation and uniform consistency are satisfactory, and provided no spillage of concrete takes place. 
 
Retempering concrete by adding water or by other means shall not be permitted. Concrete which is not of the 
required consistency at the time of placement shall not be used and shall be discarded and disposed of by the 
Contractor at his own expense. 
  
 
C) Central Plant Mixers 
 
These mixers shall be of approved drum type capable of combining the aggregate, cement and water into a 
thoroughly mixed and uniform mass within the specified mixing period and of discharging the mixture without 
segregation. Central plant mixers shall be equipped with an acceptable timing device that will not permit the 
batch to be discharged until the specified mixing time has elapsed. The water system for a central mixer shall be 
either a calibrated measuring tank or a meter and shall not necessarily be an integral part of the mixer. 
 
The mixers shall be cleaned at suitable intervals. They shall be examined daily for changes in interior condition. 
The pick up and throw-over blades in the drum shall be replaced when they have lost 10% of their depth. 
 
In addition to the requirements for mixers at local sites detailed above, central plant mixers which have a capacity 
of between 2 and 5 cubic metres, or greater than 5 cubic metres, should have a minimum mixing time of 90 and 
120 seconds respectively, provided tests indicate that the concrete produced is equivalent in strength and 
uniformity to that attained as stated in the preceding paragraphs. 
 
Mixed concrete shall be transported from the central mixing plant to the site of work in agitator trucks or, upon 
written permission of the Engineer, in non-agitator trucks. Delivery of concrete shall be so regulated that placing 
is at a continuous rate unless delayed by the placing operations. The intervals between delivery of batches shall 
not be so great as to allow the concrete in place to harden partially, and in no case shall such an interval exceed 30 
minutes. 
 
D) Agitator Trucks 
 
Unless otherwise permitted in writing by the Engineer, agitator trucks shall have watertight revolving drums 
suitably mounted and shall be capable of transporting and discharging the concrete without segregation. The 
agitating speed of the drum shall not be less than two or more than six revolutions per minute. The volume of 
mixed concrete permitted in the drum shall not exceed the manufacturer’s rating nor exceed 80% the gross 
volume of the drum. 
 
Upon approval by the Engineer, open-top, revolving-blade truck mixers may be used in lieu of agitating trucks for 
transportation of central plant mixed concrete. 
 



 

Bid Document_BEZA WD-1212 125 

Gross volume of agitator bodies expressed in cubic feet or cubic metres shall be supplied by the mixer 
manufacturer. The interval between introduction of water into the mixer drum and final discharge of the concrete 
from the agitator shall not exceed 45 minutes. During this interval the mix shall be agitated continuously. 
 
E) Non-Agitator Trucks 
 
Bodies of non-agitating equipment shall be smooth, water-tight metal containers equipped with gates that will 
permit control of the discharge of the concrete. Covers shall be provided when needed for protection against the 
weather. 
 
The non-agitating equipment shall permit delivery of the concrete to the site of the work in a thoroughly mixed 
and uniform mass with a satisfactory degree of discharge. 
 
Uniformity shall be satisfactory if samples from the one-quarter and three quarter points of the load do not differ 
by more than 30 mm in slump. Discharge of concrete shall be completed within 30 minutes after the introduction 
of the mixing water to the cement and aggregate. 
  
 
F) Truck or Transit Mixers 
 
These shall be equipped with electrically actuated counters by which the number of revolutions of the drum or 
blades may readily be verified and the counters shall be actuated at the commencement of mixing operations at 
designated mixing speeds. The mixer when loaded shall not be filled to more than 60% of the drum gross volume. 
The mixer shall be capable of combining the ingredients of the concrete into a thoroughly mixed and uniform 
mass and of discharging the concrete with a satisfactory degree of uniformity. 
 
Except when intended for use exclusively as agitators, truck mixers shall be provided with a water measuring 
device to measure accurately the quantity of water for each batch. The delivered amount of water shall be within 
plus or minus 1% of the indicated amount. 
 
Truck mixers may be used for complete mixing at the batch plant and as truck agitators for delivery of concrete to 
job sites, or they may be used for complete mixing of the concrete at the job site. They shall either be a closed 
watertight revolving drum or an open top revolving blade or paddle type. 
 
The amount of mixing shall be designated in number of revolutions of the mixer drum. When a truck mixer is used 
for complete mixing, each batch of concrete shall be mixed for between 70 and 100 revolutions of the drum or 
blades at the rate of rotation designated by the manufacturer of the equipment as the “mixing speed”. Such 
designation shall appear on a metal plate attached to the mixer. If the batch is at least 0.5 cubic metres less than 
guaranteed capacity, the number of revolutions at mixing speed may be reduced to not less than 50. Mixing in 
excess of 100 revolutions shall be at the agitating speed. All materials, including the mixing water, shall be in the 
mixer drum before actuating the revolution counter which will indicate the number of revolutions of the drum or 
blades. 
 
When wash water (flush water) is used as a portion of the mixing water for the succeeding batch, it shall be 
accurately measured and taken into account in determining the amount of additional mixing water required. 
When wash water is carried on the truck mixer, it shall be carried in a compartment separate from the one used 
for carrying or measuring the mixing water. The Engineer will specify the amount of wash or flush water, when 
permitted, any may specify a “dry” drum if wash water is used without measurement or without supervision. 
 
When a truck is used for complete mixing at the batch plant, mixing operations shall begin within 30 minutes after 
the cement has been added to the aggregate. After mixing, the truck mixer shall be used as an agitator, when 
transporting concrete, at the speed designated by the manufacturer of the equipment as agitating speed. Concrete 
discharge shall be completed within 45 minutes after the addition of the cement to the aggregates. Each batch of 
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concrete delivered at the job site shall be accompanied by a time slip issued at the batching plant, bearing the time 
of departure therefrom. When the truck mixer is used for the complete mixing of the concrete at the job site, the 
mixing operation shall begin within 30 minutes after the cement has been added to the aggregates. 
 
The rate of discharge of the plastic concrete from the mixer drum shall be controlled by the speed of rotation of 
the drum in the discharge direction with the discharge gate fully open. 
 
5.1.3.7 Handling and Placing Concrete 
 
The temperature of concrete at the time of placing shall not exceed 35oC. 
 
In preparation for the placing of concrete all sawdust, chips and other construction debris and extraneous matter 
shall be removed from the interior of forms. Struts, stays and braces, serving temporarily to hold the forms in 
correct shape and alignment, pending the placing of concrete at their locations, shall be removed when the 
concrete placing has 
  
reached an elevation rendering their service unnecessary. These temporary members shall be entirely removed 
from the forms and not buried in the concrete. 
 
Concrete must reach its final position in the forms within 20 minutes of the completion of mixing, or as directed 
by the Engineer. 
 
Concrete shall be placed so as to avoid segregation of the materials and the displacement of the reinforcement. 
The use of long troughs, chutes and pipes for conveying concrete from the mixer to the forms shall be permitted 
only on written authorisation of the Engineer. In case an inferior quality of concrete is produced by the use of 
such conveyors, the Engineer may order discontinuance of their use and the institution of a satisfactory method of 
placing. 
 
Open troughs and chutes shall be of metal or metal lined. Where long steep slopes are required, the chutes shall 
be equipped with baffles or be in short lengths that reverse the direction of movement. 
 
All chutes, troughs and pipes shall be kept clean and free from coatings of hardened concrete by thoroughly 
flushing with water after each run. Water used for flushing shall be discharged clear of the structure. 
 
When placing operations would involve dropping the concrete more than 1.5 m, it shall be deposited through 
sheet metal or other approved pipes. As far as practicable, the pipes shall be kept full of concrete during placing 
and their lower ends shall be kept buried in the newly placed concrete. After initial set of the concrete, the forms 
shall not be jarred and no strain shall be placed on the ends of reinforcement bars which project. 
 
Concrete, during and immediately after depositing, shall be thoroughly compacted. The compaction shall be done 
by mechanical vibration subject of the following provisions: 
 
1) The vibration shall be internal unless special authorisation of other methods is given by the Engineer or as 
provided herein. 
 
2) Vibrators shall be of a type and design approved by the Engineer. They shall be capable of transmitting 
vibration to the concrete at frequencies of not less than 4,500 impulses per minute. 
 
3) The intensity of vibration shall be such as to visibly affect a mass of concrete of 20 mm slump over a 
radius of at least 450 mm. 
 
4) The Contractor shall provide a sufficient number of vibrators to properly compact each batch immediately 
after it is placed in the forms. 



 

Bid Document_BEZA WD-1212 127 

 
5) Vibrators shall be manipulated to thoroughly work the concrete around the reinforcement and embedded 
fixtures, and into the corners and angles of the forms. 
 
Vibration shall be applied at the point of deposit and in the area of freshly deposited concrete. The vibrators shall 
be inserted and withdrawn from the concrete slowly. The vibration shall be of sufficient duration and intensity to 
thoroughly compact the concrete, but shall not be continued so as to cause segregation. Vibration shall not be 
continued at any one point to the extent that localised areas of grout are formed. 
 
Application of vibrators shall be at points uniformly spaced and not further apart than twice the radius over 
which the vibration is visibly effective. 
 
6) Vibration shall not be applied directly or through the reinforcement to sections or layers of concrete 
which have hardened to the degree that the concrete ceases to be plastic under vibration. It shall not be used to 
make concrete flow in the forms over distances so great as to cause segregation, and vibrators shall not be used to 
transport concrete in the forms. 
  
7) Vibration shall be supplemented by such spading as is necessary to ensure smooth surfaces and dense 
concrete along form surfaces and in corners and locations impossible to reach with the vibrators. 
 
8) The provisions of this Section shall also apply to precast piling, concrete cribbing and other precast 
members except that, if approved by the Engineer, the manufacturer’s methods of vibration may be used. 
 
Concrete shall be placed in horizontal layers not more than 600 mm thick except as hereinafter provided. When 
less than a complete layer is placed in one operation, it shall be terminated in a vertical bulkhead. Each layer shall 
be placed and compacted before the preceding batch has taken initial set to prevent injury to the green concrete 
and avoid surfaces of separation between the batches. Each layer shall be compacted so as to avoid the formation 
of a construction joint with a preceding layer which has not taken initial set. 
 
When the placing of concrete is temporarily discontinued, the concrete, after becoming firm enough to retain its 
form, shall be cleaned of laitance and other objectionable material to a sufficient depth to expose sound concrete. 
To avoid visible joints as far as possible upon exposed faces, the top surface of the concrete adjacent to the forms 
shall be smoothed with a trowel. Where a “feather edge” might be produced at a construction joint, as in the 
sloped top surface of a wing wall, an inset form shall be used to produce a blocked out portion in the preceding 
layer which shall produce an edge thickness of not less than 150 mm in the succeeding layer. Work shall not be 
discontinued within 450 mm of the top of any face, unless provision has been made for a coping less then 450 mm 
thick, in which case, if permitted by the Engineer, a construction joint may be made at the under side of the coping. 
 
Immediately following the discontinuance of placing concrete all accumulations of mortar splashed upon the 
reinforcement steel and the surfaces of forms shall be removed. Dried mortar chips and dust shall not be puddled 
into the unset concrete. If the accumulations are not removed prior to the concrete becoming set, care shall be 
exercised not to injure or break the concrete-steel bond at and near the surface of the concrete, while cleaning the 
reinforcement steel. 
 
For simple spans, concrete shall preferably be deposited by beginning at the centre of the span and working from 
the centre toward the ends. Concrete in girders shall be deposited uniformly for the full length of the girder and 
brought up evenly in horizontal layers. For continuous spans, the concrete placing sequence shall be as shown on 
the plans or agreed on by the Engineer. 
 
Concrete in slab and girder haunches less than 1.0 metre in height shall be placed at the same time as that in the 
girder stem. 
 
Concrete in slab spans shall be placed in one continuous operation for each span unless otherwise provided. 
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Concrete in T-beam or deck girder spans may be placed in one continuous operation if permitted by the Engineer. 
 
Concrete in columns and pier shafts shall be placed in one continuous operation, unless otherwise directed. 
 
Unless otherwise permitted by the Engineer, no concrete shall be placed in the superstructure until the column 
forms have been stripped sufficiently to determine the character of the concrete in the columns. The load of the 
superstructure shall not be applied to the supporting structures until they have been in place at least 14 days, 
unless otherwise permitted by the Engineer. 
 
Pneumatic placing of concrete shall be permitted only if authorised by the Engineer. The equipment shall be so 
arranged that vibration does not damage freshly placed concrete. 
  
 
Where concrete is conveyed and placed by pneumatic means the equipment shall be suitable in kind and adequate 
in capacity for the work. The machine shall be located as close as practicable to the place of deposit. The position 
of the discharge end of the line shall not be more than 3 metres from the point of deposit. The discharge lines shall 
be horizontal or inclined upwards from the machine. At the conclusion of placement the entire equipment shall be 
thoroughly cleaned. 
 
Placement of concrete by pumping shall be permitted only if authorised by the Engineer. The equipment shall be 
so arranged that vibrations do not damage freshly placed concrete. Where concrete is conveyed and placed by 
mechanically applied pressure, the equipment shall be suitable in kind and adequate in capacity for the work. The 
operation of the pump shall be such that a continuous stream of concrete without air pockets is produced. When 
pumping is completed, the concrete remaining in the pipeline, if it is to be used, shall be ejected in such a manner 
that there is not contamination of the concrete or separation of the ingredients. After this operation, the entire 
equipment shall be thoroughly cleaned. 
 
5.1.3.8 Perforations and Embedment of Special Devices 
 
The Contractor is responsible for determining in advance of making any concrete pours, all requirements for 
perforation of concrete sections or embedment therein of special devices of other trades, such as conduits, pipes, 
weep holes, drainage pipes, fastenings, etc. Any concrete poured without prior provision having been made, shall 
be subject to correction at the Contractor’s expense. 
 
Special devices to be embedded: 
 
• Expansion joints 
• Drain outlets including fixing bolts for down pipes 
• Bolts and inserts for sign posts 
• Bolts and inserts for various purposes regarding inspection and maintenance as directed by the Engineer 
 
Other devices not mentioned above shall be shown on the Drawings, or directed by the Engineer. The inserts and 
fittings should conform to Sections 5.9 and 5.10 of this Specification. 
 
5.1.3.9 Finishing Concrete Surfaces 
 
One of the following types of finishing shall be applied to concrete surfaces: Type A - Concrete Decks 
Immediately after placing concrete, concrete decks shall be struck off using templates to provide proper crowns 
and shall be finished smooth to the correct levels. Finish shall be slightly but uniformly roughened by brushing. 
The finished surface shall not vary more then 10 mm from a 3 metre straight edge placed in any direction on the 
roadway. Deviation from the grade line shall not be more than + 30 mm in any 20 metre length. 
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Type B - Kerb and Sidewalk Surface 
 
Exposed faces of kerbs and sidewalks shall be finished to true lines and grades. The kerb surface shall be wood 
floated to a smooth but not slippery finish. Sidewalk surfaces shall be slightly but uniformly roughened by 
brushing. 
 
Type C - Ordinary Finish 
 
An ordinary finish is defined as the finish left on a surface after the removal of the forms when all holes left by 
form ties have been filled, and any minor surface defects have been repaired. The surface shall be true and even, 
free from depressions or projections. 
 
The concrete in bridge seats, caps, and tops of walls shall be struck off with a straight edge and floated to true 
grade. Under no circumstances shall the use of mortar topping for concrete surfaces be permitted. 
 
Type D - Rubbed Finish 
 
After the removal of forms the rubbing of concrete shall be started as soon as its condition permits. Immediately 
before starting this work the concrete shall be kept thoroughly saturated with water for a minimum period of 
three hours. Sufficient time shall have elapsed before the wetting down to allow the mortar used in patching to 
have thoroughly set. A medium coarse carborundum stone shall be used for rubbing a small amount of mortar on 
the face. The mortar used shall be composed of cement and fine aggregate mixed in the same proportions as that 
used in the concrete being finished. Rubbing shall be continued until all form marks, projections, and 
irregularities have been removed, all voids filled, and a uniform surface has been obtained. The paste produced by 
this rubbing shall be left in place at this time. The final finish shall be obtained by rubbing with a fine 
carborundum stone and water until the entire surface is of a smooth texture and uniform colour. 
 
After the final rubbing has been completed and the surface has dried, burlap shall be used to remove loose 
powder. The final surface shall be free from unsound patches, paste, powder and objectionable marks. 
 
Type E - Bushhammer Finish 
 
Bushhammering shall be carried out by treating the surface with an approved heavy duty power hammer fitted 
with a multi-point tool which shall be operated over the surface to remove 5 to 6 mm of concrete paste and 
expose maximum areas of coarse aggregate. 
 
Aggregate left embedded shall not be fractured or loose. 25 mm wide bands at all corners and arrises shall be left 
as cast. The finish surface shall be even and of uniform appearance and shall be washed with water upon 
completion. 
 
Type F - Ribbed Finish 
 
Ribs shall be vertical and to the dimensions shown on the Drawings. The direction of the grain of the timber 
forming the ribs shall be vertical. 
 
5.1.3.10 Construction Joints 
 
A) General 
 
Construction joints shall be made only where located on the plans or shown in the pouring schedule, unless 
otherwise approved by the Engineer. 
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If not detailed on the plans, or in the case of emergency, construction joints shall be placed as directed by the 
Engineer. Shear keys or inclined reinforcement shall be used where necessary to transmit shear or bond the two 
sections together. 
 
B) Bonding 
 
Before depositing new concrete on or against concrete which has hardened, the forms shall be re-tightened. The 
surface of the hardened concrete shall be roughened as required by the Engineer, in a manner that does not leave 
loosened particles of aggregate or damaged concrete at the surface. It shall be thoroughly cleaned of foreign 
matter and laitance, and saturated with water. To ensure an excess of mortar at the juncture of the hardened and 
the newly deposited concrete, the cleaned and saturated surfaces, including vertical and inclined surfaces, shall 
first be thoroughly covered with a thin coating of mortar or neat cement grout against which the new concrete 
shall be placed before the grout has attained its initial set. 
 
The placing of concrete shall be carried continuously from joint to joint. The face edges of all joints which are 
exposed to view shall be carefully finished true to line and elevation. 
 
5.1.3.11 Curing Concrete 
 
All concrete surfaces shall be kept thoroughly wet for at least 7 days after placing. Bridge deck and sidewalk slabs 
shall be covered with wet hessian immediately after final finishing of the surface. This material shall remain in 
place for the full curing period or may be removed and replaced with sand when the concrete has hardened 
sufficiently to prevent marking. In both cases the materials shall be kept thoroughly wet for the entire curing 
period. All other surfaces if not protected by forms, shall be kept thoroughly wet, either by sprinkling or by the 
use of wet burlap until the end of the curing period. The wood forms are allowed to remain in place during the 
curing period, but they shall be kept moist at all times to prevent openings at joints. 
 
After a period of 7 days, the concrete shall be watered daily at certain intervals approved by the Engineer to avoid 
drying out of the surface. This shall take place during the following 2 weeks. The water used shall be the same as 
used in concrete mixes unless otherwise approved by the Engineer. 
 
Any proposal from the Contractor for the use of liquid membrane curing compound shall be subject to the 
approval of the Engineer. 
 
5.1.3.12 Removal of Scaffolding and Formwork 
 
Forms and scaffolding shall not be removed without the approval of the Engineer. The Engineer’s approval shall 
not relieve the Contractor of his Contract responsibilities. Any kentledge blocks and bracing shall be removed at 
the same time as the forms and in no case shall any portion of the wood forms be left in the concrete. 
 
Forms used on exposed vertical faces shall remain in place for periods which shall be determined by the Engineer 
and normally not less than 3 days. 
 
Supporting scaffolding and forms under slabs, beams and girders shall normally remain in place until the full 
required strength of the concrete has been obtained. If a shorter period is requested, this may be permitted by the 
Engineer. In such case, special test specimens (see Section 5.1.2.4) shall be cast to monitor the hardening. 
 
All structures shall be fully stripped before adjacent structures are cast. 
 
5.1.3.13 Repair of Concrete 
 
As soon as the form has been stripped, the Contractor shall advise the Engineer who shall inspect the concrete 
before any improvement of the surface takes place. 
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All wire or metal devices used for securing the formwork which project from or appear on the surface of the 
finished concrete shall be removed or cut back to at least a depth equal to the required reinforcement cover. All 
holes and pockets so formed shall be filled with cement mortar mixed in the same proportions as the fine 
aggregate to cement of the concrete mix used for that particular section of the structure, after the surface to be 
patched has been thoroughly cleaned and wetted to receive the patch. 
Excessive honeycombing shall be sufficient to cause rejection of portions of the structure containing this 
honeycombing. The Contractor, on receipt of written orders from the Engineer, shall remove and rebuild such 
portions of the structure at his own expense. 
 
Smaller honeycombing and other defects can be repaired if permitted by the Engineer. Structural, maintenance 
and aesthetical points of view shall be taken into consideration before such approval, if any, may be given. The 
method of repair shall be approved by the Engineer and an extension of period for a certain part of the 
performance bond may be required. 
 
5.1.3.14 Depositing Concrete under Water 
 
Concrete shall not be deposited in water except with the approval of the Engineer and under his immediate 
supervision; and in this case the method of placing shall be as defined in this Section. 
 
Concrete placed under water shall be carefully placed in a compact mass, in its final position, by means of a tremie 
tube and shall not be disturbed after being deposited. Special care must be exercised to maintain still water at the 
point of deposit. Concrete shall not be placed in running water. The method of depositing concrete shall be so 
regulated as to produce approximately horizontal surfaces. 
 
Concrete seals shall be placed in one continuous operation. When a tremie tube or pipe is used, it shall consist of a 
tube or pipe not less than 150 mm in diameter. All joints in the tube shall be watertight. The means of supporting 
the tremie tube shall be such as to permit free movement of the discharge end over the entire top of the concrete 
and to permit its being lowered rapidly when necessary to choke off or retard the flow. The tremie tube shall be 
filled by a method that prevents washing of the concrete. The discharge end shall be completely submerged in 
concrete at all times and the tremie tube shall be kept full. Concrete slump shall not be less than 150 mm. 
 
Dewatering shall proceed only when the concrete seal is considered strong enough to withstand any pressure to 
be exerted upon it. This time shall be decided by the Engineer. 
 
All laitance or other unsatisfactory material shall be removed from the exposed surface by scraping, jetting, 
chipping or other means, which do not injure the seal unduly. 
 
5.1.3.15 Factory Made Precast Concrete Elements 
 
Any supplier of precast concrete elements shall be approved in writing by the Engineer. Such approval can be 
withdrawn at any time. 
 
Concrete work in precast concrete elements shall fully conform with all relevant Sections of these Specifications. 
 
The supplier shall maintain laboratory facilities of the same standard as the site laboratory. 
 
Unless otherwise approved by the Engineer, precast concrete members shall not be moved from the casting 
position until the concrete has attained a compressive strength of 80% of the specified 28 day strength, nor 
transported until it has developed a strength of 90% of the specified 28 day strength. 
 
Extreme care shall be exercised in handling and moving precast concrete members. Precast girders and slabs shall 
be transported in an upright position. Shock shall be avoided and the points of support and directions of the 
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reactions with respect to the member shall be approximately the same during transportation and storage as when 
the member is in its final position. If the Contractor deems it expedient to transport or store precast units in other 
than this position, this shall be at the Contractor’s risk, after notifying the Engineer of his intention to do so. Any 
rejected unit shall be replaced at the Contractor’s expense by an acceptable unit. 
 
Proposed details on the handling and transportation of precast concrete members shall be submitted in writing 
by the Contractor, to the Engineer, for his approval. 
 
Each precast member is to be uniquely and permanently marked so as to show its type, date of casting and any 
other information required by the Engineer. 
 
5.1.3.16 Control of Heat in Structures 
 
In structures of major dimensions i.e., pile caps, etc. the heat deriving from the hardening of the concrete shall be 
controlled by the Contractor. Temperature gradients introducing risk of cracking shall not occur and the 
temperature shall not exceed 70oC. 
The Contractor shall submit timely proposals for avoiding excessive heat generation, such as the cooling of 
aggregates before mixing, to the Engineer for approval. 
 
5.1.3.17 Grouting of Ducts for Prestressing Tendons 
 
A) General 
 
The purpose of grouting is to provide permanent protection to the post-tensioning steel and to achieve bond 
between the prestressing steel and the concrete. 
 
The time of commencement of grouting shall be approved by the Engineer. The Contractor shall give timely notice 
of grouting to the Engineer. 
 
B) Definition of Terms 
 
1) Admixture. Any material added to the grout other than Portland cement and water. 
2) Duct. The hole or void provided in the concrete for the tendon used in post-tensioning, formed by 
sheathing. 
3) Grout. A mixture of cement and water with or without admixtures. 
4) Grout opening or vent. An inlet, outlet or vent in the duct for grout, water or air. 
 
C) Grout Openings or Vents 
 
All ducts shall have grout openings at both ends. For draped cables, all high points should have a grout vent except 
where cable curvature is small, such as in continuous slabs. All grout openings or vents shall include provisions 
for preventing grout leakage. 
 
D) Equipment 
 
1) The grouting equipment shall include a mixer capable of continuous mechanical mixing which will 
produce a grout free of lumps and undispersed cement. The equipment shall be able to pump the mixed grout in a 
manner which will comply with all provisions of the recommended practice. 
2) Accessory equipment which will achieve accurate solid and liquid measures shall be provided to batch all 
materials. 
3) The pump shall be a positive displacement type and be able to produce an outlet pressure of at least 10.5 
kg/cm². The pump should have seals adequate to prevent introduction of oil, air or other foreign substances into 
the grout and to prevent loss of grout or water. 
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4) A pressure gauge having a full scale reading of no greater than 21 kg/cm² shall be placed at some point in 
the grout line between the pump outlet and the duct inlet. 
 
5) The grouting equipment shall contain a screen having clear openings of 3.2 mm maximum size to screen 
the grout prior to its introduction into the grout pump. If a pump with a thixotropic additive is used, a screen 
opening of 4.8 mm is satisfactory. This screen shall be easily accessible for inspection and cleaning 
6) The grouting equipment shall utilise gravity feed to the pump inlet from a hopper attached to and directly 
over it. The hopper must be kept at least partially full of grout at all times during the pumping operation to 
prevent air from being drawn into the post-tensioning duct. 
 
7) Under normal conditions, the grouting equipment shall be capable of continuously grouting the largest 
tendon on the Works in no more than 20 minutes. 
 
E) Materials 
 
1) Portland Cement. 
Portland cement shall confirm to one of the following: Specifications for Portland cement - AASHTO M 85, type 1, 
2 or 3. 
Cement used for grouting shall be fresh and shall not contain any lumps or other indication of hydration or “pack 
set”. 
 
2) Water 
The water used in the grout shall be potable, clean and free of injurious quantities known to be harmful to 
Portland cement or prestressing steel. 
 
3) Admixtures 
Admixtures, if used, shall impart the properties of low water content, good flowability, minimum bleed and 
moderate expansion. Their formulation shall contain no chemicals in quantities that may have harmful effects on 
the prestressing steel or cement. Admixtures containing chlorides, fluorides, sulphites and nitrates shall not be 
used. 
Aluminium powder of the proper fineness and quantity or other approved gas evolving material which is well 
dispersed through the other admixture may be used to obtain 5 to 10 percent unrestrained expansion of the grout. 
All admixtures shall be approved by the Engineer and used in accordance with the instructions of the 
manufacturer. 
 
F) Mixing of Grout 
 
1) Water shall be added to the mixer first, followed by Portland cement and admixture, or as required by the 
admixture manufacturer. 
 
2) Mixing shall be of such duration as to obtain a uniform thoroughly blended grout, without excessive 
temperature increase or loss of expansive properties of the admixture. The grout shall be continuously agitated 
until it is pumped. 
 
3) Water shall not be added to increase grout flowability which has been decreased by delayed use of the 
grout. 
 
4) Proportions of materials shall be based on tests made on the grout before grouting is begun, or may be 
selected based on prior documented experience with similar materials and equipment and under comparable 
field conditions (weather, temperature, etc.). The water content shall be the minimum necessary for proper 
placement and when type 1 or 2 cement is used shall not exceed a water/cement ratio of 0.45. 
The water content required for type 3 cement shall be established for a particular brand based on tests. 
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The pumpability of the grout may be determined by the Engineer in accordance with the 
U.S. Corps of Engineers Method CRD-C79. When this method is used, the efflux time of the grout sample 
immediately after mixing shall not be less than 11 seconds. The flow cone test does not apply to grout which 
incorporates a thixotropic additive. 
 
Trial mixes shall be carried out on site with the selected constituents to demonstrate the physical properties of 
the grout. 
 
G) Grouting Preparation of duct: 
• Flushing of metal ducts shall be carried out, if considered necessary by the Engineer. 
 
• The pumping pressure at the tendon inlet shall not exceed the value which may develop cracking in 
surrounding concrete. 
 
• If the actual grouting pressure exceeds the maximum recommended pump pressure, grout may be 
injected at any vent which has been or is ready to be capped, as long as one-way flow of grout is maintained. If this 
procedure is used, then the vent, which is to be used for injection, shall be fitted with a positive shutoff. 
 
• When one-way flow of grout cannot be maintained as outlined above, the grout shall be immediately 
flushed out of the duct with water. 
 
Grout shall be pumped through the duct and continuously wasted at the outlet pipe until no visible slugs of water 
or air are ejected. To ensure that the tendon remains filled with grout, the outlet and/or inlet shall then be closed. 
Plugs, caps or valves thus required shall not be removed or opened until the grout has set. 
 
H) Temperature 
 
Grout shall not be above 35°C during mixing or pumping. If necessary the mixing water shall be cooled. 
 
5.1.3.18 Loading 
 
No superstructure load shall be placed upon finished bents, piers, or abutments until the Engineer so directs but 
in no case shall any load of any kind be placed until the concrete has completed curing. 
 
The Contractor shall not place any temporary loads on deck slabs unless allowed by the Engineer in writing (see 
Section 5.1.3.2). Bridge deck slabs shall be opened to traffic only when so directed by the Engineer and generally 
not sooner than 28 days after the placing of the concrete has been completed. 
5.1.3.19 Backfill to Structures 
 
All spaces which have been excavated and the volumes of which are not occupied by the concrete structure shall 
be backfilled and compacted with acceptable material in accordance with the provisions of Section 2.5 as directed 
by the Engineer. 
 
5.1.3.20 Cleaning Up 
 
Upon completion of a structure and before final acceptance, the Contractor shall remove all forms and scaffolding 
etc. down to 0.5 metres below the finished ground line. Excavated, or useless materials, rubbish etc. shall be 
removed from the Site and the Site shall be left in a neat and tidy condition satisfactory to the Engineer. 
 
5.1.4 Measurement 
 
Concrete shall be measured by the number of cubic metres of class and maximum coarse aggregate size indicated 
on the Drawings complete in place and accepted by the Engineer. In computing quantities, the dimensions used 
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shall be those shown on the Drawings. No deduction from the measured quantity shall be made for drainage, 
pipes less than 300 mm in diameter, conduits, chamfers, reinforcement bars, prestressing tendons, expansion 
joints, water stops or pile heads embedded in concrete. 
 
Reinforcing and prestressing steel shall be measured for payment as described in Specifications Sections 5.2 and 
5.3. 
 
Formwork, scaffolding (falsework), construction joints and surface finishes shall not be measured separately but 
shall be deemed to be an integral part of the concrete items. 
 
Single layer brick flat soling under blinding concrete for concrete structures bearing directly on prepared soil 
shall be measured in m². The measured area will be the same as that of the base area of the concrete structure. 
 
5.1.5 Payment 
 
Concrete of the classes and maximum coarse aggregate sizes shown on the Drawings and measured as provided in 
Section 5.1.4 shall be paid for at the Contract unit prices per cubic metre. The Contractor’s rates shall include all 
trial mixes (as specified in Section 5.1.2.3), mixing, transporting, placing and compacting the concrete. The rates 
shall also include all concrete finishing, the supply, placing and building in of weep pipes or pipe sleeves, forming 
construction joints, forming holes or pockets not exceeding 0.15 m³ each. 
 
The Contractor’s rates shall be fully inclusive of the cost of all labour and materials in providing and erecting all 
formwork, falsework and centering and for their subsequent removal. 
 
Payment for precast units shall include all concrete, prestressing tendons, formwork, finishing, transport and 
erection and where applicable any bolts, bedding or other devices necessary to fix them in their permanent 
position. 
 
Payment for single layer brick flat soling shall include the supply of all required materials and all labour, 
equipment, tools and incidentals necessary to complete the work. 
Pay items shall be: 
 
   
 Concrete Class as Detailed on Drawings (Class10) cu metre 
Concrete Class - 25  (Foundation) cu metre 
  
 
5.2 REINFORCEMENT 
 
5.2.1 Description 
 
This work shall consist of furnishing and placing bars of the grade, type and size shown in accordance with these 
Specifications and in conformity with the requirements shown on the Drawings. 
 
5.2.2 Materials 
 
5.2.2.1 Bar Reinforcement 
 
All mild steel bars shall have a yield stress not less than 240 N/mm² and shall conform to ASTM A 615 or the 
latest such equivalent standard or specification in force that is considered by the Engineer to apply. 
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All high yield steel bars shall be deformed bars with a yield stress not less than 400 N/mm² and shall conform to 
ASTM A 615 or the latest such equivalent standard or specification in force that is considered by the Engineer to 
apply. 
 
The use of cold twisted bars is not permitted. Steel for all bars shall be produced by open hearth, basic oxygen or 
electric arc furnace methods, unless otherwise called for on the Drawings or in special provisions. 
 
5.2.2.2 Wire Mesh 
 
Wire mesh shall conform to the requirements of AASHTO Standard Specification M 55 - Welded Steel Wire Fabric 
for Concrete Reinforcement. 
 
5.2.2.3 Binding Wire 
 
Reinforcement binding wire shall be best black annealed mild steel wire, approximately 
1.6 mm in diameter. 
 
5.2.2.4 Bar Sizes 
 
AASHTO Standard Specifications refer to the Imperial measurement system. However, metric sizes of steel are 
shown on the Drawings and shall be used. 
 
5.2.2.5 Ordering Material 
 
The name of the proposed supplier (or names of proposed suppliers) of the reinforcement shall be submitted as 
soon as possible to the Engineer for his approval. The Contractor shall also submit all relevant data on the steel 
required by the Engineer, such as breaking strength, yield strength, characteristics on elongation, chemical 
composition etc. 
 
Copies of orders placed shall be submitted to the Engineer. 
 
Bar reinforcement shall be transported in standard bundles, tagged and marked in accordance with the Code of 
Standard Practice of the Concrete Reinforcing Steel Institute. 
 
No steel shall be delivered without a manufacturers certificate guaranteeing the yield stress, which shall be 
submitted to the Engineer. 
 
The steel shall be stored on Site and marked in a way that later enables identification of the steel corresponding to 
each certificate. 
 
5.2.2.6 Additional Tests 
The Contractor shall cut out steel samples as directed by the Engineer and these shall be tested according to the 
Engineer’s instructions by an approved Testing Institution. Expenses incurred in connection with cutting out, 
transporting and testing of the samples shall be paid for by the Contractor. In general, two samples shall be tested 
from each batch of a particular size of reinforcement delivered to the site. 
 
 
5.2.3 Construction Methods 
5.2.3.1 Protection and Storage 
 
Reinforcement for structures shall be handled and stored in a manner that will prevent bending out of the desired 
shape and any accumulation of dirt, oil and paint. When placed in the works it shall be free from dirt, oil, grease, 
paint, mill scale and loose or thick rust. 
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5.2.3.4 Cutting and Bending 
 
Bars shall be cut and bent cold to the dimensions indicated and with equipment and methods approved by the 
Engineer. 
 
Stirrups and tie bars shall be bent around a pin having a diameter not less than four times the minimum thickness 
of the bar. Bends for other bars, where full tension in the bar may occur, shall be made around a pin having a 
diameter not less than twenty times the bar diameter. Hooks shall conform to American Concrete Institute 
Standard Building Code Requirements for reinforced concrete ACI 318-83, or as shown on the Drawings. 
 
5.2.3.5 Placing, Supporting and Fastening 
 
All bar reinforcement shall be placed, supported and secured prior to any concreting operations. The 
reinforcement shall be checked and approved by the Engineer before pouring of concrete. 
 
Cover blocks required for ensuring that the reinforcement is correctly positioned shall be as small as possible, 
consistent with their purpose, of a shape and material acceptable to the Engineer, and designated so that they will 
not overturn when the concrete is placed. If made of concrete, the maximum size of aggregate shall be 6 mm and 
the mix proportion shall be one part of Portland cement to 2 parts of sand by weight. Wire shall be cast in the 
block for the purpose of tying it to the reinforcement. The wire must not be closer than 30 mm from the concrete 
surface. The use of small stones or wood blocks shall not be permitted. 
 
The reinforcement shall be held securely in place at the exact position and at the exact spacing as indicated on the 
Drawings by the use of wire ties at bar intersections, supports and cover blocks. Wire ties shall be securely tied 
and folded so that they do not project beyond the planes formed by the reinforcing bars. The adequacy of the 
supports and ties to secure the reinforcement properly shall be subject to the approval of the Engineer. 
 
5.2.3.6 Splicing 
 
Reinforcement shall be furnished in the lengths indicated on the Drawings. When the Contractor wishes to use 
more splices than are indicated and/or necessary, the Contractor shall furnish Working Drawings to the Engineer 
for approval in accordance with the guidelines provided on the Contract Drawings. If such additional splices are 
approved, the extra weight occasioned by such splices shall not be included in the measurement of reinforcement 
for payment. 
 
All splices for high yield deformed steel bars and mild steel plain steel bars shall have lap lengths as shown on the 
Drawings. Lap splices shall generally be located at points of minimum tension in bars. Except where otherwise 
shown on the Drawings lap splices shall be made with the bars placed in contact and securely wired together. 
Welding of reinforcing steel shall be done only if detailed on the Drawings or approved in writing by the Engineer. 
Before the Engineer may approve of such welding, the Contractor shall submit and test any samples as the 
Engineer may require and make due allowance for the time elapsing before results are available. 
 
5.2.3.7 Substitutions 
 
Substitutions of bars shall be permitted only with specific authorisation by the Engineer and at the expense of the 
Contractor. If bars are substituted they shall have a cross sectional area equivalent to the design area, or larger. If 
substitutions of bars are permitted, the Contractor shall produce working drawings and reinforcing detailing at 
his own expense and to the approval of the Engineer. 
 
5.2.4 Measurement 
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The quantity of reinforcement to be measured under this Section shall be the computed weight in tonnes of 
material used and accepted as shown on the Drawings provided that the quantity shall not include the 
reinforcement in any item of work for which the basis of payment includes the reinforcement. In computing the 
weight to be measured, the theoretical weights of bars of the cross section shown on the Drawings or authorised, 
shall be used. The weight shall be calculated based on a constant mass of 0.00785 kg/mm² per metre run. 
 
The computed weight shall not include the extra material incurred when bars larger than those specified are used, 
or the extra material necessary for splices when bars shorter than those specified are used with the permission of 
the Engineer, or the weight of any devices used to support or fasten the reinforcement in the correct position 
including any necessary chairs. 
 
However, payment shall be allowed for lap splices not shown when the bars are longer than 12 metres. Only one 
lap splice per every started 12 metres will be paid for. 
 
5.2.5 Payment 
 
This work measured as provided above, shall be paid for at the Contract unit price per metric tonne of 
reinforcement of the particular type. The payment shall be full compensation for furnishing and placing 
reinforcement of any size and for all labour, binding wire, equipment, tools and incidentals necessary to complete 
the work prescribed in this Section. 
 
Pay items shall be: 
 
High Yield Deformed Steel Reinforcing Bars Tonne 
 
 
 
 

6. Supply & Fitting Fixing of 30 watt LED Solar Street Light 
 

Supply & Fitting Fixing of 30 watt LED Solar Street Light complete fitting with Solar panel and unique optics and 
photometric design optimize the light distribution to comply with safety and road lighting standards in terms of 
luminance, uniformity, glare control etc. 
 
G.I. Pole:  

9.00M (30′) long GI pipe pole,   1st 6.00M (20′) long 150mm (6″) diameter, thickness 3.65mm & 2nd 3.00M 

(10′) long 100mm (4″) diameter, thickness 3.65mm with base plate 300mm×300mm×10mm size welded 

and Nut bolt at the bottom, two coat aluminium/desired colour painting. The pole will be installed as per drawing, 
refilling and RCC 0.3M ( 1′) Zebra colour above ground.  

 
Solar Panel:  
Max Power: 12V/150WP, Cell Type: Polycrystalline/Monocrystalline, Voltage at Maximum Power (Vmpp): 17.8V, 
Current at Maximum Power (Impp): 8.43A, Open Circuit Voltage (Voc):22.5A, Short Circuit Current (Isc): 9.36A, 
Cell Efficiency: 18.0%,  Junction Box Protection Class: IP 65, Power Tolerance: ± 10%, Lifespan: 25years. 
                         
Battery:  
AH Lithium iron phosphet battery, Battery Type: LifePO4, Capacity: 28Ah, Rated Working Voltage: 12.8V, 
Efficiency: 95%, Operating Temperature Range: -10°C   ̴ 70°C, Life Span: ˃8Years. 
 
Controller:  
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Type: MPPT, Capacity: 10A, Rated voltage: 11.0V-14.6V, Self-Consumption (Av.): ≤5mA, HVD: 17.0V×2/24V, 

Efficiency: 92%-95%, Lifespan: ˃10 Years, Protection: Load short circuit protection, Polarity reverse polarity 
protection, Reverse discharge protection.  
 
LED Light: (30W)                                                                                        
i) Lamp Efficiency   : >125.53Im/Watt 
ii) LED Type    : SMD 
iii) CRI     : >80 
iv) Input Voltage   : DC 12V 
v) Beam Angle    : 120° 
vi) LifeSpan    : ˃50000 Hours 
vii) Color Temperature  :  6000-6500K  
viii) Working Temperature  : -10°C  ̴70°C 
viiii) Lamp Fixture   : High Pressure Die casting Aluminum 
   Corrosion resistant alloy heat sink. 
x) Classification   : IP65 
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Section 8. Particular Specifications 

 
01.     The work must be carried out strictly in accordance with the specification and as per 
specifications of the items of work of the tender schedule, drawing, design (Which will be 
supplied by the Department) and also as per direction of the engineer-in-charge. The contractor 
shall remain fully responsible for the quality of work and finishing the same.  
  
02.     The rate quoted by the Contractor should include the cost of all materials and of all 
operations, which are connected with the items of work. In other words, the rates are meant for 
finished job in all respects and as per practice and convention followed by the Department. Cost 
of layout, dismantling, site cleaning, scaffolding, cleaning of mosses from bricks, washing 
dirt/clay from the materials, screening and washing the chips and shingles etc. Unrolling, 
straightening and removing rust from steel materials and cost of all local and other taxes, tolls 
and incidental charges, all taxes including VAT will be treated as having been included in the 
rates of the tender.  
  
03.    Name of work should be written fully over sealed cover in this regard of the Instruction to 
Tenderers (ITT) to be followed strictly.  
 
04.     All relevant documents supplied duly signed by the tenderer in every page and be binding 
upon the tenderer.  
 
05.     Before submitting the tender the tenderer should inspect the site of work thoroughly in 
consultation with concerned Executive Engineer, BEZA Monem Business District (Level-12), 111, 
Bir Uttam C.R. Dutta Road, Dhaka-1205. The contractors shall have to arrange necessary place 
for storing construction materials at his own arrangement near the construction site. No extra 
claim will be entertained for storing materials, any carriage of materials, cleaning the site, 
making roads, working space in site etc. under any circumstances.   
 
06.     All materials should be supplied by the Contractor. The Contractor's supplied materials 
must be of good quality and sample to be approved by the Engineer-in-charge before 
procurement.  
  
07.     If any portion of work found unspecified, that portion of work must be checked and 
verified by the Departmental staff before dismantling the same and the dismantled portion 
should be removed by the Contractor at his/ their own cost and no payment will be made for 
such work. In no circumstances the unspecified work will be entertained. 
  
08.     The quantities of the work may vary at the time of execution of work and some items may 
not be executed at all. For such work no claim will be entertained. No extension of time will be 
allowed for excess quantity of work done.  
  
09.     For misuse, damage or pilferage of materials supplied by the Department or supplied by 
the Contractor and if any accident of labourer's occurred the Contractor himself will be liable 
and no claim will be entertained. For misuse and pilferage of Government materials (if any) the 
cost will be recovered at double the issue rate.  
  
10.     Work program in bar chart and network diagram of the principal activities, including 
those on a critical path method and probable timing of the assignment of each item of work to 
be accomplished and submitted along with the tender by the Contractor/Firm. The program will 
have to be jointly signed by the contractor and Engineer-in-charge of the work before taking up 
the same. 
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 11.     If the contractor is unable to keep up the progress without justifying reason thereof, the 
contract will stand liable to be rescinded by the competent authority.  
  
12.     In case of dismantling any existing structure, measurement should be taken properly in 
the M.B in time for making any payment in due course.  
  
13.     The work may be done round the clock for which under any circumstances no extra claim 
will be entertained.  
  
14.     No claim from the Contractor shall be entertained if the work is not executed for any 
reason.  
  
15.    Running payment of work may be made. 
  

16.     The arrangement of water supply, sanitation, electrification, gas connection etc. If any 
required for the purpose of construction of work should be made by the contractors himself at 
his/ their own cost and risk. 
  
17.      All salvage i.e. dismantled materials of this work must be returned to this Department 
failing which the cost there of will be realized from the Contractor's bills as per current schedule 
of rates or present market rate whichever is higher. 
  

18.     The material will be tested from BUET/CUET/RUET/KUET/DUET or equivalent 
organization (as per selection from Project Manager) as and when required, by the Contractor 
for which no extra payment will be made by the Department.  
 
19.     The contractor shall have to arrange and bear the expenses of all kinds of tools and plants, 
which will be necessary for this work. 
  
20.     No claim for enhancement of rate of any item of the schedule will be entertained due to 
fluctuation of market rate for labours and of materials along with the period of execution of the 
works including extended time on genuine reasons.  
 

21.     Verbal instructions, whatsoever and from whomsoever will have no binding. All such 
instructions must be in writing from competent authority.  
  

22.     The contractor or his/ their representative will have to be available at site to receive 
instruction from the Departmental Staff and Engineer-in-charge in connection with the work.  
  
23.     The contractor shall have to follow the instructions of the Engineer-in-charge. No work 
should be carried out as per sweet will of the Contractor. 
 
24.     If the contractor makes delay to remove the rejected materials from the site, then and 
there, the Department shall remove the materials by engaging labourer’s or other agency and no 
claim will be entertained for the value of the materials and the cost involved for removal will be 
deducted from the Contractor's bill even from security deposit of fixed deposit.  
 
25.       No running bill or final bill be passed if the period of work thereof is not found to be 
covered by the time allowed in the tender agreement or by extension of time already allowed. 
 

26.       The Contractor shall have to bear the expenses of all kinds of test, which will be 
necessary time to time for this work for which no extra payment will be made by the 
Department. 
31.    All materials will be of high quality. Requisite test result should conform to the required. 
 

32. Shop drawing must be submitted by Contractor to Department and take approval before 
starting work. 
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Section 9. Drawings 
 
Notes on Drawings (Attached) : In Annex-1 
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Section 10.Environmental Management Plan (EMP) 
 

1. The Contractor shall carry out all mitigation and enhancement measures (including 
those related to mitigation of air/noise/water pollution; drainage/traffic congestion) as 
specified in the Environmental Management Plan (EMP) as below :  
 

Environmental 
Aspect 

Mitigation Measures Location Time Frame 

Mobilization & Site Clearance 

 
Removal of 
Vegetation 

Vegetation will be removed from the ROW 
before the commencement of Construction 
after obtaining necessary permissions  

ROW 

Before 
construction 
Starts and after 
centre line 
marking at site 

Dredging 
components, 
Dumpy level, 
Grader, Dozer 

Specifications of Dredging components, 
Dumpy level, Grader, Dozer, other 
Construction Vehicles, Equipment and 
Machinery to be procured will comply to the 
relevant Standards/ norms and with the 
requirements of the relevant current 
emission control legislations 

 
Prior to 
mobilisation 
at site 

Setting up of 
construction 
camps 

The construction camps will be located far  
away from habitations and sensitive 
locations  
The Contractor during the progress of work 
will provide, erect and maintain necessary 
(temporary) living accommodation and 
ancillary facilities for labour to standards  

All areas 
in vicinity 
of 
constructi
on 
campsite  

During 
Establishmen
t, Operation 
and 
Dismantling 
of Such 
Camps. 

Identification of 
debris dumping 
sites 

Location of debris dumping sites shall 
consider the following,  

• Shall not be located within designated 
forest areas. 

• dumping shall not impact natural 
drainage courses 

• Settlements are located at least 1 km 
away from the site. 

Througho
ut the 
corridor 

During 
mobilisation 
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CONSTRUCTION STAGE 

Land 

Soil Erosion 
and 
Sedimentation 
control 

Contractor should plan the activities so that 
no naked / loose earth surface is left out 
before the onset of monsoon, for minimising 
the soil erosion following preventive 
measures to be taken such as: 

• Top soil from borrow area, Debris disposal 
sites; borrow area, construction site to be 
protected / covered for soil erosion. 

• Along sections abutting water bodies, 
stone pitching needs to be carried out 

Throughou
t Project 
Corridor, 
Service 
roads and 
equipment 
storage 
sites, etc. 

Upon 
completion of 
construction 
activities at 
these sites. 

Contamination 
of soil 

• Vehicle / machinery and equipment 
operation, maintenance and refuelling 
shall be carried out in such a fashion that 
spillage of fuels and lubricants does not 
contaminate the ground. An “oil 
interceptor” will be provided for wash 
down and refuelling areas. 

• Fuel storage shall be in proper bunded 
areas. All spills and collected petroleum 
products shall be disposed off safely 
without causing any contamination 

• Plant to be set up 500 m away from 
surface water body. 

• Oil interceptor will be installed at 
construction site. 

• Septic tank will be constructed for safe 
disposal of waste. 

At fuel 
storage 
areas – 
usually at 
constructi
on camps, 
temporaril
y acquired 
site. 

During 
Construction. 

 
 
Material 
sources 

• Adequate safety precautions shall be 
ensured during transportation of quarry 
material from quarries to the construction 
site. Vehicles transporting the material 
shall be covered to prevent spillage. 
Operations to be undertaken by the as per 
the direction . 

 
During 
construction 

Disposal of 
Debris 

The disposal of debris shall be carried out 
only at sites identified for the purpose. All 
arrangement for transportation during 
construction including provision, 
maintenance, dismantling and clearing 
debris, where necessary will be considered 
incidental to the work and should be planned  

Sites 
identified 
by the 
contracto
r  

During 
Construction 

Air 

Dust 
Generation 

• Vehicles delivering materials should be 
covered to reduce spills and dust blowing 
off the load. 

• Clearing and grubbing to be done, just 
before the start of next activity on that site.  

• In laying sub-base, water spraying is 
needed to aid compaction of the material. 
After the compaction, water spraying 

Througho
ut Project 
Corridor, 
all access 
roads, 
temporari
ly 
acquired 

Beginning with 
& throughout 
construction 
until asphalting 
is completed 
and side slopes 
are covered. 
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should be carried out at regular intervals 
to limit the dust to below 

• Road surface should be cleaned with air 
compressor and vacuum cleaners prior to 
the construction works. Manual labour 
using brooms should be avoided, if used 
labour to be provided masks. 

• The Contractor shall take every precaution 
to reduce the level of dust emission from 
the hot mix plants and the batching plants . 

• Plants, machinery and equipment shall be 
so handled (including dismantling) as to 
minimise generation of dust. 

sites. 

Equipment 
Selection, 
Maintenance 
and Operation 

• All vehicles, equipment, crushers and 
machinery used for construction shall be 
regularly maintained to ensure that 
pollution emission levels comply with the 
relevant requirements. 

Througho
ut Project 
Corridor, 
all access 
roads, 
sites 
temporari
ly 
acquired 
and all 
borrow 
areas. 

During 
Construction. 

Pollution from 
Crusher 

•  

All 
Aggregate 
Crushing 
Plants. 

During 
Erection, 
Testing, 
Operation 
and 
Dismantling 
of Such 
plants. 

Water 

Loss of water 
bodies/ surface 
/ ground 

• No excavation from the bund of the water 
bodies. 

• No debris disposal near any water body. 

• Prior written permission from authorities 
is required for use of water for 
construction activity. 

• Construction labours to be restricted from 
polluting the source or misusing the 
source. 

• Labour camps will be located away from 
water bodies. 
 

Near all 
water 
bodies 

During 
construction 

Silting / 
sedimentation 

• Silt fencing shall be provided around water 
bodies to prevent runoff of  sediment from 
construction site 

•  

 
Throughout 
construction 
period 

Contamination 
of water 

• Construction close to water bodies shall be 
avoided  

All areas 
in 

Throughout 
construction 
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• Car washing / workshops near water 
bodies will be avoided. 

immediat
e vicinity 
campsite. 

period and 
during  
Operation and 
Dismantling of 
Camps. 

Noise 

Noise from 
Vehicles, Plants 
and Equipment 

• Noise standard at processing sites, eg. 
Aggregate crushing plants, batching plant, 
hot mix plant , any machinery will be 
strictly monitored to prevent exceeding of 
noise standards. 

• Workers in vicinity of loud noise, and 
workers working with or in crushing, 
compaction, concrete mixing operations 
shall wear earplugs and working time 
should be limited as a safety measure. 

• In construction sites within 150 m of 
sensitive receptors construction will be 
stopped from 20:00 to 06:00. 

• . 

Througho
ut Project 
Corridor, 
all access 
roads, 
sites 
temporari
ly 
acquired 
and all 
borrow 
areas. 

Throughout 
construction 

Noise from 
Blasting or Pre-
splitting 
Operations 

• Blasting shall be carried out during fixed 
hours (preferably during mid-day), All 
statutory laws, regulations, 
rules,pertaining to acquisition, transport, 
storage, handling and use of explosives 
shall be followed. 

•  

All 
Blasting 
and Pre-
splitting 
Sites. 

During 
Preparation, 
Operation 
and Closure 
of Such Sites. 

Flora & Fauna 

Socio – Economic Environment 

Accidents 

• The contractor will provide, and maintain 
barricades, including signs marking flats, 
lights and flagmen . 

• All Accidents shall be reported 
immediately and incident analysis, 
preventive measures shall be 
implemented. 

 
During 
Construction 

Road Safety And Construction Safety 

Construction 
Safety 

• Adequate precautions will be taken to 
prevent danger from electrical equipment. 

• No material or any of the sites will be so 
stacked or placed as to cause danger or 
inconvenience to any person or the public. 

• Fencing and lights shall be provided to 
protect the public. 

• All machines to be used in the construction 
will conform to the relevant Standards, 
will be free from defect, will be kept in 
good working order, will be regularly 
inspected and properly maintained. 

Entire 
Project 
site. 

During 
Construction 

Risk at 
Hazardous 
Activity 

• All workers employed on mixing asphaltic 
material, cement, lime mortars, concrete 
etc., will be provided with protective 

Entire 
Project 
site. 

During 
Construction 
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footwear and protective goggles. 

• Workers, who are engaged in welding 
works, would be provided with welder’s 
protective eye-shields. Stonebreakers will 
be provided with protective goggles and 
clothing and will be seated at sufficiently 
safe intervals. 

• . A register of all toxic chemicals delivered 
to the site shall be kept and maintained up 
to date. The register shall include the trade 
name, physical properties and 
characteristics, chemical ingredients, 
health and safety hazard information, safe 
handling and storage procedures, and 
emergency and first aid procedures for the 
product. 

Risk caused by 
Force’ Majure 

All reasonable precaution will be taken to 
prevent danger of the workers and the public 
from fire, flood, drowning, etc. All necessary 
steps will be taken for prompt first aid 
treatment of all injuries likely to be sustained 
during the course of work. 

Entire 
Project 
site 

During 
Construction 

Health and 
Safety 
Measures  

• At every workplace, a readily available 
first aid unit including an adequate supply 
of sterilised dressing material and 
appliances will be provided as per the 
Labour Act-2006.. 

• Adequate safety measures and PPE for 
workers during handling of materials at 
site will be taken up. 

Entire 
Project 
site. 

During 
Construction 

All 
constructi
on sites 

During 
construction 

Hygiene 

• Latrines shall be provided with septic tank. 
The effluents can be diverted for 
horticulture inside the camps. 

• The septic tank may be cleaned once in 6 
months and filter cleaned after a year. 

• All temporary accommodation must be 
constructed and maintained in such a 
fashion that uncontaminated water is 
available for drinking, cooking and 
washing. 

• Garbage bins must be provided in the 
camps and regularly emptied and the 
garbage disposed off in a hygienic manner. 

• Adequate health care is to be provided for 
the work force. Unless otherwise arranged 
for by the local sanitary authority, the local 
medical health or municipal authorities. 

• On completion of the works, all such 
temporary structures shall be cleared 
away, all rubbish burnt, septic tank and 
other disposal pits filled in and effectively 
sealed off and the outline site left clean and 

All 
Worker’s 
Camps 

During 
construction 
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tidy, at contractor’s expense. 

Clearing of 
Construction 
of Camps & 
Restoration 

Contractors shall prepare site restoration 
plans. The plans shall be implemented prior 
to demobilization. 
 
On completion of works, all temporary 
structures shall be cleared, all rubbish burnt, 
excreta or other disposal pits or trenches 
filled in and sealed and the site left clean and 
tidy, . 

All 
Workers’ 
Camps 

 

Resettlement and Social Management Framework of BEZA 

Abbreviated 
resettlement 
Plan of 
Mirsharai 

• After Payment of Compensation, 
contractor can start the construction 
activities.  

• Contractor will ensure employment from 
affected people as per their qualification 

• After relocation of affected houses 
Contractor can start the construction 

  

 
 
Temporary Works: 

1. The Contractor shall make sure that all equipment and safeguards required for the 
construction work such as temporary stair, ladder, ramp, scaffold, hoist, run away, 
barricade, chute, lift, etc. are substantially constructed and erected, so as not to create 
any unsafe situation for the workmen using them or the workmen and general public 
passing under, on or near them. 

 
Health and Safety: 

• The Contractor shall observe and maintain standards of Health and Safety towards all of 
his employees not less than those laid down by the national standards or statutory 
regulations. 

 
• Where appropriate, to prevent workers falling from heights, the Contractor shall make 

sure that every temporary floor openings shall either have railing of at least 900 mm 
height or shall be constantly attended; every floor hole shall be guarded by either a 
railing or a hinged cover, or constantly attended; every stairway floor opening shall be 
guarded by railing at least 900 mm high on the exposed sides; every ladder way floor 
opening or platform shall be guarded by a guard railing; every open sided floor or 
platform 1.2 m or more above adjacent ground level shall be guarded by a railing on all 
open sides. 

 
• The Contractor shall provide all appropriate protective clothing and equipment for the 

work to be done and ensure its proper use. Where required, safety nets, belts, harnesses 
and lines shall be provided by the contractor. The “safety directives for work 
equipment” and “safety directives for protective gears”, as specified in the Occupational 
Health and Safety Guidelines (attached) shall be followed. 

 
• The Contractor shall provide and maintain in prominent and well-marked positions all 

necessary first-aid equipment, medical supplies and other related facilities. A sufficient 
number of trained personnel will be required to be available at all times to render first 
aid. 
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• The Contractor must provide or ensure that appropriate safety and/or health signs are 
in place at their work sites where hazards cannot be avoided or reduced. 

 
• The Contractor shall report to the Engineer promptly and in writing particulars of any 

accident or unusual or unforeseen occurrences on the site, whether these are likely to 
affect progress of the work or not. 

 
 
 
 
 
Disposal and Pollution: 

• The Contractor shall not dispose any waste, rubbish or offensive matter in any place not 
approved by the Engineer or Statutory Authority having jurisdiction. The Contractor 
shall not discharge into any watercourse oil, solids, noxious or floating materials. 

 
• The Contractor shall take all reasonable precautions to keep public or private roads 

clean of any spillage or droppings from his vehicles or equipment. Any spillage or 
droppings which accrue shall be cleaned without delay to the satisfaction of the 
Engineer. 

 
The Contractor shall construct sanitary latrine or septic tank system or install portable cabin 
toilet for disposal of human waste in the site office and temporary labor sheds for workers/ 
employees; the Contractor shall provide waste bins/ cans for collection of solid waste at 
appropriate locations (as directed by the Engineer), and ensure proper transfer/ disposal of 
solid waste. 
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Streetlight No. X Y

0 346505.344441188 2514530.33110983

1 346485.926838871 2514553.4171142

2 346470.549098525 2514579.2724858

3 346455.224083826 2514604.93592677

4 346440.516926103 2514631.14398083

5 346431.33121221 2514649.94128923

6 346421.458000001 2514672.4231

7 346411.681373595 2514699.56700658

8 346402.0266 2514726.37260001

9 346381.286385917 2514758.59261039

10 346359.041747587 2514790.00820118

11 346339.914757689 2514813.11469983

12 346319.980205953 2514835.4097551

13 346300.548588511 2514858.28363508

14 346282.237857523 2514881.99965162

15 346263.682315872 2514905.67003875

16 346245.042900157 2514929.20573502

17 346226.336221546 2514952.60691531

18 346207.189339589 2514975.75496079

19 346188.26762594 2514999.04455552

20 346169.703642789 2515022.59860706

21 346150.900129825 2515045.93781458

22 346131.958783146 2515069.2990087

23 346113.538992954 2515092.81608717

24 346094.961221482 2515116.38858025

25 346080.95777205 2515133.02289095

26 346066.455371845 2515149.88168331

27 346052.609755737 2515164.43366643

28 346038.337450556 2515179.43410717

29 346018.364400626 2515186.99131222

30 345999.074309323 2515191.90611506

31 345978.0880699 2515196.54893225

32 345957.4614546 2515201.03144626

33 345940.887612926 2515204.59395679

34 345917.923493578 2515209.05791848

35 345888.356061085 2515214.01775793

36 345858.688765225 2515218.24595324

37 345828.896025806 2515221.75056879

38 345799.058061911 2515223.50067309

39 345769.098951202 2515224.92235967

40 345739.374984206 2515226.73182309

41 345706.827405862 2515230.46679388

42 345674.745259281 2515234.05839885

43 345654.399066393 2515232.28268294

44 345633.1334372 2515229.64292163

45 345612.900527122 2515226.93904979

46 345591.657482117 2515228.48358027

47 345574.363068129 2515237.65262892



Streetlight No. X Y

48 345560.315192554 2515252.58149057

49 345548.553071588 2515270.39544827

50 345539.496482254 2515288.98413987

51 345533.638045282 2515307.79085188

52 345527.404932258 2515325.6331521

53 345518.911044605 2515343.56225253

54 345510.522698552 2515361.46986263

55 345499.756424807 2515380.0328725

56 345484.092545209 2515405.27533045

57 345466.767937329 2515430.08269045

58 345449.384454883 2515454.49871695

59 345431.208796104 2515478.22398721

60 345413.424983312 2515502.37930327

61 345395.947294439 2515526.70041926

62 345378.731765727 2515551.24697845

63 345361.452910535 2515575.75581679

64 345343.063509877 2515599.11139811

65 345327.611602489 2515618.99664297

66 345312.782833375 2515636.7672897

67 345298.394149912 2515652.8559849

68 345277.53080212 2515666.15461573

69 345255.926867062 2515679.08180046

70 345230.244376727 2515694.24652035

71 345211.358501444 2515705.68705807

72 345195.932679842 2515720.14204639

73 345183.329489313 2515736.09789191

74 345171.567910418 2515752.24479762

75 345160.512287854 2515768.93014522

76 345148.562713505 2515791.91719593

77 345139.057957845 2515810.77919385

78 345125.334380373 2515837.5716837

79 345111.849990994 2515864.36066471

80 345099.070327126 2515891.45055194

81 345083.359574265 2515916.85856033

82 345067.62061037 2515942.63364666

83 345051.913999783 2515968.10651352

84 345036.256623682 2515993.73089249

85 345020.762433604 2516019.34331474

86 345005.840932419 2516045.27804841

87 344991.482688077 2516071.66467971

88 344978.236531866 2516098.7303187

89 344966.311082441 2516126.24778041

90 344953.497588168 2516153.35488539

91 344940.256141481 2516180.24049129

92 344926.781652449 2516207.05048766

93 344912.957129066 2516233.59994479

94 344899.142570006 2516260.23136677

95 344885.047323152 2516286.73870012



Streetlight No. X Y

96 344870.391611546 2516312.84664117

97 344856.217454759 2516339.33129467

98 344842.284557945 2516365.99747101

99 344828.04752615 2516392.26724029

100 344813.576557331 2516418.59962046

101 344799.868328396 2516445.35215766

102 344787.242813083 2516472.60367255

103 344774.944938658 2516499.83723034

104 344761.681752721 2516526.92150905

105 344748.624402294 2516553.78472697

106 344736.063003516 2516581.01368528

107 344723.638463039 2516608.47467664

108 344711.746503961 2516636.02626862

109 344699.547497314 2516663.33760036

110 344686.870883839 2516690.58354915

111 344674.265908691 2516717.78778054

112 344661.589553381 2516745.04992855

113 344648.652262245 2516772.04782114

114 344635.618079161 2516798.9686369

115 344622.408512768 2516825.93340195

116 344609.58506527 2516853.1576124

117 344597.356851501 2516880.5461043

118 344585.022469862 2516907.62158916

119 344572.035217996 2516935.02487441

120 344559.1970353 2516962.06440826

121 344543.71666044 2516987.55291288

122 344526.117366282 2517011.71848384

123 344509.465612734 2517036.74935696

124 344493.287987717 2517062.02240714

125 344476.844730587 2517087.14928684

126 344459.017970723 2517111.24363256

127 344440.516544618 2517134.67411757

128 344422.170937642 2517158.56541641

129 344403.739648631 2517182.06165038

130 344384.827972352 2517205.30547943

131 344366.116672844 2517228.45783512

132 344346.404743856 2517251.23091615

133 344326.375916421 2517273.57646655

134 344306.016938722 2517295.7790204

135 344286.008273847 2517318.14991487

136 344266.401648972 2517340.78699155

137 344247.261511405 2517363.90996153

138 344228.146685643 2517387.06678902

139 344210.232321407 2517411.28608233

140 344194.103759792 2517436.62953876

141 344178.519374552 2517462.29252068

142 344163.086299784 2517487.82856898

143 344147.066927451 2517513.12631816



Streetlight No. X Y

144 344130.238716975 2517537.89209208

145 344114.90130351 2517563.96784406

146 344104.333268374 2517592.06478966

147 344094.32716192 2517620.36316483

148 344082.054504583 2517647.48556897

149 344068.577969731 2517674.44120669

150 344054.867676733 2517701.16170782

151 344038.931881263 2517726.6285545

152 344020.772575235 2517750.05657202

153 344001.461795843 2517772.91662763

154 343982.358558662 2517796.28228042

155 343965.476384877 2517821.03901852

156 343950.235482013 2517846.87782974

157 343935.797237317 2517873.33201061

158 343921.477999584 2517899.60548974

159 343906.532748437 2517925.81106486

160 343893.247179195 2517952.62407668

161 343879.661241347 2517979.07577655

162 343869.353183161 2517999.98044972

163 343860.890763684 2518017.39703563

164 343841.987601646 2518025.42612961

165 343823.671774411 2518033.20575387

166 343811.139981198 2518048.99601158

167 343799.053779937 2518064.78043919

168 343787.180756124 2518080.40045642

169 343775.858974251 2518095.21737934

170 343760.385017071 2518115.94329304

171 343749.101378316 2518135.59578497

172 343736.622350089 2518151.76353803

173 343726.629867938 2518176.23296475

174 343716.662842846 2518200.64005265

175 343705.527849973 2518218.59278055

176 343691.493484947 2518234.86813815

177 343679.768329808 2518248.46555367

178 343665.807249688 2518246.35186419

179 343648.897065439 2518238.37715996

180 343631.974495472 2518230.54935443

181 343613.627530147 2518222.24832905

182 343593.049135066 2518213.07226396

183 343575.331616522 2518205.81712643

184 343558.307139846 2518199.02260349

185 343537.785851651 2518190.84221198

186 343514.945675539 2518181.31902896

187 343496.627417434 2518171.94840807

188 343481.096400001 2518161.7108

189 343465.363811961 2518146.81548522

190 343453.483649641 2518129.30642177

191 343444.265272542 2518111.1913288



Streetlight No. X Y

192 343435.341100098 2518092.04804561

193 343427.42798041 2518072.54763934

194 343420.283722871 2518050.73751458

195 343413.247830162 2518028.76780864

196 343406.625267492 2518005.96324636

197 343401.295831005 2517986.46329256

198 343394.430946072 2517966.0904798

199 343384.847174311 2517947.68276888

200 343371.750808308 2517932.7579683

201 343356.029511106 2517921.2597946

202 343336.592905559 2517913.09412977

203 343316.267635176 2517908.89738116

204 343295.094560199 2517907.45040724

205 343273.891987149 2517908.60408796

206 343251.900061554 2517911.27804791

207 343233.214388323 2517913.75041946

208 343214.320919389 2517916.90740324

209 343193.857468024 2517921.25733032

210 343173.180038212 2517926.07924884

211 343153.537033022 2517930.28405936

212 343123.521886052 2517934.31702906

213 343098.619774359 2517937.63947331

214 343071.802508969 2517941.39872618

215 343048.069394556 2517945.30950478

216 343027.692609828 2517947.89579715

217 343007.059099023 2517949.05971097

218 342990.209238827 2517949.2792601

219 342959.115748138 2517944.24337172

220 342929.532065074 2517938.73759333

221 342900.203619023 2517932.88463287

222 342870.890179585 2517926.4547428

223 342840.933747585 2517922.9663013

224 342811.068986464 2517921.45420346

225 342781.001403011 2517920.21287921

226 342750.884002822 2517920.48674651

227 342720.958753079 2517922.11937635

228 342691.001351028 2517925.1526783

229 342661.677467267 2517931.55790253

230 342632.955569363 2517939.8147788

231 342605.243133024 2517951.89815579

232 342579.007692763 2517966.91447026

233 342553.173348036 2517982.42900986

234 342528.112759428 2517998.71565192

235 342503.591865812 2518015.94468731

236 342479.949492223 2518034.54406501

237 342457.382930653 2518054.21497226

238 342435.070455012 2518074.82040337

239 342414.417730414 2518096.28037895



Streetlight No. X Y

240 342394.657438559 2518119.122541

241 342375.499252597 2518142.43782329

242 342356.589203664 2518165.65233221

243 342338.46399294 2518189.37546996

244 342320.339394073 2518213.65172159

245 342302.633713228 2518237.497717

246 342291.520132711 2518254.77983711

247 342277.414095773 2518269.20327905

248 342261.368441775 2518281.99919074

249 342236.749114538 2518301.63234107

250 342212.916033425 2518320.6384845

251 342196.830201135 2518333.46643713

252 342190.193 2518344.473

253 342175.889 2518365.441

254 342160.479509565 2518384.24303517

255 342147.911313489 2518402.75067138

256 342136.911151955 2518418.87625613

257 342126.022997265 2518434.47431155

258 342114.19945208 2518450.23145519

259 342102.889316157 2518467.71855056

260 342089.013836952 2518482.02654657

261 342073.469429834 2518495.79128084

262 342058.873346968 2518508.40108067

263 342036.747910133 2518528.47729347

264 342017.128629361 2518547.20532089

265 341995.779294278 2518569.35480165

266 341976.218292471 2518591.56953097

267 341956.971034408 2518614.3627242

268 341938.157966067 2518636.82692831

269 341919.52957459 2518659.27507534

270 341901.219975069 2518681.94088016

271 341883.423658665 2518705.57040888

272 341865.874773597 2518730.82898578

273 341848.883080357 2518755.31095784

274 341832.871568865 2518778.70011092

275 341817.79445504 2518804.06188528

276 341804.656095026 2518830.53239575

277 341791.975427587 2518857.76348821

278 341779.164659214 2518884.81343745

279 341770.458507809 2518903.19648417

280 341761.26269566 2518922.73693695

281 341752.050526784 2518942.31214662

282 341743.3904713 2518961.26197035

283 341734.492014322 2518981.06936801

284 341727.563377891 2519000.16588515

285 341722.444444469 2519020.67265669

286 341717.684978338 2519041.96181575

287 341715.837795714 2519062.45845068



Streetlight No. X Y

288 341715.675627266 2519083.90683234

289 341715.519122671 2519104.60611322

290 341719.74526183 2519125.21984894

291 341727.949373963 2519155.41138435

292 341736.97999434 2519184.86441572

293 341745.795913136 2519212.92571761

294 341754.635007817 2519242.27062068

295 341762.90547028 2519270.80039335

296 341770.194226261 2519298.23008876

297 341610.498502633 2513867.68431741

298 341628.060440712 2513893.36184753

299 341645.344376887 2513918.63290758

300 341662.377671323 2513943.43547015

301 341680.102131215 2513968.9736613

302 341697.762193391 2513994.06168348

303 341715.729645284 2514018.91308678

304 341733.838630349 2514043.5665768

305 341751.700583803 2514067.04408541

306 341771.332386451 2514091.37411865

307 341790.558434535 2514115.02537189

308 341810.764637572 2514137.5768006

309 341832.872860795 2514158.89412675

310 341852.09285108 2514177.72978083

311 341869.419431955 2514201.84752671

312 341888.692866891 2514226.04788238

313 341907.062760245 2514250.56543713

314 341924.324501249 2514275.01437084

315 341942.259599636 2514299.7404109

316 341959.813812664 2514325.39619366

317 341976.845258582 2514349.68646161

318 341994.786465476 2514372.75256449

319 342014.459298737 2514396.04367314

320 342036.402207087 2514418.47314439

321 342060.263350801 2514438.41727503

322 342085.137682823 2514453.71075215

323 342113.264265401 2514466.45261272

324 342140.853784319 2514480.24695044

325 342165.267722965 2514499.13003654

326 342189.227112368 2514519.38979927

327 342211.716741315 2514539.36647731

328 342234.933977921 2514560.00025771

329 342258.546330092 2514580.54111836

330 342281.898639603 2514600.64500716

331 342304.977191474 2514620.78169959

332 342328.844324161 2514641.32594443

333 342352.12577547 2514661.25984633

334 342375.696341429 2514681.44129221

335 342399.781630839 2514702.07735871



Streetlight No. X Y

336 342423.174299619 2514722.41063434

337 342446.384915275 2514742.76955237

338 342470.119429758 2514763.49952448

339 342493.344679245 2514783.0803638

340 342517.14676864 2514803.39748593

341 342541.117412487 2514823.1947693

342 342557.569630982 2514837.20295937

343 342573.202816664 2514850.72077121

344 342588.258268715 2514864.94803267

345 342603.168735901 2514878.55892885

346 342618.216531685 2514892.96578879

347 342632.15392043 2514907.79145825

348 342644.973950078 2514923.65756764

349 342658.751502627 2514939.55755913

350 342672.84110503 2514955.12731645

351 342685.056953499 2514970.8100772

352 342694.994473629 2514989.57132265

353 342700.236060508 2515010.68235919

354 342703.923066696 2515030.60060651

355 342707.923474265 2515049.4923709

356 342712.361345983 2515069.93317966

357 342716.715916049 2515091.04780799

358 342720.960492999 2515112.29529395

359 342727.719260421 2515141.90492914

360 342734.286598282 2515171.30830925

361 342740.865337643 2515201.12625504

362 342746.588193921 2515230.70196959

363 342752.71685611 2515260.81598349

364 342759.920695533 2515291.13901108

365 342766.518484057 2515321.36828275

366 342770.534888991 2515340.74321813

367 342773.929253824 2515360.4839487

368 342775.931322101 2515380.96155375

369 342777.629961438 2515402.34238394

370 342779.317568724 2515423.58435334

371 342780.983531447 2515453.92758957

372 342783.20094011 2515483.2771474

373 342786.545074879 2515513.07134209

374 342789.452230707 2515543.09978569

375 342792.953418084 2515573.44147208

376 342795.604306177 2515603.88512307

377 342798.300372972 2515634.08051433

378 342800.766000001 2515655.52141798

379 342800.766000001 2515686.12626235

380 342801.844891523 2515716.43117428

381 342802.828173195 2515747.41501031

382 342803.434359286 2515777.78199043

383 342803.867806034 2515807.21136078



Streetlight No. X Y

384 342804.346950608 2515837.85176811

385 342804.944866927 2515868.55367272

386 342805.380979083 2515898.80827091

387 342805.766510733 2515928.88639845

388 342806.01705 2515959.83826811

389 342806.034439697 2515989.92633274

390 342806.389174421 2516020.08938867

391 342805.557391442 2516041.7222269

392 342801.118624316 2516062.35896436

393 342795.588968194 2516082.38080266

394 342789.886451717 2516101.55060459

395 342784.183935239 2516120.72040651

396 342775.57780202 2516150.15952987

397 342766.630703327 2516180.86337826

398 342757.98596193 2516210.50856204

399 342749.367294954 2516239.49895458

400 342740.761759877 2516268.31665537

401 342731.971909469 2516297.13324595

402 342726.311253587 2516315.87381112

403 342720.276765899 2516336.16347904

404 342715.113914331 2516355.27086988

405 342712.468669901 2516375.7875539

406 342713.225648121 2516396.77218856

407 342714.614959164 2516417.24288225

408 342716.907740018 2516447.00696114

409 342719.327714219 2516477.67005234

410 342721.55706528 2516508.1800405

411 342723.705435267 2516538.31162981

412 342725.986958259 2516568.71134721

413 342728.274183445 2516599.2570562

414 342730.538973626 2516629.62346647

415 342732.739107773 2516660.39750529

416 342734.856966721 2516691.29713861

417 342736.930215983 2516722.06196566

418 342738.899122084 2516751.1470749

419 342740.963456422 2516781.63247151

420 342742.914590667 2516812.32038904

421 342744.977711586 2516844.00076964

422 342747.019779911 2516874.15404756

423 342749.418105476 2516904.69258354

424 342751.1644698 2516925.79516305

425 342753.448723535 2516947.05451059

426 342757.798661517 2516967.47057419

427 342771.187555718 2516983.16573127

428 342788.609742507 2516996.12997436

429 342805.340450709 2517008.7092126

430 342822.845723789 2517022.00472397

431 342847.118168308 2517040.27720886



Streetlight No. X Y

432 342871.615144444 2517058.77851157

433 342895.813023411 2517077.25014185

434 342919.179059769 2517095.07055805

435 342944.08275893 2517113.68042311

436 342968.183905677 2517131.59961256

437 342992.837665871 2517149.84105839

438 343017.409960083 2517168.28055821

439 343041.756832091 2517186.96615907

440 343066.585419314 2517206.14872126

441 343091.310185291 2517224.97283516

442 343116.014400734 2517243.68844782

443 343140.23185291 2517261.90733349

444 343165.892221265 2517280.98945164

445 343182.473313106 2517293.60176652

446 343197.954524118 2517308.26187246

447 343205.300987667 2517326.55898574

448 343203.581421115 2517346.50869261

449 343199.299192444 2517366.24553489

450 343192.796348152 2517384.603974

451 343179.867182445 2517412.23786248

452 343165.935709704 2517439.20021279

453 343155.628756373 2517458.49114447

454 343149.601429024 2517477.03428688

455 343150.880989528 2517497.58811056

456 343160.619626214 2517517.53568242

457 343167.6638935 2517539.30667578

458 343167.072740873 2517559.66492955

459 343160.848443277 2517579.27043012

460 343148.409872534 2517607.42868433

461 343136.202333229 2517634.72943434

462 343123.711345367 2517662.17152646

463 343111.065349811 2517689.65462172

464 343097.947340113 2517717.8063017

465 343084.825147831 2517745.87418486

466 343072.235061904 2517772.8216884

467 343060.351560015 2517800.49419643

468 343049.24478968 2517824.39001234

469 343042.278400001 2517841.0945

470 343031.124982892 2517867.92080185

471 343017.452004798 2517895.36819184

472 343003.647188756 2517922.76525073

473 342996.459412417 2517938.29482356

474 342093.933032479 2518454.95225408

475 342089.789769951 2518434.97261059

476 342085.433957663 2518414.1444771

477 342081.395309528 2518394.81309083

478 342074.991164485 2518364.30767141

479 342068.866767725 2518335.07982254



Streetlight No. X Y

480 342062.59438004 2518305.28488474

481 342056.50029169 2518276.23326413

482 342050.551632298 2518246.12794128

483 342047.129812575 2518225.56372172

484 342044.609185364 2518204.57211324

485 342044.198712305 2518185.32491582

486 342045.471214778 2518165.60981615

487 342047.375115891 2518136.11234874

488 342049.352273725 2518105.47990235

489 342050.683069491 2518084.86165465

490 342052.000124331 2518064.45629748

491 342053.3307743 2518043.84030867

492 342054.672322869 2518023.05546596

493 342056.015718453 2518002.24200709

494 342057.395010847 2517980.87239281

495 342059.354709847 2517950.51043912

496 342061.306703178 2517920.26787073

497 342063.251858103 2517890.13125091

498 342065.204432879 2517859.87967407

499 342067.097691834 2517830.54708742

500 342069.027318705 2517800.65104645

501 342071.006232832 2517769.9913895

502 342072.997128907 2517739.21398742

503 342074.357195522 2517718.631409

504 342075.714113207 2517697.82004261

505 342076.844825742 2517677.58664609

506 342077.563644891 2517657.67223684

507 342078.304394634 2517637.15025496

508 342075.501147011 2517618.0262116

509 342068.381224305 2517598.46179448

510 342060.097105153 2517579.3096978

511 342051.455802495 2517559.64145262

512 342039.004695896 2517531.30181135

513 342026.701507523 2517503.29884293

514 342014.379262384 2517475.25249989

515 342001.945113519 2517446.95145568

516 341989.74380679 2517419.18037743

517 341977.134862905 2517390.4814868

518 341965.306674791 2517363.55965417

519 341952.999130629 2517335.54677165

520 341940.630231138 2517307.40564704

521 341928.32335877 2517279.43262303

522 341916.28787095 2517252.07644513

523 341903.838100219 2517223.77861892

524 341891.336844605 2517195.36376964

525 341879.033369556 2517167.39846759

526 341866.959264779 2517139.95451492

527 341854.522644499 2517111.68584355



Streetlight No. X Y

528 341842.322085257 2517083.94833556

529 341830.039594323 2517056.02455899

530 341817.358105293 2517027.1936754

531 341804.683653837 2516998.37879147

532 341792.893534046 2516970.86812555

533 341785.908986927 2516952.35549199

534 341780.470070377 2516933.19277306

535 341776.447654107 2516913.72221213

536 341774.3452 2516894.8901

537 341776.960202647 2516875.5262761

538 341780.112786822 2516855.5623405

539 341784.010187208 2516834.79465576

540 341786.375736187 2516813.67097885


